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Abstract. 


Much effort is currently being devoted to produc ing computer systems that 
are easy to understand, to verify and to develop. The general methodology for 
designing such a system consists of decomposing | it’ into a structured set of. 
modules so that the modules can be understood, verified and developed 
individually, and so that the understanding) verification of the system can be 
derived from the understanding/verification of its modules. While many of the 
mechanisms in a computer system have been decomposed. successfully into a 
structured set of modules, no technique has been proposed to organize the | 
virtual memory mechanism of a system in such a way. 


The present thesis proposes to use type. Sueeae ian for that purpose. The 
virtual memory mechanism consists of a set of type manager modules 
implementing abstract information containers. The structure of the mechanism 
reflects the structure of the containers that are implemented. While using 
type extension to organize a virtual memory mechanism is conceptually simple, 
it is hard to achieve in practice. All existing or proposed uses type 
extension assume the existence of information containers that are uniformly 
accessible, can always be grown and are protected. Using type extension 
inside a virtual memory mechanism raises implementation problems since such 
containers are not implemented. Their implementation is precisely the 
objective of the virtual memory mechanism. In addition to explaining how type 
extension can be supported inside a virtual memory mechanism, the thesis 
demonstrates its use in a case study involving a commercial, general-purpose, 
time-sharing system. It concludes by providing some insights into the 
organization of virtual memory mechanisms for time-sharing systems, 


This report reproduces a thesis of the same title submitted to the Department 
of Electrical Engineering and Computer Science of the Massachusetts Institute 
of Technology, on 9 August 1976, in partial. fulfillment of the requirements 
for the Degree of Doctor of Philosophy. 


Thesis Supervisor: Michael D. Schroeder, 
Title: Assistant Professor of Electrical Engineering and Computer Science. 
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type "doctoral thesis". The type manager for a doctoral thesis is realized by 
two interacting nedcesuse: called “committee”. and "student". These lines 
serve as an information container used ‘by’ ‘the student process to express his 
gratitude to the committee process as well as to all lower level type managers 
who provided the moral and material ingredients necessary to compose the 
thesis. 


"A tout seigneur, tout honneur", I would like to thank first my thesis 
committee for its. cooperation in managin this thesis. While an ideal 
committee looks as a single process to the ‘atudent. process, a real committee 
is realized by three parallel processes, “who ‘fortunately. agreed and. operated 
in reasonable synchrony in this case, and T’ thank thea, ‘for that. I thank my. 
supervisor process, Professor Michael Schroeder, for, his interesting : 

' suggestions, his accurate criticisms, his’ “enthusiastic encouragements. and the 
many hours of dedicated work he devoted ‘to this ‘thesis, particularly during _ 
the past nine months, Tf thank my reader processes, ‘Professors David Redell 
and Barbara Liskov, for their highly appreciated comments on the many drafts 
of this thesis and for the enriching. discussions we had about the research. I 
would also like to thank a virtual. reader process, . ‘Professor Jack Dennis, for. 
his comments on early drafts of. the first chapters of the thesis, and a. 
remotely cooperating process, Professor Jerome, Saltzer, who,. through 
occasional short interrupts, provided us with some crisp and, insightful 
remarks on our research. 


Next, I would like to extend my fhanka: to several people associated with 
Honeywell Information Systems _Inc,; to André Bensoussan | for discussing with 
me the high level issues that presided to the. design of NSS; to Bernard ; 
Greenberg for helping me discover the marvels and the. surprises. hidden in NSS; _ 
to Jerry Stern for his comments on the implementation of military security 
controls in Multics; and to Tom VanVleck for his remarks. on the quota 
mechanism of Multics. I would also. like to thank some of my fellow students 
at M.I.T.: Richard Feiertag and Douglas Hunt. for the random discussions we 
had, which generated many ideas and much thinking; Andrew Mason for answering 
my many questions about the mechanics of NSS; and particularly David Reed for 
feeding me information on processor management in Multics, for discussing the 
applicability of type extension to it, and for commenting on the final draft 
of the thesis. 


Perhaps I should thank the Xerox Corporation for having hired 66.7% of my 
thesis committee on the West coast starting in August 1976, and the 
Commonwealth Fund of New York -- after all -- for having required that I be 
out of the country by September 1976. While cgoperation of processes in 
physically distributed systems is a fashionable research topic, the prospect 
of experimenting with it on a doctoral thesis was not ‘particularly thrilling 
and has certainly been a strong incentive to all of us to wrap up the work 
within two years. 


Thanks are also due to Ellen Lewis, who typed portions of the thesis, and 
to Multics, which did not crash too often on me while I was typing the rest. 


Last but not least, I express my wholehearted gratitude to those who 
supplied the bottom level components that made this whole thesis possible: to 
my sweet wife, Catherine, for her patience and her courage throughout these 
long years away from the old continent she loves so much; to my little 
Perrine, without whose distracting interrupts this thesis might have been 
completed months later (or earlier?); ‘to her expected sibling for not 
deciding to be born before the thesis was completed, which would have messed 
up the sequence of events quite a bit; and to my parents, who not only helped 
fuel my wallet but also, through letters and cassettes and transatlantic 
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I. Introduction. 


Research reported in this thesis is Soacerned with the organization of 
virtual memory mechanisms for py utilities. The thesis does not 
explore new algorithms for managing virtual memories but presents a technique 
for organizing any virtual memory mechanism given the sscnarheatdoas of ies 
user interface and the available hardware pechnoloay.. The objective of this 
technique is to organize the virtual memory mechanism into a structured set of 
modules so as to make the resulting taplescntarioa easier to understand, 
verify and maintain. We have reason to believe that the technique that is 
presented can be used for organizing the virtual memory mechanism of almost 
any kind of computing utility, be it a distributed system, a goat stiae system 
or a conventional Pine=sharins- eyst en: In this thesis, the technique has been 
elaborated within the context of and applied to the design of the virtual 
memory Soshubies of a general purpose Soueeewiat time-sharing system of the 
kind one wien use on a university campus or in a research laboratory, for 
information storage, text editing and tieecateiye seonean adeuapaant and 
scientific calculation. The interest of the cheads is twofold. On one hand, 
it presents a technique that we believe is applicable ee any sort of computing 
utility. On the other hand, it provides insights into the organization of 
structured and acd virtual memory mechanisms for conventional Mndtehacine 
systems. | 

A time-sharing computing utility provides a eoamuntey of users with the 
ability to share access to a set of navagare resources such as specessots: 
memory and 1/0 devices; to a library o£ programs and sceviness and to the 
information stored in ie epee. If access to these facilities were not 


controlled, abuses might be committed by users of the system. For instance, a 


user could take over the system and: ‘cause ay to oo any service to other 
users, UE a user could covertly take aigaatas of programs and services 
written by others and avoid the charges fox the usage of such facilities. 
Much worse than the above two haaaes would be the dacontealied access to the 
information stored in the ee Such uncontrolled specs could peeutt in 
unauthorized release and modification of that information [Saltzer75] and 
violation of the privacy of certain people. While the usefulness of computing 
utilities has been recognized, the need to control access to the stored 
information has also been realized. The advent se ere utilities has 
thus fostered the desire for computer evitean bawe ce accredited secure, i.e. 
certified to protect the information they ea: at 

Much effort is currently being devoted to producing certified secure 
time-sharing systems [see for instance Neumann75, Schroeder75}. Producing 
such a system involves several operations (Sehroeder75} as shown in the 
following figure. First, it is necessary to verify that the programs of the 
system implement the specifications, i.e. to verify correctness. Second, it 
is necessary to verify that the specifications embody the sodel of information 
security that the system must support, i.e. to verify security. Finally, it 
is necessary to evaluate the verification aevebreeciiese! the verification of 
security and the model of security to certify that the implemented system will 
meet the security standards demanded by the community of users it serves. | 
Evaluating the verifications of correctness and security means subjectively 
rating the quality and the effectiveness of the proof cachniquad or the 
automatic verifiers that may have been used for the Sinee two steps. 
Evaluating the model of security means subjectively Tactng the formal 
description that this model proposes for the security standards that are only 


informally defined by the user community. Of the certification process, two 


operations -- the verification of correctness of the implementation and the 


evaluation of that verification -- are of particular concern in this thesis. 


implementation (formal) 
verification of correctness is the validation of 
the formal correspondance between 
the implementation and the specifications 
specifications (formal) 
verification of security is the validation of 
the formal correspondance between 
the specifications and the model 
security model (formal) 
certification is a subjective evaluation 
of the two verifications and of the correspondance 
between the model and the standards of security 


security standards 


Verifying the correctness of a system and later evaluating that 
verification are impossible tasks if one attempts to verify the whole system 
as a single unit. First, existing verification techniques are not 
sufficiently powerful to establish the correctness of a program of the size of 
current time-sharing operating systems. (For certification purposes, it is 
actually sufficient to verify the correctness of the security kernel of the 
system, that is of the code critical to security. However, even this simpler 
task is beyond the capabilities of present verification techniques.) Second, 
even if adequate verification techniques were available, the resulting 
verification would probably be too long and too complex for any human auditor 


to read it, understand it, evaluate it and accept the responsibility for 
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subsequent certification. The purpose of the evaluation is to convince the 
community of users that the verification of correctness is adequate. For this 
evaluation to be significant and sani ueeing requires that the human auditor 
who will certify the system be able to convince himself of the ade quacy of the 
verification. Thus, the woritecarton of Boiteeneee should be suse staple 
and systematic or the task of vgn it would: be hopeless. The use of 
higher level system eeceeansine teguanes ayaa pente the ettuatten somewhat 
by making programs more amenable to verification and the resulting | 
verification easier to spine. Woks teuces system orearsaatde Languages will 
not suffice to overcome the verification problen, 

The alternative to wevieytan a whale austen as ; single unit consists of 
dividing the system into elements called modules to divide the task ot 
verifying the system into a set of subtasks of manageable size, each of which 
consists of verifying an andtvaduet nodule. ais method PRcuaee that: each 
module is clearly distinct from athena ana suf ficiently small to be verified 
individually by existing techniques. It also presumes that all modules are 
organized in a structured way that allows the correctness of the system to be 
logically inferred from the correctness of ita modules. The problem with this 
method is thus to organize the system into a structured set of modules that 
are distinct and small, 

In addition to ease of verification, two significant advantages are 
gained from dividing a system into a structured set of modules: 
understandability and maintainability. Even if one were not going to 
undertake the verification of a system, dividing it into a set of modules 
allows analyzing and/or modifying medules individually. Furthermore, the 
structure of the system may be used te learn about the system in a systematic. 


fashion (e.g., bottom-up or top-down). 


il 


1. Thesis motivations and objectives. 


The present thesis is concerned with a technique for arpandeiae virtual 
memory mechanisms for computing utilities in drabeheratad and modular way. 
Such a technique is desirable because the virtual memory mechanism of a system 
is, in general, part of its security kernel and therefore should be structured 
and modular so it can be verified easily. 

Some authors [Popek74] claim it is ppaeipiens design a system such that 
the virtual memory mechanism is not part of the hevetey kernel and therefore 
need not be verified to verify the correctness of the seearity ueedels We 
disagree with this claim for two reasons. First, ai choinh we believe that 
Popek’s design is interesting and has removed a Site of the virtual memory 
mechanism from the security kernel, we disagree with the statement that the 
whole virtual memory mechanism qe esis the security kernel. Second, 
although we believe that Popek’s eee can be applied with great benefit to 
simple systems like the PDP-11/45 he has pose eisai eine. we believe the 
benefit of exploiting it for more giphiistioated systems is eeiaively small. 
Let us justify our position. First, according es Popek’s en the policy 
decision to bring a piece of data into pe teary eeneey -- ered security 
critical data -- is left to the users and cannot affect the security kernel 
but all the mechanisms (space tioodtion. disk yr ee eeeeeary to 
implement that decision are provided by the security kernel. Thus, only the 
policy for driving the virtual memory operation rs euteide the security 
kernel. The mechanisms, which are secondary in nature but probably larger in 
terms of code, must be verified as part of the security kernel. Second, the 
design proposed by Popek is fairly interesting for simple peateas in which the 


functions of multiplexing primary memory and protecting logical information 
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can be supported together. However, in systems where these functions are 
decoupled, the relative amount of virtual memory code that can reside outside 
the security kernel is very small. Consider the following example. In the 
Multies system [Organick72], protection bt datowmatton involves ganoiag 
segments into user address spaces Shite wuttiplexine of primary memory 
involves mapping pages into primary memory. A direc application of Popek’s 
design to Multics would suggest that, nee a user Gadis to reference a 
segment, the entire bueode be eapped into the user sdgcese space and into the 
system primary memory. This is impractical becange? ina sated supporting 
information containers the size of Multics Segments, it is imperative that 
mapping a segment into a user address pace be decoupled from aappine its 
pages into the primary memory. The mechanism for egies peuecies must be part 
of the security kernel because it manipulates ehyatcel information containers 
(pages) that faptewent the logical information dace (senneatsy protected 
by the security kernel. If paging were re the security kernel, it eaata 
affect the integrity of the correspondance between logical and physical 
information containers, thereby defeating the protection mechanism that the 
security kernel is supposedly faplénanting. Thus, in relation to Popek’s 
design, the only element of the edeedat memory mechanism eat should still be 
under the responsibility of users is the mapping of dapuacdes into user address 
spaces. This design has indeed been idéommanded for Multics [(Bratt75]. 
However, the amount of code that is removed from the security kernel as a 
result is very small relative to what ee in the security kernel. One 
could not claim that this design has fenoved the virtual aeaoky mechanism from 
the security kernel. | | 

In summary, we ouseace that the Sie rat memory mechanism of a ebapltee 


system is a part of the security kernel of the system because security depends 
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on that mechanism in two ways. First, all information secured by. the . 
protection mechanism of the system is stored in containers (pages and/or 
segments) that are handled by the virtual memory mechanism. Thus, if the 
virtual memory mechanism did not operate correctly,. it: could lose, ‘iimase or 
interchange information containers, thereby. violating.security. Second, 
security critical programs and data bases themselves are too large to be core 
resident at all times.. Thus, the security kernel relies on the virtual memory 
mechanism to move them in and out of core when necessary. Consequently, the 
virtual memory mechanism of a system must be verified in order to produce a 
certified secure system. 

The lack of a suitable technique to organize the virtual memory mechanism 
of a system motivated this thesis. Our objective was thus to develop such a 
technique to make virtual memory mechanisms easier to understand, verify and 
maintain. The technique ‘to be presented is based on a concept of type 
extension to be defined in chapter II. The virtual memory: mechanism is 
regarded as implementing a collection of. abstract objects (repositories for 
data). A different module of the virtual memory. mechanism is designed to 
support every different type of abstract object. . The formalism of type 
extension is uSed to organize the modules of the virtual memory mechanism into 
a structure reflecting that of the abstract objects. supported by the virtual 
memory mechanism. That. formalism also contributes to simplifying the 
specifications of the interfaces of the modules that are defined. The task of 
the designer consists of choosing abstract data types such that they can be 
implemented by modules of a size amenable to human understanding and hopefully 
manageable by known verification techniques. The use of a type extension 
formalism makes the virtual memory mechanism modular and structured in a way 


that simplifies understanding it, verifying it and maintaining it. 
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One original aspect of the thesis resides in the exploitation of the 
systematic approach of type extension in an area of system design to which its 
applicability has never been demonstrated before. So far, true, formal type 
extension mechanisms have been used only in programming languages and in areas 
of system design that are at levels higher than the virtual memory mechanism. 
To exploit type extension inside a virtual memory mechanism, one must face the 
issues that uniformly accessible and "growable" information containers are not 
available. 

The type extension technique proposed in the thesis is'more than just a 
means to evaluate and enforce the organization of a virtual memory mechanism. 
With most software organization techniques, all the hard design decisions are 
left to the designer of a system in that he must choose how to modularize his 
system. The organization techniques provide the designer only with rules to 
enforce modularity and structure after he has defined the role of each module. 
The type extension technique presented in this thesis provides the designer 
not only with rules to enforce modularity and structure but also with hints 
about the possible modularization of his system. In this respect, the type 
extension technique is closer to a design methodology than most existing 
organization techniques. 

In order to show the use and the effectiveness of the type extension 
technique, the thesis will exploit it to reorganize the virtual memory 
mechanism of a commercially available, general purpose time-sharing computing 
utility, the Multics system [Multics74]. Emphasis will be placed upon the 
conceptual aspects and the engineering aspects of the technique. Some 
attention will be given to the performance of the resulting system but an 
accurate performance evaluation cannot be given since the reorganized system 


has not been implemented. The modularity and structure of the new design and 
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their impact on the understandability of the new system will also be 
discussed. However, we will not attempt te verify the correctness. the. new 
system, again because it has not been implemented, 

In the remainder of this introductory chapter, we will first review some 
background notions on the organization of structured and modular systems. 
While doing so, we will survey the existing literature on related topics. We 
will then present our method of approach to the problem of organizing virtual 
memory mechanisms. As we do so, we will outline the plan of the thesis. 


2. Background and related work. 


The literature is not very abundant in the area of the organization of 
structured and modular virtual memory mechanisms. However, information on 
that subject can be found in numerous papers covering a wider topic: the | 
design of structured security kernels and esetntques for the organization of 
structured operating systems. mhecerore we will survey various techniques 
used in connection with this wider problem and discuss their applicability to 
the design of virtual memory echaalt owes “We emphasize the fact that most of 
the techniqués to be described are compatible with one another and can be used 
complementarily within one system. It will be seen that several systems 
indeed exploit more than one technique at a time. 

Techniques for organizing a system should achieve two goals. First, the 
various modules of the system should have the property that they are distinct 
and sufficiently small to be amenable to human understanding and hopefully to 
existing verification techniques. Second, the organization of the modules and 
their {nbevaceions must have the property that they allow a verification of 
correctness of the entire system to be derived from the verification be its 


individual modules, i.e. that they allow a structured verification of 
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correctness of the system to be carried out. 

A recent paper [Schroeder75] that surveyed the techniques used in the 
design of a security kernel for the Multics system mentions two techniques 
that are of particular interest for virtual memory mechanisms. The first 
technique is based on the use of parallel processes and the second one on 
partitioning the security kernel into separate protected subsystems. 
Parallel processes to implement sequential algorithms. 

This first technique consists of implementing a mechanism with programs 
that can execute in separate parallel processes. A paper [Hoare73] on a 
structured paging system used the technique to design a mechanism for mov ing 
pages of information between the paging device and the primary memory of a 
computer system. This design is extremely clear and understandable. 
Individual parallel processes, called monitors, are used for each separate 
function: allocating primary memory space, allocating paging device space, 
moving one page into primary memory, moving one page out of primary memory, 
etc... Each monitor represents a very small amount of code and the 
interactions between the monitors (i.e. the structure of the system) are well 
defined and would make a structured verification of the system possible. 
However, the design is unrealistic in that it requires two monitors for each 
page of information. It seems impossible to keep the status information for 
all those monitors in primary memory at all times. 

Another design ({Huber76), which is very realistic and has been 
implemented in the Multics system, uses only one process per level of memory 
to handle the outward movement of pages. Each such process is responsible for 
continually maintaining free space at the memory level it is managing by 
purging selected pages to the next outer level of memory. Demand paging is 


implemented by each user process for itself. This very elegant technique 
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constitutes a definite step towards the simplification of the design of a 
paging system: the inward movement of pages can be analysed and verified 
independently from the outward movement; and the outward movement can be 
analysed and verified separately for each level of memory. We will retain 
this technique as a useful and efficient one. It will be uSed in conjunction 
with the technique we will present to further simplify the task of 
understanding and verifying the virtual memory mechanism of a computer system. 

The elegance of the above technique and the simplification resulting from 
its use are not accidental. They are the result of considering the true 
nature of the mechanism that is being implemented. It is often thought that 
by implementing all the system functions a user can trigger within the process 
representing that user, a simpler system will result since the user process is 
strictly sequential. Although often correct, this attitude should not be 
adopted systematically. Using user processes to implement some function may 
actually cause more parallelism to occur. -As a result of such:a design, all 
kinds of Locks may be necessary to synchronize all user processes. Several 
functions, like the removal of pages to secondary storage, should be 
considered from a system point of view even though they are performed as’ a 
result of the interactions of individual’ users. Such functions are better 
implemented by dedicated system processes than within each user process. 
While looking parallel to a user, a dedicated system process casts a 
sequential aspect in the implementation’ of the function it performs. The 
resulting implementation is cleaner and more understandable. 
Partitioning, decomposition and modularity. 

According to Schroeder [Schroeder75], “partitioning is really the same 
problem as dividing [a system] into separate procedures and data bases, with 


the extra property that the modularity is enforced by the system’s protection 
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mechanisms". Feiertag has used the term partitioning more loosely to mean 
dividing a system into modules with or without the protection connotation 
suggested by Schroeder. To clarify the situation, we will use the term 
partitioning in the sense proposed by Schroeder and we will use the term 
decomposition to mean the division of a system into modules without any 
protection connotation. We will use simply modularizing to mean either 
decomposition or partitioning. Decomposition is a conceptual technique for 
defining modules. Partitioning also includes a practical technique for 
enforcing that definition. 

Partitioning is more desirable than decomposition from a verification 
point of view because the enforced protection allows the. designer of a module 
to depend on certain security properties of his medule that are guaranteed to 
be true if the protection mechanism operates correctly. Those security 
properties can be helpful in the verification of the module. However, there 
may be programming environments -- particularily in a virtual memory mechanism 
~- where the protection mechanisms required to support partitioning simply are 
not available, In such environments, the designer must satisfy himself with 
decomposition. 

While partitioning is more helpful than decomposition in verifying a 
system, both techniques are of equivalent-help in specifying or understanding 
the modules of a system. Parnas’s specification technique for software 
modules [Parnas72a, Parnas72b] can be used as well with partitioning as with 
decomposition. The difference between the two techniques will be felt only at 
the level of the security properties of a module. With partitioning, those 
properties are guaranteed to hald because of the pretection mechanism. With 
decomposition, they must always be proved to hold. 


Both techniques for modularizing a system consist of dividing what would 
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be a complex mechanism. into a set of simpler mechanisms,. and deptenantiag each 
simple mechanism with one module that can:be hardware, software or a 
combination of both. In either case, the module is a-collection of algorithms 
and data bases. Two concepts. of modularity can be found in the literature. 
Modules in the strict sense [Liskov72b, Parnas72] are isolated collections of 
procedures and data bases where no data base can be shared by several modules: 
the data bases in one module can be refereneed only by the procedures in that 
module. Modules in the weak sense [Habermann76, Parnas76] are collections of 
procedures and data bases that are not. isolated. They intersect over data 
bases that can be shared and managed by several modules. The possibility of 
shared data bases belonging in several modules presents two disadvantages. 
First, the boundaries of any individual module are not clearly defined and 
modules are not clearly distinct. Thus, it. is extremely hard to identify and 
specify simply, precisely, completely and correctly the interface. of a module, 
i.e. the set of channels (including potential shared data bases) over which it 
interacts with other modules. Second, the formal specification of the 
interface of a module sharing a data base must contain statements about the 
behavior of the module with respect to the shared data base. Hence, 
implementation level information about a shared data base propagates into the 
design level specifications of the modules that share the data base, thereby 
making those speeifications harder to understand, harder to use in verifying 
the modules and harder to maintain when changing the implementation of the 
shared data base. Instead, the interface of a strict module. is much easier to 
identify and specify because strict modules respect Parnas’s information 
hiding principle [Parnas71]. Since there are no shared data bases, modules 
cannot interact via data bases. Thus, identification of interfaces is easier 


because they never include data bases. And specifications of interfaces never 


20 


contain any information about the implementation of any data base. Based on 
these observations, we have chosen to work with strict modules in this thesis. 
(More details on the advantages of strict modules will be given in chapter 
III.) Unless otherwise stated, the word "module" will implicitly mean "strict 
module", 

Partitioning and decomposition are only names for denoting two similar 
approaches to replacing what would be a large module by a set of small 
modules. There are two problems hidden behind those names: how does one 
choose modules to implement a system and how does one organize them in a way 
that makes a structured verification of the system possible? We will consider 
various answers to these questions in the next two sections. 

Total ordering vs. partial ordering. 

One objective of any module organization in a system is the feasibility 
of a structured verification of the system. This objective implies that there 
be an ordering between the modules of the system such that the verification or 
the understanding of a set of modules can be inferred systematically from the 
verification or the understanding of subsets of that set. Parnas [Parnas76] 
has suggested that an ordering based on a relation he calls "uses" is adequate 
to infer the correctness of a system from the correctness of its parts. A 
module B is above a module A with respect to the "uses" relation if A provides 
a service used by B. In this thesis, we will use an ordering based on a 
relation of dependency. A module B depends on a module A if the correct 
operation of B depends in any way on the operation of A, i.e. if verifying the 
correctness of B requires making any assumption about the operation of A. 
(More details on the dependency relation will be given in chapter III.) A 
module B that “uses" a module A depends on A because it assumes the 


correctness of the service provided by A. However, a module B that depends on 
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A does not necessarily "use" A. For instance, if A and B share a data base, B 


might not "use" 


A in the sense that it might not need the service provided by 
A but B depends on A for preserving the invanvity of the shared data base. 

Two modules that interact via a shared data base might not "use" one another 
but are automatically mutually dependent on one another. And mutual 
dependence means a dependency loop in the structure of the system, which makes 
systematic understanding and verification harder. Thus, the dependency 


relation is preferred to the " 


uses" relation because it discourages the use of 
weak modules, which were deemed undesirable earlier, as they encourage cyclic 
dependencies. On the other hand, Parnas argues {Parnas76] that consider ing 
the "uses" relation and allowing weak modules enhances system efficiency. As 
will be seen in chapter IV, we do not believe that the loss of efficiency due 
to eliminating weak modules is substantial. In addition, we believe it. is. 
improper to trade clarity for efficiency of code, particularily in products of 
the size and complexity of current virtual memory mechanisms. (1) 

Whatever the ordering relation, two particular ways exist to organize. 
modules into a structured system: the total ordering technique and the 
partial ordering technique. 

The total ordering technique is based on a totai ordering of the modules, 
i.e. each module is ordered with respect to every other module. A module can 
depend on (use) only primitives provided by lower level modules and is unaware 
of higher level modules. In many systems, the expression “level of 


abstraction" has been used to mean modules that are totally ordered. Except 


(1) In the absence of weak modules, the dependency relation is equivalent to 
the "uses" relation. Since we have decided to not usé weak modules, unless 
OUNE ERE Se stated, the phrase "depends on" will mean essentially the same as 
"uses". However, the reader must bear in mind the fact that the meanings are 
similar only because we restrict ourselves to strict modules. _ 
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when talking about such specific systems, we will avoid the expression because 
it ts confusing. It has been used by too many authors to mean too many 
different concepts. 

The total ordering technique has been used for the design of numerous 
systems. Its use has been very successful in structuring the higher levels of 
a security kernel or an operating system. However, it seems to have been less 
successful in structuring the lower levels, and particularily the virtual 
memory mechanism, of a computer system. For some reason, every published 
system design based on the total ordering technique proposes to implement the 
virtual memory mechanism of the system with too few modules that are too large 
to be verified in most cases. 

In the THE system [Dijkstra68] and in a PDP-11/45 security kernel 
[Schiller73], the entire virtual memory mechanism is contained in only one 
module, called a level of abstraction. Given the relative simplicity of these 
systems, a one-level virtual memory mechanism may be sufficiently small to be 
understandable and verifiable by existing techniques. But such an approach 
cannot be taken in computer systems with more sophisticated virtual memory 
mechanisms. 

In a virtual memory mechanism designed at Carnegie Mellon [Price/73, 
Parnas74] and in an operating system designed at Stanford [Saxena75, 
Saxena/6], the virtual memory mechanism is implemented by two levels of 
abstraction. The existence of two levels of abstraction perhaps clarifies the 
structure of the system but it does not necessarily simplify its verification. 
Instead of each level of abstraction being half the size that a single level 
of abstraction would be, the levels of abstraction largely duplicate each 
other. In the Stanford system, the virtual memory mechanism is divided into 


two levels to eliminate a cyclic dependency between that mechanism and the 
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virtual processor mechanisn, but not to simplify the virtual memory mechanism 
itself. The lower level of abstraction implements the virtual memory 
mechanism for a fixed small number of system processes while the higher level 
of dbattactiok dapliemenva: the virtual memory eechanien for a large niebee of 
user heanedees. ‘This design is very qateresting to eliminate the cyclic 
dependency but tn ‘terms of size and complexity, each level of abstraction is 
comparable to what a single eeuntned level of sbsttection would Ba. Both 
levels of abstraction have to implement resource control and waging for the 
kind of processes they serve. The CMU system is babed ona distinction 
between fixed size aéeantee existing in fixed qanber and variable: size 
segments existing in variable quantity. ‘Clearly, the level of abstraction 
supporting the former kind of segments is somewhat simpler than the level of 
abstraction supporting the latter kind. However, both levels duplicate one 
another in implementing paging for the kind of segments they support. 

In the Cal system [Lampson69, Sturgis74, Lampson75] and in the SRI system 
{[Neumann74, Robinson75, Neumann75], the virtual memory mechanism is also 
implemented by two levels of abstraction. The levels of abstraction were 
chosen so that they hardly duplicate each other. Even so, each level of 
abstraction seems too large to be amenable to human understanding and to 
existing verification techniques. In particular, the levels of abstraction 
really implement more than one abstraction. This tends to confuse 
understanding and verification as the concepts fapiencared by the virtual 
memory mechanism are not clearly separated. 

The Mitre Corporation has proposed a redesign of the Multics system 
{Ames75] that includes a virtual memory acchanien composed of three 
levels of abstraction. The two lower levels of abstraction (core 


management and “other storage" management) look like they are sufficiently 
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small to be amenable to human understanding and verification. However, the 
higher level of abstraction (segment management ) is cluttered with directory 
control, access festeon and information backup mechanisms. These mechanisms 
are not part of the segment manager and ideally should be implemented at 
higher levels. Unfortunately, the original functionality of these mechanisms, 
which Mitre has tried to respect as much as possible, suggests that they all 
share with the segment management mechanism the access es the directories of 
the file system. 

The partial ordering technique has not been exploited as often as the 
total iebiae edehaiaie. As its name suggests, it is based on a partial 
Gpietines as Bumaad to a total ordering, of che modules of the system. It 
has been exploited in the Venus system [Liskov72a]. Pelexeag has demonstrated 
the advantages of partial ordering in a case study involving the Multics 
system. The partial ordering technique is more appealing than the total 
ordering technique because it is more flexible and more natural, The déetenee 
is not forced to cast every module into an arbitrary, unrealistic and too 
constraining, totally ordered structure, 

Functional abstractions vs. data abstractions. 

The present section will discuss various ways to define the role of the 
modules composing a system, One may distinguish two kinds of modules: 
functional abstractions and data abstractions. 

A module defined as a functional abstraction appears as a primitive (or a 
set of primitives) implementing a function that can be applied to data 
supplied by the caller to transform it in some specified way. A functional 
abstraction module may have internal state information but usually does not. 

A module defined as a data abstraction appears as a collection of 


objects. The primitives supported by the module appear as channels to 
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store/retrieve information into/from the objects. A data abstraction module 
always has internal state information: the representation of the objects it 
maintains. Any individual primitive (or subset of primitives) of a data 
abstraction module constitutes a functional abstraction. It is only all 
together that the primitives constitute the data abstraction. 

The data abstraction technique has two advantages over the functional 
abstraction technique. First, it is the basis of the concept of type 
extension. This concept was first defined in the context of programming 
languages (e.g., SIMULA 67). It was then used by various people in the system 
design area. Different ways for implementing type extension in this latter 
area were proposed by Jones [Jones73] and by Redell [Redel174]. Type 
extension mechanisms were first designed for the Cal system [{Lampson69, 
Sturgis74, Lampson76], the Hydra system [Cohen75, Levin75, Wulf75} and the SRI 
system [Neumann74, Robinson75, Neumann75]. Very recently, the type extension 
concept was used again in the programming language area for CLU [Liskov76], a 
language that will be méntioned several times in this thesis. 

The formalism of type extension requires that each type of object, that — 
is each kind of data abstraction, be managed completely and exclusively by one 
module, called a type manager. All the attributes of an object are defined 
and maintained by the type manager for that object. And any type manager 
defines and maintains the attributes of only one type of object. It is always 
clear which module is responsible for which type of object. Transactions with 
a type manager are restricted to operations on objects, i.e. to invocations of 
the primitives of the type manager. Thus, a type manager both hides and 
protects the implementation of the objects it supports. Since the primitives 
defining a data abstraction are grouped so as to hide the implementation of 


the data abstraction, the specification of the interface of a type manager 
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contains no knowledge about the implementation of the objects it supports and 
is thereby simplified. Since a type manager protects its objects, it 
naturally tends to not share its eiteraat data bases with other modules. 

Thus, data abstractions lead to modules in the strict sense. This point will 
be developed further in chapter III. On the other hand, with functional 
abstractions, different modules may be responsible for different attributes of 
the same entity or, more generally, it may not be clear what the entities are. 
Nothing in the nature of a functional abstraction suggests that it should not 
share a data base with another functional abstraction. Consequently, 
functional abstractions may lead to modules in the weak sense, with all the 
inconvenience that can result [Habermann76, Parnas76]. In summary, the first 
advantage of data abstractions over functional abstractions is that one can 
concentrate exclusively on one module when establishing or verifying the 
properties of one type of objects, and the interface of a type manager tends 
to define an abstraction more simply, more precisely and more completely than 
the interface of a (potentially weak) module based on a functional 
abstraction. 

The second advantage of data abstractions is the ease with which the 
partially ordered structure of the system can be derived from the structure of 
the abstract objects it manipulates. In a system based on type extension, 
each data abstraction is defined in terms of more primitive data abstractions 
and each abstract object is implemented in terms of more primitive objects. 
Thus, if objects of type T are implemented in terms of objects of types Tl to 
In, the type manager for T will directly depend on (use) the type managers for 
Tl to Tn. The organization of the type managers directly reflects the 
structure of the data abstractions they stand for. This organization will be. 


called an object based dependency structure because of the underlying 
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existence of abstract objects. In general, it corresponds to a partial 
ordering but it may be cast into totally ordered modules... [Neumann75, 
Lampson75]. 

However, implementations of type extension, under. their current forn, 
present two disadvantages that functional abstractions do not have. First, 
not every mechanism in a syeten can be cast easily into. a data abstraction. 
Many system programs have an intrinsic functional aspect that is hard to model 
properly with data abstractions. For. instance, a loader is best regarded as a 
functional abstraction than as the manager. of. any type of data abstraction. 
Second, all existing type extension mechanisms depend on (use) a memory 
management and information protection mechanism,.. which may itself be complex. 
Such a type extension mechanism cannot be: used -to structure the underlying 
memory management and protection mechanism because this would create a 
dependency loop between the two mechanisms, which violates the partial 
ordering requirement of any module organization. All systems providing a type 
extension mechanism to their users do not exploit the mechanism within their 
virtual memory mechanism because the virtual memory mechanism is the memory 
management and protection mechanism used by the type extension mechanism. At 
best, one can distinguish the shadow. of a type extension concept in the 
virtual memory mechanism of certain systems. But this shadow is not supported 
by any actual. type extension formalism, much less enforced by any type 
extension mechanism. 

For example, any operating system built around the Hydra kernel can use 
the type extension mechanism provided by the kernel. However, the kernel 
ewe cannot and does not use the type extension mechanism because jit 
implements the memory management and protection mechanisms that are precisely 


required to support type extension. In fact, the abstract objects (pages) 
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protected by the kernel are manipulated by primitives that evoke functional 
abstractions more than data abstractions [Levin75]. 

In the SRI system [Neumann75], most modules above the two levels of 
abstraction that implement the virtual memory mechanism strictly respect type 
extension. However, modules at and below the virtual memory levels do not. 
First, some of the abstractions supported are not data abstractions but rather 
functional abstractions (e.g., interrupt handling, masking, access 
revocation). Second, even abstractions that look like data abstractions are 
not implemented as data abstractions. Segments and pages are implemented in 
terms of Lower level functional abstractions rather than being implemented in 
terms of more primitive data abstractions like disk records and core blocks, 
for instance. Finally, each level of abstraction violates type extension in 
that it really implements more than one abstraction, as mentioned earlier. 

For instance, concepts such as disk 1/0, resource control and information 
backup are not recognized as separate abstractions. They are implemented 
within the two virtual memory levels of abstraction together with segments and 
pages thereby making the two levels of abstraction larger and more complex. 

In the Cal system [Lampson75], the two levels of abstraction implementing 
the virtual memory mechanism support two different kinds of file: core files 
and disk files. As in the SRI system, the formalism of type extension is 
violated and some of its advantages are lost because the lower level of 
abstraction implements half a dozen data abstractions instead of just one. 

Not only does this make that lower level too large for understanding and 
verification by existing techniques, but it also increases its complexity 
because some of the primitives it provides involve more than one abstract 


object. 
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From the peevicus discussion, it appears that the partial ordering 
technique is more desirable than the total ordering techni que to eeuanitze the 
modules of a system into a structured program. The partial ordering technique 
is more flexible and less restrictive than the total ordering Caches aies 
Therefore, it is easier to use and visideca Sore Pe aeketanaanis system. 

It also appears that using type extension and designing modules after 
data abstractions rather than functional ah eevactious sinsit fies theseeeuteind 
system. Not only does type extension naturally lead — a system that has an 
object based structure, which is -- in general -- dcpavetalis ordered 
structure but, in addition, type extension Beocscta aa Eides all the datatia 
of each abstraction inside a Sipe cuatauer module that eabodies that 
abstraction. Thus, understanding and verification of eae abstraction boils 
down to understanding ana verifying the single module of the system ae 
| embodies the abstraction (assuming that the abstractions it depends on (uses) 
ave correct). | | | 

Unfortunately, data abstractions are not always easy to use because not 
syeeyewscnandea in a system can be cast into a data speteaction ana because 
type extension mechanisms traditionally require the support of a Meniuty 
Management and protection mechanism that provides uniformly aceebeibies 
“esrowable" and protected information containers. | | 

The use of a type extension mechanism to structure a virtual memory 
mechanism is particularly awkward. itsey a virtual memory mechanism may 
include mechanisms such Mivpdcuhe: ani nessasee deneeell, which have inherent 
fancetoual aspects that are hard to model with duty abectsct ious Second, a 


virtual memory mechanism implements the memory management and protection 
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mechanisms required by existing type extension mechanisms. Therefore, a 
virtual memory mechanism cannot use a type extension mechanism without 
creating dependency loops that violate the partial ordering of the system 
structure, 

The purpose of this thesis is to present a technique for organizing 
virtual memory mechanisms that exhibit an object based structure, that is, 
virtual memory mechanisms that are implemented by a set of partially ordered 
modules designed on the basis of type extension, 

The originality of this technique resides in the use of a new type 
extension concept that preserves the advantages of data abstractions over 
functional abstractions while overcoming the two problems encountered in 
trying to stucture a virtual memory mechanism with a traditional type 
extension mechanism. Chapter II will examine in detail the differences 
between the traditional and the new type extension concepts. 

Chapter III will explain how the type extension concept we propose can be 
exploited to organize the virtual memory mechanism of a system. It will first 
be shown that type extension suggests and greatly helps building modules in 
the strict sense. The relation between type extension and dependency will 
then be studied. It will be demonstrated that the type extension concept 
helps choosing a set of data abstractions to implement the virtual memory 
mechanism and deriving the dependency structure that ties the data 
abstractions together. Finally, the impact of the type extension concept on 
deadlock prevention will be examined. 

In chapter IV, the usefulness and the applicability of the type extension 
concept will be demonstrated by a case Study. The type extension concept will 
be used to reorganize the virtual memory mechanism of a commercial 


time-sharing computing utility, the Multics system. The functionality of the 
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user interface to the virtual memory mechanism will first be described for the 
readers who might not be familiar with Multics. The present implementation of 
the Multics virtual memory mechanism will then be examined. The problems 
associated with this implementation will be pointed out. Finally, a new 
design that respects the functionality of the Multics virtual memory mechanism 
and is based on type extension will be presented. Particular care will be 
given to showing how the type extension concept helps avoid ete problems that 
were pointed out in the current implementation of the Multics virtual memory 
mechanism. To conclude the chapter, a few observations about the organization 
of the new design and the benefits of type extension will be made. 

While chapters II and III are crucial to the understanding of the type 
extension concept and its impact on the organization of a system, chapter IV 
is by far the most important part of the thesis. It represents a 
demonstration of the use of the type extension technique and reports on the 


bulk of the research that was performed to support this thesis. 
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II. Type extension in a virtual memory mechanism. 
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This chapter will describe the details of a type extension concept 
designed to be used in organizing the virtual memory mechanism of a computing 
utility. When we will need to distinguish this cencept from all type - 
extension concepts proposed earlier, we will refer to it simply as the new 
type extension concept or our type extension concept. We will refer to 
earlier concepts as classical or traditional’ concepts. These names are used 
solely to distinguish various kinds of type extension. We do-not imply in any 
way that all classical concepts are identical and indistinguishable among 
themselves. They are classical or traditional only insofar as they cannot be 
used inside a virtual memory mechanism, which distinguishes them from our 
concept of type extension. The advantages of using our concept inside a 
virtual memory mechanism will be discussed. In order to make those advantages 
clear to the reader, the differences between our type extension concept and 
classical type extension concepts, such as those used in Cal, Hydra and the 
SRI system, for instance, will be pointed out in terms of a data abstraction 
model. This model will be used as a reference to talk about the features of 
various concepts of type extension and their ability or inability to solve the 
problems that are encountered in organizing a structured and modular virtual 
memory mechanism. Classical type extension concepts and our concept will be 
examined from five different viewpoints: the nature of abstract types, the 
nature of abstract objects, the possibility of sharing components among 
objects, the protection of abstract objects and the implementation of 


abstractions. 
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1. “A data abstraction model. 
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The basis for any data abstraction lies in the concepts of abstract 
objects and abstract types. Our purpose here is to give semi-formal 
definitions of these concepts. 

The set of all objects in a system is partitioned into subsets called 
abstract types. An abstract type has three properties {Liskov76]: 

1. An abstract type is defined by a set of operations that can be performed 
on all objects of that type and are supported by a program designed for 
that purpose and called diastype waiiger (or the cluster in CLU 
{Liskov76]). 

2. The users of objects of some abstract type need not be aware of the > 
implementation of the objects to manipulate them. 

3. In fact, it would do the users no good to be aware of the implementation 
of the objects, because they are allowed to manipulate them 
only by invoking the abstract type operations supported by the type 
manager and not by directly accessing their implementation. 

Abstract objects are repositories for structured data. Each abstract 
object is named by a unique identifier (uid). This uid is the result of the 
concatenation of a type identifier defining the type of the object and an 
object identifier. An object identifier is unique over all times but only 
within each type. Thus, its interpretation is type dependent. A uid is 
unique over all objects and all times. 

All abstract types (except the most primitive ones) are defined in terms 
of more primitive types (therefore the term "type extension"). An abstract 
object O of type T is implemented in terms of abstract objects Ol, ...,0n of 


more primitive types Tl, ...,In respectively. Objects 01, ...,0n are called 
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the components of 0. The information establishing the correspondance between 
O and its components is called the map of 0. The map together with the . 


components of 0 is called the representation of 0. 


object 0 of type T 


manager for type T 


map 
representation 
object Ol object 02 object 03 
type Tl type T2 type T3 _f> component 
Tl manager T2 manager T3 manager 


Thus, the souplete structure of an object could be pictured as a (possibly 
multi-level) tree rooted at the object and branching out through the levels of 
components and subcomponents of the object. Only one level of this structure 
is visible by any type manager since each type manager knows about the 
structure of and can access the representation of only the objects it manages. 
The structure is nonetheless existant as defined by all type managers 
together. The structure of 0 reflects a structure embedded in the definition 
of T. Any object of type T has a structure similar to that of 0 because type 
T is defined in terms of types Tl, T2 and T3. Similarily, the structure of 0 
reflects a dependency structure that exists between the type manager for T and 
the type managers for Tl, T2 and T3. Since T is defined in terms of Tl, T2 
and T3, any operation supported by the type manager for T is expressed in 
terms of operations supported by the type managers for Tl, T2 and T3. Thus, 


the type manager for T depends on (uses) the type managers for Tl, T2 and T3 
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(therefore the term "object based dependency..structure"). | 

With the above model of an abstract object,,we are in a position to point 
out the connections and the differences between the classical type extension 
concept and: the one we propose to use for virtual memory mechanisms. 


2. The nature of abstract types. 


In the rest of the thesis, we will be considering various kinds of 
abstract types. In order to help the reader visualize what the various kinds 


are, we have tried to capture their relation in the following figure. 


in the user environment 


{classical type extension) 


base level: . 


. (C/D-and A/F) 


in the virtual memory environment intermediate level: 


(our type: extension) °(C/D. and A/F) 
bottom: level 


(A/F) 


User types are those visible to the users. Users may invoke user type 
eonasees to Spatate on user cope objects. The most stinitive ieee types will 
be called the base level types. Such types are Sresiaety the types of 
abstract, virtual information containers (e.g., segments or paes) faplemenced 
by the virtual memory mechanism for the ican The sigvari memory aechanied 
implements base level types in terms of acts: orimicive types of information 
containers called internal types, which are not visible to the users. The 
most ptimicive internal types will be pelea bakeee level types. Such types 


of information containers have a direct hardware representation (e.g., disk 
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records or core blocks). Through several layers of intermediate types, base 
level objects are ultimately implemented in terms of bottom level objects. 

The objective of this section is to discuss the first of five differences 
between classical type extension concepts and our type extension concept. 

This difference deals with the supply and lifetime, and with the possible 
reconfigurability of the objects considered under each concept. 

In all existing designs and implementations of the classical type 
extension concept, the supply of abstract objects of any type is apparently 
unlimited. Users can always create as many objects as they can afford to pay 
for. They can never exhaust the supply of objects. After a user has ceased 
to use an object, there is no need to ever reuse the object. It is destroyed 
and its uid becomes meaningless for ever. Thus, with the classical type 
extension concept, there is an essentially infinite supply of objects. And 
one can say that the lifetime of an object is bounded by its creation and its 
deletion, if such an operation exists. The object does not exist until it is 
created and assigned a uid. If deletion is a possible operation, the object 
is destroyed and ceases to exist after some user deletes it. The object uid 
is discarded for ever. Such objects will be called create/delete (C/D) 
objects. The abstract types of information containers provided by the virtual 
memory mechanism of a system to its users, i.e. the base level types, are in 
zeneral C/D types. 

With our type extension concept, it is possible to define C/D types but 
it is desirable to define other types as well. The purpose of a virtual 
memory mechanism is to implement (simulate) an apparently unlimited supply of 
base level objects using a definitely limited supply of information containers 
like, for instance, core blocks and disk records. Such information containers 


are the most primitive types of objects one can conceive. They have a direct 
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hardware representation. They stand for themselves, have no maps and no 
components. They are the bottom level objects. A bottom level type provides 
a supply of objects that is limited because it directly corresponds to a 
limited amount of physical space. Bottom level objects are of course never. 
destroyed. They are only deallocated and are kept around for later 
reallocation. They have a physical existence and stay around as long as the 
system operates (except for reconfiguration circumstances to be discussed 
soon). Thus, the bottom level objects exist in limited supply and need to be 
reused time after time. They are never created and deleted as are C/D 
objects. Instead, they are allocated and freed (A/F). While the lifetime of 
a C/D object is finite in the sense of being bounded by the user requests to 
create and delete it, the lifetime of an A/F object is infinite in the sense 
that a user can only request its allocation and its deallocation. 
Deallocation does not mean destruction of the object. Nor does it mean 
invalidation of the uid of the object. The uid is temporarily out of service 
but not meaningless. 

Other types envisioned under our type extension concept (intermediate and 
base level) may be either C/D or A/F depending on the needs and the 
possibilities. For instance, since the base level provides users with a large 
supply of abstract information containers that can be created and deleted, | 
some base level objects are obviously C/D. However, there may also be 
additional A/F types at the base level, as will be seen in the case study of 
chapter IV. It will also be seen there that most intermediate types tend to 
be A/F types though this fis not an absolute rule. Some may be C/D types. 

Certain types defined under our type extension concept may differ from 
types defined under a classical type extension concept in terms of the supply 


and the lifetime of the objects they provide, as we have just seen. Certain 
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types considered under our type extension concept may also differ from the 
types considered under the classical type extension concept in that the 
objects they provide may be dynamically reconfigured. In general, this only 
requires that the type managers for such eet provide two primitives, 
"configure" and "deconfigure", of which the purpose is to change appropriately 
the state of the objects they are invoked to operate on. 

At this point, it is desirable to discuss the relation between the 
configure/deconfigure primitives and the allocate/free primitives. To do 
this, we will relate our concept of type extension to the model of dynamic 
resource reconfiguration proposed by Schell {Sche1171]. 

Schell’s algorithm for reconfiguring resources first makes a distinction 
between physical resources and logical resources. An example of a physical 
resource is a memory box. A logical resource is a physical résource that is 
accessible. The logical resource corresponding to a memory box is a memory 
box to which the system is connected. To understand how a physical resource 
can be configured into a logical resource, we refer the reader to Schell’s 
thesis [Schel171]. 

We are interested primarily in the configuration of logical resources. 
Schell’s logical resources correspond to pools of our A/F objects. (1) In 
terms of Schell’s model, logical resources evolve between one of four states 


as explained by the following figure. 


(1) For readers familiar with Schell’s terminology, the following 
correspondances exist with our terminology: 


Schell’s ours 
available configured 
unavailable deconfigured 
free free 
bound allocated 
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free and configure | free and ~ allocate | allocated andj. 


_deconfigured| deconfigure configured .| _ configured |. 


deconfigure 


allocated and 


deconfigured 


Consider for instance a logical (connected) core block. Initially, a 
logical core ieee is free and decoafigured,, te. 1t-may,be connected to the 
system but it is free in the sense that it conta tne no useFul information and 
it is deconfigured in the sense that the system is unaware of it and cannot 
store anything into it. After it is configured, the core block becomes 
logically peecuaibie to store information into it. When it is allocated (for 
instance, to an address space, a segment or a page), it does contain 
potentially useful information. When it is deconfigured and if it was free, 
it goes back directly to the initial state. If it was allocated, it is first 
marked deconfigured even though it may still contain information and then it 
is freed and returned to the initial state. 

In connection with our type extension concept, the ‘transition diagram 
deserves a comment. It differs from the one suggested by Schell for certain 
types of objects. According to Schell, a resource that is deconfigured 
logically must be freed (emptied of all useful information) before it can be 
deconfigured physically. This is because Schell has envisioned the 
reconfiguration of objects like core blocks that cannot retain information 
while they are disconnected. However, we want to be more general and consider 


removable disk packs, for instance, as in the case study of chapter IV. 
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Resources like removable disk. backs are dost sned ‘to De b.RSpE off-line but 
abtocated to useful abstract infomaution containers. ‘With eaek resources, 
regardless of the allocated/free state of an object, that object can be 
deconfigured logically and physically wieesut having to return to the initial 
deconfigured-free logical state before being deconfigured physically. Thus, 


the modified transition diagram for such objects is the following. 


allocated 


free 


configured 


configured 


allocated 


deconfigureé 


In essence, the resources considered by Schell always had to be deconfigured 


logically and returned to the free state (1) before they could be deconfigured 


physically. In this thesis, we also consider resources that weed not return 
to the free state as they are deconfigured logically before they can be 
deconfigured physically. They can be deconfigured physically from either 
state (1) or (4). 


3. The nature of maps. 


0 a ae ae ee ee we ee ee ee es ee Se eee 


The second difference between the classical type extension concept and 
our type extension concept deals with the nature of the maps of objects 
supported by the virtual memory mechanism. 


Consider the type extension concept in the system design area [{Cohen75, 


Neumann75). Outside the virtual memory mechanism, the role of object maps is 
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secondary. The essence of any operation on an: abstract object consists of 
Operating on the components of the object. The map itself is affected only 
when components are added or deleted. 

Within a virtual memory mechanism, Sait observe just the opposite 
situation. Most of the code of a type manager will be devoted to manipulating 
the map of the objects it supports. Very little will be concerned with 
storing/retrieving information into/from the: components of the objects. Such. 
operations are usually implemented in hardware. This contrast with the 
classical type extension concept (in the system design field) is justified by 
the fact that our type extension concept is designed to. organize virtual 
memory mechanisms. The essence of a virtual: memory mechanism is to perform a 
mapping function from base level objects to bottom level objects. Thus, most 
of the information stored in the representation of an object is information 
mapping that object into its components. Most objects implemented by the 
virtual memory mechanism consist essentially of their map. (Of course, bottom 
level objects have no map and consist only: of user. information that was stored 
into them.) 

With the classical type extension concept, the implementation of object 
maps is fairly straightforward. Maps are implemented by base. level objects. 
For instance, in Hydra [Jones73], each map is implemented by. an individual 
list of capabilities (c-list). In the SRI system [Neumann75], all maps are 
collected in a centrally managed segment. Thus, there is a dependency ("uses" 
relation) between any type manager and the type manager that. implements maps. 
This dependency does not reflect the perustues of ane shervact object. It is 
not a component dependency. It is a dapandenny xeeulr las solely com the need 
to implement maps with some type of information container. 


With our type extension concept, the implementation of maps is no trivial 
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problem. It is out of the question to envision using base- level objects to 
implement the maps for objects implemented by the virtual. memory mechanism 
since base level objects are themselves implemented by: such objects and we 
sant xe avoid dependency. loops in ciietakwuctute of the system. The problem 
with the new type extension concept is that each. type manager must reinvent 
its own type extension mechanism, that is, it must decide: what information . 
containers it will use to implement the map of Gust sented pappovee. rar 
order to avoid violating the er ordering of the, abstract types and of the 
dependency structure of the virtual memory mechanism, a given type manager 
must implement the maps for its objects in: terms of information containers of 
an abstract type defined at a lower level. As wili be seen in chapter IV, if 
none of the abstract types defined at lower levels: are suitable for . 
implementing the maps as desired, an. abstract type may be created for that 
special purpose. (1) 

A solution that will be exploited in chapter IV. for implementing. the maps 
of the objects of some abstract type consists: of collecting the maps of many 
objects of that type into one information container that constitutes an 
internal data base of the type manager for that type. Maps are in general 
very small in terms of storage requirements, often too small.to efficiently . 
utilize the amount of physical storage provided by an abstract container of: 


any available type. Therefore, it is desirable to gather many maps into one 


(1) This observation supports our earlier claim that the SRI system does not 
really use type extension to organize its virtual memory mechanism. It fails 
to specify means to implement the maps of the abstract objects (pages and 
segments) its virtual memory supports. No data abstractions are defined for 
that purpose. Maps are implemented: by: some amspecified: internal mechanism . 
that is left to the creativity of the system programmer and to the imagination 
of the user. If a true type extension approach. had been taken,..the problem of 
the implementation of maps would Rave Peon raised explietthy and would not be 
left undefined as it is. : 
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abstract container to achieve more efficient utilization of the physical 
storage. The implementation of maps is a manifestation of a problem often 
referred to as the "small object problem". 

This problem is also encountered in seaweed (see chapter IV) for the 
implementation of small components of abstract objects. Its solution in this. 
case is similar to the one suggested for the implementation of maps. Several 
small components are collected in one information container. Consider a 
hypothetical abstract type called segment. The structure of a segment is 


defined below. 


segment 


} map 


cur_len max_len page 1 page 2... page n } components 


The components called page 1, ..., page_n are repositories for user 
information. They are implemented by abstract objects of type "page". . The 
cur_len and max_len components are repositories for information that is 
maintained by the segment manager about the current and the maximum number of 
pages in a segment. From the point of view of programming languages, these 
components are implemented by objects of type "integer". However, from the 
point of view of a virtual memory mechanism, we. are not interested in the 
abstract information (integers) that represents these components but rather in 


the abstract containers that implement them. (1) If there existed abstract 


(1) To relate the programming language view of the small components as 
integers and the virtual memory view of the small components as information 
containers, one can regard information containers as type generators. The 
concept of a type generator. has been defined in CLU [Liskov76]. Arrays and - 
stacks, for instance, are type generators, i.e. they do not define abstract 


44 


containers that could contain efficiently small amounts of information, they 
would be suitable for our purpose. Unfortunately, existing virtual memory 
mechanisms do not support small information containers; much to the contrary, 
they tend to support containers that are as large as possible. Thus, we are 
faced with the problem of implementing small components with large information 
containers. To solve this problem, we propose storing the small components of 
an object in one container. 

In fact, we can solve the problem of implementing maps and small 
components even more efficiently by combining these small objects together. 
Assuming that small components are not shared by several objects, we can store 
the small components and the map of an object together; and we can even 
collect the maps and small components of several objects of the same type in 
one information container. In our example about segments, we could, for 
instance, use one page to implement the maps of four segments, together with 
their small components. In fact, since the small components of an object are 
implemented together with its map, the map need not explicitly contain the 
uids (addresses) of the small components. It may directly contain the 
components themselves as illustrated below. To this extent, the small 
components are better regarded as attributes than as components of the 
segment. They are implemented by (stored in) an information container defined 
below the level of segments. They are interpreted and used by the segment 
manager. They are analogous to what is called the "data-part" of the object 


in Hydra [Cohen75]. 


types per se but they can be used in conjunction with abstract types to 
generate other abstract types, e.g., arrays of integers or stacks of reals. 
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map. for segment page (own data base of segment type manager) 


$0 


Sl 


§2 
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pagel page 2 coe page n=-1| -page n ~~ 


4. Sharing components. ° 


| The ‘third difference between the classical and the new eene extension 
concepts deals with aheeing a component among several etches: Such shar ing 
is generally regarded as dangerous because of ie side-effects it may have. 
Yet, age of the new type extension ea 2 roe implementing a virtual memory 
mechanism has shown that such sharing may be ecetrapte precisely for its 
side-effects. A few comments are in order apaue shared components. 
First, eeisider how shar ing can be caused to occur. The following PARES 


idtastrscee: a sharing situation in a hypothetical virtual memory mechanism. 


user segment S | arrows indicate 
passive segment P active segment A component relationships 


disk record R core block B 


Five abstract EYRES are involved in the example: disk Eenenee and core blocks 
at the bottom level, active and passive segments at the intermediate level and 
user segments at the base level. In the quiescent state, oe while it is not 


used, a user segment is composed of only a passive segment. A passive segment 
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is itself composed of a set of N disk records, where N can be set explicitly 
by the user for each passive segment when the corresponding user segment is 
created. A passive segment is characterized by the fact that its map resides 
in a disk record. When a user segment Védoues used, an object called an 


active segment is allocated ‘and - its wee - dded “inpo the map of the user 


segment to make it a cn char uset “seguent. ‘The active segment has 
the property that its map resides in a core ‘block and ie; initialized to denote 
the same N disk records as the map of the passive segment denotes. Thus, when 
a user segment S is used, its components P and A share N. disk. records as. There 
components. When the kth page of S is ‘referenced, a deiank ‘paging Ssestianian 
implemented inside the active segment manager requests: the allocation of. a 
core plesk B, makes Ba component of A anal Rentee into B B the into raation 
contained in the kth disk record (R) of A. Sharing occurs not asa result of 
the active geaneak manager having independently requested ‘the ai locacton’ of - 
the N disk records but as a result of the user segment manager passing from 
the passive segment manager to the active pacgent manager the list of disk | 
records composing P. Sharing cannot be ‘the. result of two type managers 
requesting the allocation of the same coaponeste because objects San. be 
allocated only once. Instead, sharing is the result of the uids of the shared 
components having seopagated trou the map of. one object. to the map of another 
as the result of an explicit operation of nous module (the user segment 
manager in our example) that deckesariiy executes ae a level higher than that 
of the type menreces for the objects sharing eparenenre or is one of these 
type managers themselves. This observation will be used in the next section 
as we discuss the eneankion of internal type Sbiccts: 

A second comment is in order on the use of shared aga nehea The seeaind 


property of abstract types states that the module using an object of some 
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abstract type need not be aware of the sae ane of the object. This may 
seen to contradict the fact that the user segment manager has caused P and A 
to share R and cherctora is aware of R. In face: there is no eonteadis tion if 
one considers the original intent behind tha Heeond property of abstract 
types. The intent is to relieve the module using an object from woreyilis 
about the details of implementation of the object aad to hide from it any 
internal feature of elie object that it does not need externaliy to use the 
object. That the user segment manager may see the add for R does not mean 
that it must know about the implementation of P and A. It does not have to 
know how R is used by the passive segment manager and the active segment 
manager. Nor does it have to know how R fits copather with Other objects to 
compose P and A. The active segment manager and the passive segment manager 
hide from the user segment manager internal features of P and A that are of no 
interest to it. However, if P is a passive segment and A an active segment, 
there must be a way for modules using such abstractions to talk about the disk 
records in the segments. Such features are in no way internal. They are 
sepitetety specified by the various abstract type definitions as externally 
accessible, logical attributes of these abstract types. To compare this to 
the programming language area, the disk records in a segment should be 
regarded as the integers in an array. Tategers dn an array are, by definition 


of an array of integers, logical attributes that are accessible to the user of 


the array via the array indexing operations. 
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5. Protecting internal type objects. 


The fourth difference between the new EYRE entens tee concept aud the 
classical one deals with the protection they afford to the sheteace objects 
they consider. 

In order to ensure the third property of abstract types, i.e. the 
exclusive privileges of a ise manager to manipulate the objects it sanioree. 
any type extension mechanism requires che neig ae a protection mechanten. 
Most existing and seapased type extension mechs ions rely upon a protection 
mechanism based on the use of capabilities. The uids of abstract objects are 
locked into wapanaivetes: The first sicnnae of capabilities is Hoxizoneal 
protection, i.e. the protection of users against eek Bites A user ie 
request a type manager to Operate: on an object onty, if he has a capability for 
the object. The second purpose of capabilities is vertical protection, i.e. 
the protection of type managers from their users. dos user cannot divectiy 
manipulate the representation of an object because it arene required to 
turn (amplify [Jones73] or unseal [Redel174]) the capability for the object 
into a capability for its Pepresentarion belongs exclusively to ane type 
manager for the object. Unfortunately, a capability mechanism (or any other 
run-time protection mechanism) appears to be casultable: and uneconomical to 

protect internal type (bottom and intermediate level) objects. . 

Consider bottom level objects in particular. If capabilities were used, 
they would have to be revocable. With bottom level objects, there must exist 
a mechanism to guarantee that the user of an object cannot access that object 
after it has been deallocated., There exist two classical ways to implement 
revocation in a capability mechanism. With the first, every time a capability 


is given to a user, its location is recorded in a table. When a privilege 
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must be revoked, the system can chase and destroy all the capabilities that 
embody it. This scheme is used in the-Multics system [Organick72]. However, 
it would be very impractical to use it in.a system where capabilities can be. 
freely copied. A better scheme (Redel174] pete essentially of. maintaining 
a list of currently valid capabilities and matching against that list any 
capability that is presented to access an object. With either revocation 
scheme, a revocation table is required (either to record where capabilities 
are or to record currently valid ones). In general, there are many objects in 
a system. Even though there is a limited supply of bottom level objects, that 
supply may be large (e.g., disk records). Therefore, either kind of 
revocation table may be very large, possibly too large: to be core resident at 
all times. Since bottom level type managers are below the base level of the 
virtual memory mechanism, they cannot use base level objects to implement 
revocation tables. Thus, they cannot take advantage of. the I/0 mechanism 
embedded in the virtual memory. mechanism to manage revocation. tables. 
Instead, special purpose mechanisms for I/0 and reyocation table manipulation 
would have to be provided at the bottom level of. the virtual memory mechanism 
to enable all bottom level type managers to maintain revocation tables. This 
would not only increase the size and the complexity of the virtual memory 
mechanism but it might add a sustantial overhead in I/O time to the system due 
to the management of revocation tables. Thus, using revocable capabilities 
for bottom level objects would be inefficient and inconvenient. The same 
argument holds about the inconvenience: of any run-time protection mechanism at 
the bottom level: some potentially large data base is always necessary to 
decide what accesses should be authorized. 

Furthermore, capabilities are too sophisticated and expensive for the 


protection of internal type objects in general. They are not really 
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necessary. As far as the users of the system are concerned, they see only 
base level objects. They do not see internal type objects and never own 
capabilities for them. The only "users" of internal type objects are the 
system programs implementing the virtual wenoey mechanism. Such programs are 
very different from user programs in that it can be demonstrated through 
compilation and-verification that they do not violate: the protection of. 
internal type objects at run-time. Thus, the protection of iateehad pe 
objects from system programs does not require a run-time protection mechanism. 
The use of such a mechanism to keep system programs from hurting. one another 
seems an expensive solution to solve a problem that has a much cheaper 
solution, as is explained below. 

In the above discussion, we have tried to suggest that to carry the 
philosophy of type extension all the way through the lowest levels of a 
system, it may be desirable to have a protection mechanism different from 
capabilities and other run-time mechanisms. First, it seems difficult to 
support revocation if a run-time protection mechanism is used and second, it 
seems uneconomical to use a run-time mechanism at those levels. Yet, in no 
way are we suggesting that the use of a run-time protection mechanism must be 
precluded for all internal types. Furthermore, with new: technology, the use 
of capabilities might become more practical. For instance, the machine 
described in [Radin76] contains a built-in capability mechanism for doing type 
extension from the bottom level up. Although one may argue about the cost of 
manufacturing such hardware today, the proposed machine would greatly help 
support the type extension concept proposed in this thesis. The protection 
mechanism we recommend does away completely with run-time protection for 
internal type objects. Vertical protection is provided by a- compile-time 


mechanism and horizontal protection partly by the compile-time mechanism and 
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partly by a verification-time mechanism, as will be seen. These mechanisms 
provide the same protection as a run-time mechanism wauld provide but at a 
much lower cost. 

Let us first consider vertical pvaceeeten: We recommend a protection 
mechanism similar to the one used in the CLU language [Liskov76]. Instead of 
depending on the capability mechanism provided by the system to the users at 
run-time, the CLU type extension mechanism depends on a Compile-time 
protection mechanism based on type checking. The CLU system consists of a set 
of description units (interface specifications) for clusters (type managers) 
and procedures (functional abstractions). Every time a new CLU program is 
compiled into the CLU system, the type checking mechanism enforces three 
properties. First, it verifies that all clusters and procedures invoked 
(used) by the program being compiled already belong in tthe CLU system, i.e. 
that there exist description units for them. Second, it verifies that the 
type of every argument of every call to every cluster or procedure invoked by 
the program being compiled is declared to be the type expected by the invoked 
cluster or procedure, as specified in the CLU system. Third, the type 
checking mechanism ensures that the program being compiled does not (try to) 
access the representation of any of the objects it manipulates except for the 
objects it supports if it is a cluster. 

We recommend using such a type checking mechanism to enforce the vertical 
protection of internal type objects. Thus, modules of ‘the virtual memory 
mechanism must be formally described to the compiler before compilation takes 
place so that type checking can be performed at compile-time. The 
implementation of vertical protection for internal type objects points out one 
difference betacen user and internal type objects. The vertical protection of 


an internal type is not guaranteed by its type manager because the type 
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manager does not provide capabilities or any other mechanism to protect the 
objects it implements at run-time. (1). Instead, vertical protection is 
guaranteed by the compile-time type checking mechanism. 

Let us now consider the horizontal protection of internal type objects. 
Insuring that a module cannot access objects owned by other modules for which 
it has received no privilege can also be guaranteed by the compiler in most . 
cases. For instance, the compiler should prevent modules from generating 
random references that would cause them to access local. variables in the 
activation records of other modules. The compiler should also prevent, modules 
from referencing arrays beyond their bounds. This sort of horizontal 
protection issues do not pose any problem. However, the following issue poses 
a problem. The problem consists of guaranteeing that no module of the virtual 
memory mechanism ever uses the uid of an object after that object has been 
deallocated. In CLU, objects cannot be deleted. Therefore, there is no need 
to implement revocation of deleted uids. In fact, we suspect that objects are 
never deleted precisely because there is no. obvious way to revoke deleted uids 
in a user environment like CLU. However, the problem is quite different in a 
system environment like a virtual memory mechanisn. 

In a user environment, one must expect a user to delete an object but 
forget to delete all the uids he has for it or forget to tell other users 
sharing the object to delete their uids for it. And one must expect a left 
over uid to be used after the object that it once denoted has been deleted. 


Thus, a protection mechanism is necessary to prevent the usage of uids of 


(1) An elementary run-time type checking mechanism may be built into the | 
programming language for union types [Liskov76], which stand for one of 
several types, the actual type being determined only at run-time. Notice that 
we have not felt the slightest need for union types in the particular case 
study of chapter IV but we do not mean to rule them out in general. 
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deleted objects. Thanks to a capability revocation mechanism, the user can be 
prevented com using uids we deleted objects. Lf he did, he would : soon 
realize his mistake and could take some appropriate corrective action. 

In the system environment of a virtual memory mechanism, che above 
situation eae and must be prevented from ever Securing: It must be prevented 
in any case simply because it would give rise to sitet. ime eoer of the 
virtual nanos mechanism do not see internal ive objects. They do not have 
any eee about internal type objects. Therefore, they could iecee tans 
an appropriate corrective action if a nodule of the yivtiel memory mechanism 
used the ute of a dvaliocatea or deleted object. Thus, virtual memory modules 
should simply never put themselves in a Bitnation in which they could use ene 
uid of a desiiecated or deleted object. Uoing the uid of any. deallocated 
ineeeaar ene eee is a blatant violation of the protection of some base 
level ObIeCe pecans the internal type object may have been Heat tocates in the 
meantime. If a core block had been déallocated thon one oa iee and 
reallocated to another, the user of the eer segment could access a portion 
of the other segment if the segment manager had not sranenly deleted the uid 
of the deallocated/reallocated epee block from the map of the first segment. 

One can prevent the usage of uids of deallocated se deleted virtual 
memory objects precisely because they are never used or seen in user modules. 
They are confined to virtual memory modules. And unlike user modules, the 
devteuitens of virtual memory modules must be verified subs to their 
execution. Part of their verification consists of showing that they are coded 
so as to destroy any copy of the uid of any object whet it is deallocated or 
deleted. We will refer to this property as the conservation of uids: all 
copies of a uid must disappear from the modules that used it when the 


corresponding object is deallocated or deleted. Thus, the horizontal 
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protection of internal type objects is guaranteed not by any run-time 
protection mechanism like capabilities but by the uid conservation that is 
checked at verification-time. 

The above paragraph points out another difference between internal type 
objects and user objects. For internal type objects, the type manager does 
not implement capabilities or any other run-time protection mechanism. Thus, 
it is not responsible for the horizontal protection any more than for the 
vertical protection of the objects it maintains. Horizontal protection is 
guaranteed by the fact that the virtual memory modules are verified to 
conserve the uids of internal type objects. A type manager for an internal 
type only guarantees the correct manipulation of internal type objects. It 
will never allocate/create an object that is already allocated/created. But 
it does not prevent modules having used an object from referencing it after it 
is deallocated or deleted. Modules doing so would hurt only themselves or 
other modules using the same objects. In practice, they hurt neither 
themselves nor other modules because all modules are verified to properly 
conserve all uids together. Thus, mutual dependencies that would exist 
between two modules if each one needed to assume that the other conserved uids 
properly are eliminated at run-time because uid conservation was checked at 
verification-time, globally for all modules. 

The protection of internal type objects deserves a last comment. We know 
wilat a type checking mechanism consists of and we know it can be built. But 
we do not have similar experience for uid conservation. We do not know if we 
can verify it systematically, if we can verify it at all. Rather than trying 
to produce potentially complex rules to write systematically assertions that 
would guarantee the conservation of uids in all possible cases, we propose a 


pragmatic approach to formulating the assertions. Experience with the type 
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extension concept in the case study of chapter IV has taught us that 
formulating the right set of assertions to guaranteé ufd conservation in every 
particular case was easy while trying to produce rules to formulate assertions 
systematically in all possible cases was extremely hard. Im most cases, the 
uid of a internal type object was found to be confined to the module that 
requested the allocation of the object. In ‘such cases; one can formulate 
easily assertions that guarantee the uid conservation within that module. It 
is simple to require that’ all copies of the uid madé within the single module 
be destroyed when the object is returned to the free pool. In‘the few cases 
where a uid was found to propagate through several modtiles, we noticed that 
its propagation was controlled by the module that is highest in the dependency 
structure of all modules through which the uid propagated. Consequently, it 
is easy to produce assertions on that one module to guardntee that it controls 
the destruction of copiés of the uid as well: as it controis their propagation. 
Verifying these assertions will automatically suggest to the designer the 
assertions that may have to be verified about the lower level modules through 
which the uid propagates. 

For an example of such a situation, consider the hypothetical system used. 
to illustrate sharing in the previous section. The tiids of disk records 
propagate through the passive segment manager, the sae segment manager and 
the active desnane manager precisely to cause sharing. Yet, their propagation 
is controlled by the user segment manager eee the disk records are 
ultimately the bottom level components of user segments. The conservation of 
bes uids is guaranteed as follows. Disk records are deallocated only when 
the passive segment they compose is deallocated. This passive segment is 
deallocated only when the user segment it is a component of is deleted. At 


that time, the semantics of the user segment manager require that the 
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corresponding active segment also be deallocated. In other words, uid 
conservation does not even require verifying any special. purpese assertion. - 
It is guaranteed by the fact that the user segment manager always deactivates 
a user segment before it deletes it. ‘Of course’, one can,verify uid | 
conservation only if it can be shown that the active segment manager and the. 
passive segment manager clear (erase) the map of..she.objects they maintain | 
when they are requested to deallocate these objects.. Also, copies stored in. 
working storage must.be Neaecuer: Such assertions: may. not be part of the 
original definition of the two type managers. but they are easy to formulate 
and certainly seem reasonable (not too constraining)., As was mentioned in the. 
section on shared components, sharing is always controlled explicitly by some 
module that depends on (uses) or is one of the type managers managing the 
objects that share components. That module also controls.the propagation of 
the shared uids. Thus, at least in all situations where: yids. propagate 
because of sharing, we suspect it should be, as easy as in our. example to | 
formulate the assertions guaranteeing uid conservation. In all sharing 
situations of the case study of chapter IV, verifying uid, conservation is not . 
a problem. 


6. The nature of type managers. 


A type manager is an isolated collection of procedures and data bases 
that constitute a module. “fa general, an ingtance of a uodulea te available in 
every user neseaes in the form of a callable program. If modules are isolated 
by a partitioning technique based on the protection mechanism of the system, 
then they are realized by domains that can be invoked only at certain entry 
points called gates. If modules are defined by a simple decomposition of the 


system, with no enforcement of isolation by any protection mechanism, then 
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they are realized in every user process by what Feiertag has called a region 
that is an unprotected collection of callable procedures. However, there is 
nothing intrinsic about type managers that implies the above implementation. 
Nothing precludes realizing a type manager module with a dedicated process and 
its operations with inter-process messages. This kind of implementation is 
possible because of the common nature of processes and domains/regions. They 
are all made up of procedures and data bases. A domain/region is a set of 
procedures that can be executed sequentially with respect to a user 
computation. A process is a set of procedures that can be executed in 
parallel with a user computation. In practice, modules are often realized 
with a domain/region. However, there may be cases where using processes or a 
combination of processes and domains/regions is necessary or desirable. The 
advantage of using a process is that it can take the initiative of certain 
actions and carry them out in parallel to user processes, which would be 
impossible with a domain/region that can start operating only upon a 
synchronous user request. For instance, to implement the asynchronous but 
sequential page removal algorithm described in chapter I, the page manager 
would have to be realized by one region that is synchronous to the execution 
of user processes and one process that runs in parallel to them. Both the 
region and the process are part of the implementation of the page manager 
module for the very reason that they manage the page maps that tell whether 
any page is in or out of core. Thus, clarity is gained because the region and 
the process perform distinct operations on pages in their own way. However, 
the interaction between the region and the process cannot be ignored in the 
verification of the type manager. As will be seen in chapter III, the 
particular realization of a type manager as a region, a domain, a process or a 


combination of these does not matter from the point of view of the modularity 
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of the system because modularity considers only modules and is not concerned 
about their nature, 


7. Conclusion. 


oe re ae aes ae eee ee ee ea ee 


This chapter has first defined a data abstraction model. Then, based on 
this model, the features of conventional type extension concepts were compared 
to those of the type extension concept we propose to use for virtual memory 
mechanisms. In particular, we have examined the lifetime and the supply, and 
the reconfiguration of objects. We have also discussed the problems of 
implementing object maps, sharing components and protecting objects in the 


specific environment of the virtual memory mechanism. 
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IL1. Use of the type extension technique 
to design a virtual memory mechanism. 


The present chapter will discuss the impact of using the type extension 
concept defined in chapter II on several aspects of the design of a virtual 
memory mechanism. First, we will discuss the use of type extension as a 
technique to organize virtual memory mechanisms. Second, we will discuss the 
impact of type extension on modularity and explain in what sense the type 
extension concept fosters strict modules. Third, we will discuss the impact 
of type extension on structure, we will examine what situations could cause 
violations of the partially ordered structure of a system, and we will see 
which of those situations the type extension concept helps avoid or simply 
eliminates. Finally, we will discuss the advantages of type extension with 
respect to a locking strategy for avoiding deadly embraces on system data 
bases. 


1. Use of the type extension concept. 


It should be kept in mind that the topic of this thesis is not the 
presentation of a tool for automating the design of virtual memory mechanisms. 
We are not trying to systematically produce "off-the-shelf" virtual memory 
mechanisms. (Not because this would be undesirable but just because it is too 
hard.) We are concerned primarily with recognizing a well-organized design 
once we see it. Thus, the type extension technique is not a tool for 
mechanically generating the design. It is mainly a means for evaluating the 
organization of an existing system design. The type extension concept is a 
context in which the organization of a system can be evaluated and 
progressively tuned towards a strictly modular and partially ordered design. 


The whole point of the type extension concept is regarding the virtual 
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memory mechanism as a set of modules, most of which are likely to be type 
Managers, that provide abstract types of information containers. The problem 
that must be solved is the choice of an "adequate" set of abstract information 
container types. How successful a designer may be at making a good choice of 
abstractions depends on his experience and -- shall we say -- his good taste. 
There is no single best way to organize a system, There are probably many 
good ways to organize it. How fast a designer can arrive at such a good 
design depends on his ability to adopt the type extension view, i.e. to 
visualize data abstractions providing the functionality he has in mind. This 
may require several design iterations in the course of which the designer may 
notice modularity and structure problems and should adjust his design 
accordingly. 

While the design of a system and the choice of abstractions may be very 
hard problems and are left entirely to the designer, the type extension 
technique more than any other technique provides a few handles on these 
problems. On the one hand, it provides feedback such that the organization of 
the system may be evaluated and problems may be detected. On the other hand, 
it may suggest possible corrective actions for certain problems. In the 
remainder of this section on the use of type extension, we review only briefly 
the overall process of exploiting type extension to design a system. More 
details and specific examples about this process will be given in later 
sections of chapters III and IV. 

Let us first consider the feedback provided by type extension on the 
design of a system. When the designer believes he has worked out a possible 
decomposition of his system into modules and before he implements any module, 
he can construct two graphs that will provide him with useful feedback to 


evaluate the organization of his system. Such graphs can always be drawn, 
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even if the system is not well-organized, which the graphs would precisely 
indicate. Parts of such graphs are shown below for a hypothetical 


well-organized system. 


structure graph dependency graph 


file file manager 
segment segment manager 
ale page manager 

core block core block manager 


The structure graph of a virtual memory mechanism is a graph that shows 
all the abstract types implemented within the mechanism and their component 
relationships. The graph contains one node per abstract type and one directed 
arc per component relationship, such that the target of an arc denotes a type 
that is a component of the type denoted by the origin of the arc. The 
structure graph of a system is constructed by examining the mechanical 
operation of the system, envisioning the data bases it should contain, 
considering the connections between these data bases, and by attempting to 
view the data bases as abstract objects and the links that connect them as 
component relationships. The process of constructing the structure graph of a 
system will become clearer in chapter IV. For the time being, it would be 
presumptuous to be more explicit or more formal about it becauSe the type 
extension technique would look like an automatic design tool, which it really 
is not, and the construction of a structure graph would seem to be a 
mechanical task, which it is not in reality. 

The dependency graph of a virtual memory mechanism shows the complete 
dependency structure of the system. Every node in the dependency graph stands 


for one of the modules of the system and every arc indicates that the module 
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at its origin depends on the module at its tip. The dependency graph of a 
system is derived from its structure graph by considering that each type in 
the structure graph corresponds to a type manager module in the dependency 
graph and each component relationship in the structure graph corresponds to a 
dependency relation in the dependency graph (because: if a type T is composed 
partly of a type T’, the type manager for T depends on# the type manager for T’ 
to manipulate the representation of objects of type Ts The arcs of the 
dependency graph, however, ave superset of those in ic structure graph as 
they indicate module dependencies generated by many different causes, not just 
by component relationships. The various sorts of dépendency relationships 
represented by dependency graph arcs and the construction of the complete 
dependency graph will be examined in detail in section 3 of this chapter. 

The feedback provided by the two graphs we have just described is the 
existence of directed loops they might contain. A directed loop in the 
structure graph violates the type extension rule stating that abstract types 
may be defined only in terms of more primitive types, i.e. that the structure 
graph must be partially ordered. A dfrected loop in the dependency graph 
should also be eliminated because it means a violation of the partial ordering 
of the dependency stricture of the system. 7 

Let us now consider the possible corrective actions that are provided by 
the type extension technique to eliminate potential loops in the two graphs. 
It would be nice to have a complete set of rules for eliminating loops 
systematically in all cases. Unfortunately, our experience with the type 
extension technique is limited to the design of only one system. Thus, we do 
not dare claim that the rules that have proved to be sufficient for 
eliminating loops in that particular system would be sufficient to eliminate 


all loops in any system. Consequently, the following are three interesting 
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but only informal examples. of how one may look at a loop and its environment 
to try to analyze its cause and perceive a way to eliminate it either by 
adding nodes to or by subtracting nodes from the graphs. 

For instance, a loop may exist between two nodes A .and B because A and B 
stand for abstractions that are so tightly coupled that they Shodid be 
regarded as a single abstraction. Replacing A and B — single node X 
obviously eliminates the loop. The er of pide channe is that the 
abstractions represented by A and B are no ioneee distinct and will ane be 
specified by individual internal interfaces in the final design. 

As another example, a loop may be due to a node standing for a complex 
abstraction that could be spite into two simpler abstractions in such a way 


that the loop is broken as follows: 


This type of action is discussed by Parnas [Parnas76]. It was used by Reed 
{Reed76] to split the Multics virtual seb waomneenantan (A) into two levels 
and avoid a dependency loop with the aveual memory mechanism (B). Splitting 
abstractions in such a way presents the advantage of souacwelux ideas into 
modules that will be specified by their own internal interfaces in the final 
design. Of course, it costs the price of maintaining an extra level of 
mapping between abstractions. In addition, it ang not always be possible to 
find a clean split between two abstractions. 

As a last example, loops may be due to a failure to recognize several 
ideas as parts of the same abstraction (such is the case with the quota 


problem discussed in chapter IV) or to provide an adequate abstraction where 
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it is needed (such is the case with the address space problem discussed in 
chapter IV). Adding appropriate abstractions to the graphs solves such 
problems. 


2. Type extension and modularity. 


The objective of the designer of a virtual memory mechanism is to 
organize his system into a structured set of small and distinct modules. The 
next section will discuss the impact of type extension on structure. The 
purpose of this section is to discuss the relation between modularity and type 
extension. 

With the type extension concept, each type manager is a module of the 
system. As mentioned earlier, each module is implemented by a set of callable 
procedures (domain or region) and/or by a set of dedicated system processes, 
While this distinction is important to build the dependency graph of the 
system, it is largely irrelevant to the evaluation of modularity because 
modularity is defined with respect to the programs that compose a type manager 
and not with respect to what process, domain or region type managers are 
executed in nor how they are invoked. 

As suggested in chapter 1, a type manager is said to be strictly modular 
if none of its internal data bases are ever shared with other type managers. 
Hence, modularity implies that type managers can interact with one another 
strictly via inter-module calls and/or inter-process signals, depending on how 
the module is executed. In fact, most of the data kept by a type manager T is 
data pertinent to the representation of the objects it maintains. By virtue 
of the definition of type extension, such data may never be accessed by other 
type managers. In order to access it, other type managers must invoke the 


operations defined for the type implemented by the type manager T. Thus, the 
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rule that a type manager should not share any internal data base with other 
type managers does not add much of a constraint on type managers since most 
data bases cannot be shared anyway by definition of type extension. Only data 
bases not directly pertinent to the representation of objects (e.g., metering 
and performance monitoring information) could be“shared but should not © 
according to the modularity constraint. (1) 

The main reason for ruling out interactions via shared data bases is, as 
stated earlier, to keep the interfaces of modules as simple and easy to define 
as possible, according to Parnas’s information hiding principle [Parnas71]. 
Strict modules tend to define abstractions that are more meaningful, more 
precise, more complete. 

A second. reason for ruling out shared: data bases is to keep a tighter 
control on the dependencies between modules. -As long as type managers. can 
interact only by calling one another or by sending signals t> one another, it 
is (relatively) easy to keep track of every interaction and to decide whether. 
it raises a dependency problem, as will -be seen in the next section. 
Interactions via shared internal data bases would make the identification of 
dependencies extremely hard because every shared data base would have to be 
studied from the point of view of every module sharing it. This study would 
require a huge (and otherwise practically useless) cross-reference table that, 
for each data item, indicates which module. reads from it or writes into it. 

A third reason for eliminating shared. data. bases is to ease explicit 
recognition of parallel activity when it is present. If data bases can be 


shared, the designer of one module may not know whether or not a data base his 


(1) One might conceive a situation where several type managers share access to 
a common read-only data base. Such a situation is acceptable as reading from 
a non-writeable data base cannot mean interacting. 
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module is using may be used at the same time by other modules being executed 
in parallel processes. Failing to recognize such parallelism would almost . 
certainly lead to a disaster. By insisting that data bases never be shared .. 
among modules, we make it easier to recognize parallelism explicitly. Knowing 
that his module is the only one. to reference. the data bases it uses, a 
designer is in full control of parallel activity over these data bases. He 
can code his module so that user and/or system processes that may execute 
portions of its code in parallel will appropriately synchronize their activity 
over the data bases they share as parallel instances or portions of the same 
module. 

A fourth reason for disallowing shared data bases is because disallowance: 
helps provide a strategy for avoiding: deadly embraces when locking: system data 
bases, as will be seen in section 4 of this chapter. 

Eliminating the possibility of sharing internal data bases among modules 
may sound like a drastic measure likely to impair the performance of the 
system and complicate the task of the designer. Based on our experience with 
the redesign of the Multics virtual memory mechanism, we do not think this 
measure poses any problem in practice. We do ‘not believe that the performance 
of the Multics virtual memory mechanism would be any better if data bases 
could be shared. And we have not encountered a single circumstance in the 
virtual memory mechanism of Multics where a shared data base would have been 
desirable. In general, we suspect that the desire to. share a data base among 
several modules will not occur to the designers of those modules if they 
strictly respect the formalism of type extension. Indeed, each type manager 
has a natural tendency to be a strict module because its main function is to 
manage an (ep Vated covieetion of objects, a task which does not require 


sharing internal data bases. 
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Eliminating shared internal data bases is a sound. decision and should 
become common practice, If anything, it fosters system flexibility because it 
makes modules independent of one another in the sense that they do not have to 
agree on. the format and semantics of any shared data. 


3. Type extension and structure. 


The structure graph of a system indicates what data abstractions are 
supported by the system and how they are implemented in terms of one another. 
The objective of this section is to discuss the relation between the structure 
graph and the dependency graph of a system. ‘First, we will give a definition 
of the concept of dependency and we will analyze all possible causes of 
dependency. While doing so, we will see how helpful the type extension 
concept is to eliminate or point out devendancias that would violate the 
partial ordering of the dependency graph. Second, we will indicate how to 
construct the dependency graph of a system, by using the type structure graph. 
Causes of dependency. 

First of all, it is time to define more carefully the dependency 
relation. The fact that a type manager A can influence the operation of a 
type manager B does not mean that B depends on A’s actions. In particular, if 
B implements a service for A, B’s operation will obviously be driven by A’s 
commands to B. Yet, B may be declared independent of A. There is no 
connection between the concept of dependency we are interested in and the fact 
that the operation of B is influenced by the actions of A. There is a 
dependency, in our sense of the word, only if the correct operation of B 
depends on the operation of A, i.e. if some action of A could cause B to. 
operate in a way different from that stated by its interface specification. 


In other words, B depends on A if verifying B’s correct operation requires 
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using assertions defined in the interface specification of A. 

With respect to the partially ordered dependency structure of a system, 
we define an upward dependency to be one that would violate the partial 
ordering. Conceptually, all upward dependencies are of course forbidden as 
they make understanding and verifying the system more complicated. 
Practically, however, the designer of a system may encounter situations that 
could aaiteta upward dependencies. We will see in this section that one can 
distinguish three sets of upward dependencies with respect to the type 
extension concept. Upward dependencies of the first set, which could. 
potentially occur in a system not based on type extension, are totally 
eliminated by type extension. Upward dependencies of the second set are not 
eliminated but are easy to find thanks to type extension and can be corrected. 
And type extension is of no help with respect to upward dependencies of the 
third set. | 

It is interesting to compare in some detail Parnas’s "uses" relation, _ 
which was mentioned in chapter I [Parnas76], to the epcudedes ealaeieu Le. 
justify our use the latter relation in this thesis. A module that "uses" 
another module depends on it eeeuse the correctness df the used module must 
be assumed to verify the correctness of the first module. However, a module 


that does not "use" 


another module may still depend on it, as was suggested in 
chapter I. For instance, assume that two modules share a common data base. 
They may not “use" one another in the sense that neither of them ever causes 
the other to perform any service on its behalf. Yet, they micually depend on 
one another because verifying the correctness of either one implies verifying 
the correctness of the data base they share, which depends on the assumption 


that the other module always leaves the data base in a consistent state. 


One advantage of the dependency relation over the "uses" relation was 
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mentioned in chapter II: it discourages the use of weak modules (shared data 
bases) because they cause dependency loops in ‘the structure of the systen. 

A second advantage of the dependency relation over the "uses" relation 
deals with the maintenance of the system. With the dependency relation, when 
a single module is modified, it is sufficient to reverify the correctness of 
that module and the modules that depend on it to guarantee the correctness of 
the entire system... With the "uses" relation, 4t may be necessary to reverify 
any module, whether it uses, is used by or bears no relation to the modified 
module, because any module may share a data base with the modified module and 
its correctness may be affected by changes in the modified module. In other | 
words, a change in the modified module may affect the semantics of a data 
base, which may implicitly affect the specification of the interface of any 
module sharing that data base with the modified module, and require that such. 
a module be reverified even though its: code. may not have changed. 

Given the definition of dependency, we can analyze the possible causes of 
dependency between two modules. The first cause of dependency deals with the 
way modules interact. We first consider what module interactions are 
possible. We have just seen that modules may not interact via data bases. We 
have also seen earlier that modules may be implemented. by callable 
domains/ regions and/or by dedicated system processes. Thus, a module may 
interact with a callable module only by giving control to it. And a module 
can interact with a process module only by exchanging. messages with it. 

We now discuss when module interactions may give rise to dependencies. A. 
module A that initiates a transaction with a module B becomes dependent on B 
if its own continued correct operation depends on an assumed response of B 
within a finite amount of time. If A initiates a transaction with B and 


abandons control but does not expect any response from B in any amount of 
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time, A will be said in the quiescent state (independent of B). In practice, 


the quiescent state of a module implies that all its internal data bases are 


Consistent, that none of them is locked and that there is no pending procedure 
invocation in the module. . | 
We finally discuss what forms of interactions yield dependencies, given 
the definition of the quiescent state of a module. First, if a module A 
simply sends a message to a module B, does not abandon control and does not 
expect any response’ from B, then it is not dependent on B, as explained above. 
This is a trivial case of module interaction where a module informs another 
module, as it executes, of some situation it has encountered (e.g., some event 
to be metered, recorded or accounted for by the recipient of the message). 
This form of module interaction will not further retain our attention. : 
Second, if a module A sends a message to a module Band then abandons control, 
a form of transaction we will further call signalling, A depends on B only if 
it abandoned control in a non-quiescent state, thereby implying that it. 
expects some response from B to resume an unfinished task. Third, if a module 
A transfers control ("go to") to a module B,“it depends on-B only if it 
transferred control in a non-quiescent state, thereby implying that it expects 
to regain control and complete some pending work. Finally, if a module A 
calls a module B, it is always dependent on B because a call expects a 
matching return. To summarize important situations described in this 
paragraphs, we will use the terms “invoking” and “notifying” as defined below 
throughout the rest of the thesis. A-module’ A that transfers control or 
signals an event to a module B in a non-quiescent state, or calls B will be 
said to fieoke (1) the service of B. Invoking a service is synonymous to 


(1) Invocations to certain type managers may take the form of an implicit 
hardware operation if the type manager supports an abstraction that is 
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using a service in Parnas’s sense {[Parnas76]. Invoking a module implies 
depending on it. This is the first cause of dependency. On the other hand, a 
module A that transfers control or signals an event to a module B and remains. 
in the quiescent state (independent of B) will be said to notify B of some 
event. Notifications are important forms of interactions. In particular, 
processor exceptions in a system are notifications by a hardware module to 
some software module that an exceptional situation requiring software support 
was encountered. In fact, most instances of notifications may be regarded as 
error returns from implicit invocations. For instance, an implicit invocation 
of an operation to access a word of a page that is not in primary memory 
results in a processor exception that is often called a page fault. 

The type extension concept does not prevent upward dependencies due to 
upward invocations. Indeed, a designer might conceive two modules that invoke 
one another. The type checking compiler can eliminate upward calls because it 
knows that they all correspond to upward dependencies. But it cannot 
eliminate upward invocations corresponding to upward transfers of control or 
signals because it does not have enough knowledge about modules to distinguish 
such upward invocations from upward notifications, which are allowed, i.e. it 
does not know how to decide whether a module abandons control: in a quiescent 
state or not. However, by restricting module interactions to. calls, transfers 
of control and signals, type extension makes the detection of upward 
dependencies easier to the designer. For every module interaction, the state 
of the module that initiates the transaction should be inspected by the 
designer, who has sufficient knowledge about his module to decide whether it 


is in a quiescent state or not. If it is not quiescent at the time of the 


implemented partly in hardware. For instance, reading or writing an in core 
segment are primitives invoked implicitly by hardware operations. 
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dependencies because it totally ignores types and ranges of values. Argument 
validation is a very hard problem that has to be carefully dealt with by every 
individual module designer. The use of programming languages with built~in 
language type checking features (e.g., CLU) might provide systematic type 
validation for values but still provides no help with respect to range 
validation. 

The case of references is different. By accepting a reference to an 
object, a type manager might become dependent. on the supplier of the reference 
(the invoker) and on the supplier of the object denoted by the reference (the 
type manager implementing the object). It becomes dependent on the type 
manager of the object if it uses the object (because using the object implies 
invoking the type manager to manipulate the object). It becomes dependent on 
the supplier of the reference if it assumes that the reference is meaningful, © 
i.e. that it denotes an accessible object. It would also become dependent on 
the supplier of: the reference if it assumed anything about the type of the 
object denoted by the reference. 

Because of the type checking mechanism built into the compiler, a type 
manager can never invoke a higher level type aetunee to operate on a higher 
level object. In other words, a type manager can never interpret a reference 
to a higher level object. We will call this. the information ievel rule: high 
level references cannot be interpreted in low level modules. Thus, the type 
extension concept systematically prevents the designer from producing modules 
that accept as arguments references to higher level objects and use them to 
access the objects. (Notice that the type checking compiler does not prevent 
a module from accepting and storing references to high level objects as long 
as it does not use them to access the objects. References that are never used 


are simply regarded as values and are not type checked as- denoting information 
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containers.) 

Because of the type checking feature also, any assumption a type manager 
may make about the type of the objects for which it receives references as 
arguments is validated at compile-time. ‘Thus, the type extension concept © 
systematically prevents the designer from producing a module that would be 
dependent on its invoker because it failed to validate the type of references 
it has received. 

Notice that in most virtual memory mechanisms, associated with references 
to certain abstract types are certain system events. For instance, a segment 
fault might be an event associated with referencing a segment of which the map 
is not in primary memory. A page fault might be an event associated with 
referencing a page that is not in primary memory. An accéss violation is an 
event associated with referencing an object to which access has been revoked 
or which does not exist. If a type manager A depends on a type manager B, it 
must be prepared for the events associated with the objects implemented by B- 
to occur when it references them. On the other hand, if it cannot tolerate 
these events, it should not use objects of type B to avoid being dependent on 
type manager B. Consider, for instance, the case of access violations in a 
virtual memory mechanism. For internal type objects (i.e. objects not visible 
to users, below the base level), the uid conservation property that is checked 
at verification-time guarantees that while an object is deallocated, no copy 
of its uid exists outside the type manager that manages it. Thus, if a type 
manager receives a uid of an internal type object as argument, it can rely 
upon the fact that that uid denotes an allocated object because that fact was 
checked when the system was verified. However, for a base level object, a uid 
or a capability may still exist in some module after the possibility or the 


right to access the corresponding object has been removed. Thus, if a type 
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manager depends on a base level type manager and accepts a capability or a wid 
for a base level object as argument, it must expect running into access 
violations and be prepared to handle them in Some appropriate way. 

One comment is in order about a situation where the two causes of 
dependency (invocation and lack of arguhent validation) could frequently cause 
dependency loops. By virtue of the. first cause of dependency, a type manager. 
is always dependent on a ‘type manager it invokes to have a service performed. 
This implies that the invoked type manager may never depend on its invoker 
because a dependency loop violating the desired partially ordered structure 
would occur. Thus, instances of dependency due to the second cause (argument 
passing) must be eliminated in all cases of module interactions corresponding 
to invocations. An invoked type manager. should never assume anything about. 
the input arguments it recéives, or if it does, it must validate its 
assumptions before using the arguments, otherwise it would be dependent on its 
invoker, thereby causing an upward dependency. Therefore, we impose that..the 
designer of a module performing a service always define in the specifications 
of the service interface of his module the assumptions it makes about the 
arguments it ecusers and code his module to dynamically validate those 
assumptions before performing the service. (If it did not validate those 
assumptions, it would be incorrect with respect to its specifications.) 
Construction of the dependency graph. 

Having analyzed what actions cause dependency, we will now examine the 
relation between the dependency graph of a virtual memory mechanism and its 
structure graph by examining all the possible reasons why a ‘type manager might 
become dependent on another type manager. 

The basic relation between the dependency graph and the structure graph 


of a system is the one to one correspondance between nodes. But.there are 
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Many more arcs in the dependency graph than in the structure graph. Every 
node in the structure graph corresponds .to an abstract type. Since every . 
abstract type requires its own type manager, there must be one node in the 
dependency graph for every node in the structure graph. That node stands for 
the corresponding type manager. In addition, all ares in the structure graph 
have their equivalent in the dependency graph. Every directed are in the 
structure graph corresponds to a component relatieaship. Every operation on 
an abstract object is translated by the type manager for that object into 
operations on one or more components of the object. Thus, the type manager 
translates invocations to itself into invecations to the type managers of the 
components. of the objects it manages. -Since the type aeeuctaraverapletshauld 
correspond to a partially ordered structure of abstract types, the dependency 
structure indicates type managers that are partially ordered by the dependency 
relation, The instances of dependency identified above are called component. 
dependencies. 

Component dependencies are not the only arcs in the dependency graph. A 
second category of dependencies are map dependencies. They were briefly 
mentioned. in chapter II. Any type manager must maintain a map for each object 
it implements. The maps themselves must be implemented out. of some type of 
information container. Thus, the type manager depends on the type manager for 
the maps because it invokes it to manipulate the maps. 

A third category of dependencies is called program dependencies. Every 
type manager (except type managers supported by hardware operations) is a 
program, i.e. a set of procedures and data bases (not including the objects it 
manages and their maps). The procedures and data bases must be stored in some 
type of information container. The type manager will be dependent on the type 


manager for these information containers because reading, writing and 
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executing its own programs. is equivalent. to invoking (usually implicitly 
through the hardware) the type manager. implementing the. program containers. 

Like map. dependencies, program dependencies are net .a problem in a-user . 
environment. With classical implementations. of type extension, maps and 
programs can both be implemented out. of. base level objects. (e.g., segments or 
pages). However, within the context of the virtual memory mechanism, base 
level. objects are not defined. Thus, other types must be found. This task is 
not trivial. As in the case study of chapter IV, special purpose types may 
have to be created to implement maps and. programs because none of the types 
available at a given level may be adequate for this purpose. This is a first 
instance of.a situation where the construction of the dependency graph may 
point out deficiencies in the structure graph and require a design iteration 
to modify the structure graph. 

The fourth category of dependencies is called address space dependencies. 
The procedures, data bases and object maps that a type manager uses are 
objects. The set of all such objects defines the address space of the type 
manager. In most systems, the address space in which a callable subsystem 
(domain or region) or a process executes is implemented by some sort of 
information container or set of registers that contains the complete 
collection of ali uids and capabilities that. the subsystem or the process can 
reference as part of its. address space. Thus, every type manager depends on 
some other type manager to implement the information container materializing 
the address space it executes in. Again, in a user environment, some base 
level container can be used to collect the capabilities in the address space 
of a type manager. (For.-instance, in Multics, a.descriptor segment is used 
for that purpose. In Hydra, a local name space (LNS) defines the address 


space of.each procedure.) However, in a virtual memory environment, base 
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level containers cannot be used for that purpose because they are not defined. 
Special purpose: information containers may. also have to be: defined to 
implement address spaces. This is a second instance of a situation where the 
construction of the dependency graph may suggest a design iteration. 

The fifth category of dependencies is‘called interpreter dependencies. 
Whether a type manager is implemented as a callable subsystem.or as a 
dedicated process, it needs a processor to interpret its code and thus run it, 
and to control its rate of execution, If each type manager could have a 
hardware processor all:to itself, it would depend on.only the correct design 
of that processor. However, hardware processors are :too scarce and expensive 
resources to be dedicated to executing any. single type manager. In practice, 
type managers, as well as user modules, run on abstract types of processors, 
sometimes called virtual processors, among which the physical processors are 
multiplexed. Thus, they. depend on the correctness of those virtual processors 
and on the correctness of the mechanism that multiplexes the physical 
processors among them. One can envision using a type extension concept for 
multiplexing (bottom level) processors among abstract (base level) processes 
that is similar to the concept we use to multiplex bottom level core blocks 
among higher level abstract. pages. A parallel research project [Reed76} that 
was concerned with reorganizing the virtual processor management mechanism of 
the Multics system has in fact implicitly used a concept of type extension. 
The type extension concepts used in the virtual memory and virtual processor 


contexts are very similar. In particular, they are identical with respect to 
the dependency relation. The same problems of implementing components, maps, 
programs, address spaces and interpreters arise with virtual memory. type 
managers as with virtual processor type managers. Virtual memory type 


managers depend on other virtual memory type managers to implement everything 
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but their interpreters. For their interpreter, they depend on some virtual | 
processor type managers. Virtual processor type managers depend on other 
virtual processor type managers to implement, components and interpreters but 
they depend on some virtual memory type managers to implement maps, programs 
and address spaces. Thus, the virtual memory and. virtual processor: dependency 
structures are intimately interleaved. This. can be obseryed in the case study 
of chapter IV. One must be particularily careful not to cause mutual 
dependencies of the sort discussed. by Saxena [Saxena76] between the virtual 
processor type managers and the virtual memory type managers. If. the 
dependency graph indicates dependency loops, a design iteration should be 
performed to modify the structure graph. In fact, such a dependency loop is . 
exactly what prompted Reed [Reed76] to, redesign the processor multiplexing . 
mechanism of Multics, 

Conclusion. 

The concept of type extension does not automatically:eliminate all upward 
dependencies and guarantee a partially ordered dependency structure. However , 
it does eliminate some upward dependencies which are among the most frequently 
encountered in existing systems. Aceepting veleredce arguments of an 
unexpected type is impossible because the compile-time type checking mechanism 
validates the type of all references passed to a type manager. Using objects 
defined at a higher level is impossible because of the information level dé: 
cage is also piarantces By the type cine eeteniee. A second set of 
usaeed dependencies are not eliminated by the type extension mechanism but 
they are easy to spot and remove thanks Eo it. Such is the case for upward 
signals and upwards transfers of control before which a type manager should 
return to a quiescent state. Finally, certain kinds of upward dependencies 


are not considered at all by our type extension concept. Such is the case for 
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the validation of the range of arguments in general. Such dependencies must 
be watched for'explicitly by the designer of every module. 

We have seen how the dependency graph of a system cah: be derived from its 
type structure graph. By analyzing the implementation of a type manager, one 
can identify all the type managers it depends’ on to interpret its code, to 
implement its address space, to store its programs and to store the components 
and the maps of the objects it manages. | 

'-We have tried to suggest how to iteratively design and evaluate a virtual 
memory mechanism by inspecting its type’ structure graph and its dependency 
graph. We have seen how helpful type extension can be tn displaying ‘the 
modularity and the structure of the system without requiring much tore © 
knowledge -about its design than‘ is etibédded‘in the dépendency graph. ‘after 
the modularity and the structure of the system are apparent, thé designer may 
produce the formal specifications and the code for the modules. 


4. Type extension and ‘deadlock prevention. 


In this section, we will study the impact of type extension on a third 
aspect of the design of a system: deadlock prevention. Dead locks (otherwise 
known as deadly embraces) are situations that can occur when several parallel 
processes compete for resources that can be used by only one of them at a> 
time. For instance, if two processes P aud Q decide simultaneously to acquire 
exclusive usage of two resources A and Bs , they will need to lock them to avoid 
conflicts. However, if P locks A first and Q locks B Fisk neither P nor Q 
will able to proceed because each will see one of the data bases deited (by 
the other) and thus temporarily out of service as far as it is concerned. 

This is a deadlock situation. a 


Several algorithms have been designed to help designers make sure that 7 
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their system is deadlock-free, i.e. that it can never put itself in a deadlock 
situation [Bensoussan68, Havender68, Habermann69]}. These algorithms are 
undoubtedly helpful. But verifying that a system respects them and is 
_deadlock-free may be hard. In general, it requires. the. designer of every 
module of the system to be aware of the deadlock. prevention algorithm on a 
system-wide basis and thus to be aware in some measure of what designers of 
other modules have done with respect to deadlock prevention. 

In this section, we are concerned with a specific kind of deadlocks, 
namely those that may occur when several parallel processes compete for 
locking of internal system data bases to preserve the: integrity of these data 
bases. -We-will show that the type extension concept defined in chapter II, 
together with the restriction that modules maynot share data bases, 
guarantees- the prevention of deadlocks due to competition for locking of - 
internal ‘system data bases. The type extension.concept provides a strategy 
for orderly locking of internal system data bases that guarantees a 
system-wide respect of Havender’s deadlock prevention algorithm, while not 
requiring any particular attention to or awareness of the algorithm on the 
part of the designers of the system, 

Havender’s algorithm is summarized here. With every data base that can 
be accessed by several parallel processes but by only one of these at a time, 
one associates a lock (semaphore), In order to be allowed to access the data 
base, any process must test and set the lock in one atomic (hardware) 
operation. If it sees the lock already set, it must wait on it. Havender’s 
algorithm requires that all the locks in the system be ordered by assecciating 
a number with them. Furthermore, a process may neither test and set a lock X 


nor wait on it if the relation X>Y holds, where Y is the lowest numbered lock 
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that that same process has currently set. (1) 

This algorithm guarantees the absence of deadlocks due to competition 
over internal system data bases because any process that wants to lock a set 
of data bases must lock them in a fixed decreasing order that is the same for 
all processes. Thus, in our earlier example, if we assume that the fixed lock 
ordering is B>A, a deadlock cannot occur because P cannot lock A first and try 
to lock B then. Both P and Q must try to lock B first and whichever succeeds: 
may go ahead, lock A and do its task while the other is waiting on B but not 
deadlocked. 

The modularity of type managers implies. that any data base is local to 
one type manager. Thus, if it is shared by parallel processes, these parallel 
processes must be executing parallel instances or portions of the same type . 
manager. Since locks are attached to. data bases, they are also local to type 
managers. In other words, locks, as well as the data bases they protect, are 
never shared across type managers. Let us temporarily assume that there is 
only one lock per type manager. 

The dependency structure of the system imposes a partial ordering on the 
type managers. Thus, that partial ordering is also imposed on the locks of 
these type managers. It is true that two locks: corresponding to two type 
managers that are not ordered with respect to one ‘another may, as a result, 
bear the same number. However, if two type managers are not. ordered with 
respect to one another, they do not depend on one another and in particular, 
control cannot leave one in a non-quiescent state and go to the other. In 


other words, there is-no computation path that could cause a process to 


a 
(1) This is stronger than necessary. Bensoussan’s algorithm states that the 
minimal condition for deadlock prevention is only that a process may not wait 
on a lock if X>Y but it may always test and set the lock if it can. 


83 


execute the code of one type manager while‘ah invocation of the other is 
pending in that same process. Pending invocations of the two type managers 
can never exist at the same time in any procéss. At: least one of the type 
managers must be in the quiescent state as far as that process is concerned, 
thereby implying that its associated lock cannot be set by that process. 

Thus, the’fact' that two locks can bear the same number does not matter. This 
only means that they are on different computational paths and that no process 
will ever be able to set them both in any order. What does matter is that on 
‘any single computational (dependency) path, all the locks that can potentially 
be set are ordered. 

By virtue of the definition of dependency, if a process is currently 
executing in a type manager at a level L, all type managers at lower levels 
are in the quiescent state as far as that process is concerned, and in 
particular, none of their locks can be set by that process. If execution 
moves down one evel then a lock at level (L-1) may be set or waited on. 
This is safe since the current lowest lock set by the process is numbered L. 
If execution backs fae ee level L into (L+1), then lock L must be released 
since the type manager at level L, by virtue of the deseadeney graph, returns 
to the quiescent state. 

Hence, provided the designer of each type manager is careful to always 
return to the quiescent state before transferring (or returning) control 
upward, which we assumed he was to remain independent of higher level type 
managers, respect of Havender’s algorithm is always guaranteed on a 
system-wide basis. 

Now, let us release the original assumption that there is only one lock 
per type manager. If there may be several locks within one type manager and 


if several parallel processes executing parallel instances or portions of that 
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type manager may set them in random order, we again have a deadlock 
possibility. What is necessary is a local locking strategy in every type 
Manager that prevents parallel processes executing within that type manager to 
deadlock one another. Type extension does nothing to enforce Havender’s 
algorithm at the level of an individual type manager but since the size of a 
type manager ideally should be manageable by one person, that person can 
easily keep track of all the locks used by the type manager and code the type 
Manager so that processes executing its code always attempt to set locks in 
the same order. In essence, type extension suggests that, from a global point 
of view, all the locks in a type manager should be regarded as one lock and 
must be released to leave the type manager in the quiescent state. 


5. Conclusion. 


In this chapter, we have first examined how and when the type extension 


technique can be exploited to organize the design of system. We have then 
examined the relations between the type extension concept and three aspects of 
the design of a system: modularity, structure and deadlock prevention. We 
have seen that type extension was helpful in guaranteeing that the system has 


these three properties. 


85 


Iv. Case Study. 


SSS SSstSVarIa sss 


l. Introduction. 


The objective of this chapter is 6 demonstrate the usefulness and to 
illustrate the exploitation of the ype cxtenaton technique described in 
chapters II and III by using it to reorganize a real virtual memory eet anien. 

Our intent is not to design a new virtual memory mechanism, but to show 
how our type extension technique can be exploited to organize a real virtual 
memory mechanism. On this basis, there is no point trying to be creative 
about the functionality of the vipcusl memory mechanism to be designed. Such 
creativity would present two dangers. First, it would aivere the attention of 
the reader from the real purpose of the case atudy. And wacom it could 
result in an unconvincing paper design of an unrealistic, too gabieious: or: too 
simplified system. | 

To avoid these two pitfalls, we have chosen to reorganize an existing and 
viable virtual memory mechanism. The specific example we have chosen for our 
case study is the virtual memory mechanism of the Multics system that is 
offered commercially by Honeywell Information Systems Inc, [Bensoussan72, 
Multics74, Organick72]. | 

‘Qur choice of the Multics virtual memory mechanism was motivated by two 
reasons. First, Multics is a large, powerful and sophisticated system. Its 
virtual memory mechanism is useful and practical but is currently a maze of 
programs that is certainly unamenable to verification and hard to understand. 
Because of this complexity, the Multics virtual memory mechanism is as good as 
any other for our case study. If our type extension technique succeeds in 
modularizing and restructuring the Multics virtual memory mechanism, the 


chances are high that it could be used successfully for any other system. 
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Second, the Mulitics system was available to us, we were familiar with it and 
moreover, our case study fitted within the framework of an ongoing research 
project aimed at producing a more understandable version of Multics that will 
be a ptokweise for a future certifiably secure syeten [Schroeder]. Thus, the 
design that will result from the ee study is SE divect interest to the 
project ate erniea with the overall reorganization of Multics. 

Throughout the rest of this chapter, we will be concerned with several 
different designs of the same wieeuat memory mechanism. It may be appropriate 
to distinguish them here. The original design of the Multics virtual memory 
mechanism described in [Bensoussan72]} has been superceded recently by a new 
one. The functionality of the original design has been preserved by the new 
design. However the new design has added several features to the original 
virtual memory mechanism, notably the possibility to add and remove disk packs 
from the on-line virtual memory of the system. To distinguish the new design 
from the original one, the new virtual memory mechanism is called New Storage 
System (NSS). Our case study will not be concerned with the original Multics 
virtual memory mechanism. Instead, we will produce a system design with the 
functionality of NSS. fominettacion on NSS is not generally available yet. 
All we can say is NSS has preserved the functionality of the original design 
and is similar to IBM’s 08/360 as far as removable disk packs are concerned. 
For lack of adequate documentation, we will devote section 2 of this chapter 
to the description of the functionality of the user interface of NSS. This 
section may be skipped without loss of continuity by readers familiar with the 
functionality of the Multics virtual memory mechanism. Preserving the reverse 
alphabetical order after OS/360 and NSS, we will refer to the design presented 
in this chapter as My Storage System (MSS) to distinguish it from the other 


designs. 
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Section 3 of this chapter will be devoted to an analyzis of -NSS. 
Analyzing NSS is interesting for two thasons. First, in designing MSS, we 
will use the design of NSS as a starting point and evolve NSS towards a 
well-organized system based on type extension. Sasonds we will S tenaie uae 
instances of violations of modularity and we will expindn how hewedaseantes 
contribute to the complexity of NSS. We will also list the most important 
violations of the dependency structure and we gait esptatt how they are a 
source of difficulty in understanding NSS. faolating these preblens will 
allow us to study their nature and will tell us where to concentrate our 
attention to later evolve NSS towards a welicoceant xed system. 

Section 4 will present the design of MSS. Evolving NSS towards MSS as a 
very. long and iavolved process that required many design iterations. It is 
impossible and probably ‘paaeetent tae ta dascribe stl these design iterations 
here. However, we will briefly describe the eyolit ion from NSS to MSS for two 
reasons. First, we hope that showins the connections and the similarities 
between NSS and MSS will Guneake the credibility of the design of MSS based on 
the observation that it is so close to the design of an existing system. 
Second, showing a sketch of the evolution of MSs will illustrate the thought 
peoediees involved in designing a system based on tyoe be tenbiont ae 

Section 5 will conclude the chapter by cusluseina the impact of type 
extension on certain aspects of the design of a virtual memory Gechedium Live. 
MSS. We will summarize observations on particular structural patterns that 
are encountered several times in MSS and appear to be fundamental to the use 
of type extension at the low levels of an operating system. This summary is 
particularly interesting for readers who might read only quickly and 
superficially the rest of chapter. IV’and for readers who are interested only 


in the general conclusions of our case study. 
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2. The Multics virtual memory mechanism. 


Our purpose here is to outline the functional ity of the user interface of 
the Multics virtual memory mechaniem we are going to design, This 
functionality is that of NSS. We intend to preserve mn in MSS. Someone 
familiar with NSS may qneee this section without loss of continuity. 

The level of detail we have adopted and the sar Petlae aspects we mention 
here to describe the virtual memory mechanism were stiected aniy on the basis 
of what we felt -- ex post facto -- mere organization problems and deserved 
attention in this thesis, Thus, the following description is by no means a_ 
complete specification of the Multics virtual memory interface: Many aspects 
of this interface present no design or implementation challenge and are 
therefore not worth mentioning here. (1) On the other hand, some features of 
the virtual memory mechaniem dca a constant source of difficulty to the 
designer: this explains why certain aspects of the user interface are 
discussed at great length, As much as possible, we have eliminated from this 
‘section the details of the implementation of the Multics virtual memory 
sucbuaiens Before diving into the ‘description of Multics, it may be useful to 
inform the reader that the following care provides a brief and eee? to look 
up oy of ed the abbreviations that are used throughout the rest of this 


chapter. 


(1) One of the aspects of the Multics virtual memory mechaniem that is not 
mentioned here is the non-discretionary military protection mechanism that it 
implements. This aspect presents no new design challenge related to the use 
of type extension and is omitted from chapter IV. Interested readers wilt 
find a discussion of military security controls’ in an appendix. 
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Abbreviations used in chapter IV. 


APT 
AST 
ASTEP 
CDSG 
CMAP 
CRU 
CSL 


active process table (describes states of processes in NSS) 

active segment table (describes all active segments) | 

AST entry pointer (denotes an active ‘segment)y 

core descriptor segment (contains SDWs for system segments in MSS) 
core map (contains bit map of core) 

current record usage (of a segment} 

current segment length 

change usage (operation to update U in a quota cell) 

descriptor base register (denotes the base of a user address space) 
descriptor segment (contains SDWg for connected segments) . 

disk table (describes all disk packs) 

date and time access last modified. (in-directory and VTOC) 

date and time entry last modified (in directory and ede 

date and time last modified (a segment). 

date and time last used (a segment) 

file system. device configuration table (contains bit maps of disks). 
known segment table (describes all segments known to a proeeee? 
logical volume identifier (denotes a set: of:disk. packs). 

logical volume registration data (describes a set of disk swale) 
move quota (operation:.to move Q hetween two quota. cells) 

maximum segment length 

Multics Storage System (new mechanism presented in this thesis) 
New Storage System (current Multics virtual memory mechanism) 


- page frame table (contains all. PTWs in MSS) .. 


principal identifier (denotes a user in the system) 


. page table address (denotes the first page of a segment) 


page table word (describes one page of a segment) 
physical volume identifier (denotes a disk pack) 
physical volume table (describes all mounted pack?) 
PVT index (denotes a mounted pack) 

quota (upper bound of U in a quota cell) 


-quota cell table (contains all (active). quota cells, in MSS) 


QCT entry pointer (denotes a quota cell in MSS) — 

reset usage (operation to extract and, reset the TRP of a quota cell) 
segment descriptor word (describes a connected segment) 
time-record product (integral of U in.a quota cell). 

usage (in a quota cell) 

UID hash table (hashes UIDs into ASTEPs) 

unique identifier (denotes a segment) 

user process table (describes states of user processes in MSS)- 
virtual processor table (describes virtual processors in MSS) 
volume table of contents (describes passive segments) 

VTOC index (denotes a passive segment) 


Processes. 


Every user authorized to use a Multics system at a:given site is named. 


inside that. system by a principal identifier (PLID)... Fais.PLID is used to. 
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control the user’s access to the information stored in the system. While a 
user is actual ly using the system, he is represented internally by and 
interacts with a process bearing his PLID. What a process can reference is 
determined by the PLID that is tagged on it, The physical processors are 
multiplexed among all processes. 

Pages. 

Multics supports a demand paged virtual memory. A user never has to 
worry about bringing the information he is going to reference into primary 
memory or copying an area of primary memory out to waconiaey storage to make 
room for other information in primary manory +: When a user zeterenscs a piece 
of information, it is myougee into primary maeory sutonavieatly 4f it is not 
already there. Then, if it is not used for a while, the piece of information 
is removed automatically by the system and flushed out to secondary storage. 
Primary memory and secondary storage ace divided. tnto logical blocks/records 
of a fixed number of sequentially numbered words. The information represented 
by any such block/record is called a Gane ’ Information is moved: automatically 
from primary memory to secondary storage or vice versa by entire pages. If be. 
user references a page that is not in primary memory, a processor exception 
known as a page fault secutes It chides the har competeiign to be suspended 
temporarily and directs the system - bring: th the denied page. A user can 
observe page faults insofar as he can see the delays they cause. He is 
otherwise unaware of pages. 

Segments. 

A user never references pages directly. A user references Segments. A 
segment is a logical collection of pages that are sequentially numbered. The 
location of the pages of a. segment are denoted by the words of its page table. 


Segments have many attributes that a user can get at or set. Most of these 
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pose no design challenge. Two kinds of attributes deserve some attention here 
as they will be referred to later. First, are the date-time-used (DTU) and 
date-time-modified (DIM) attributes. They indicate e ehe users the ae and 
the time a segment was respectively last used and last moditied ; Second are 
the length attributes of a segment. The maximum-segment-length (MSL) is a 
user definable attribute defining the maximum number of pages that a segment 
may contain. The current-segment-length (CSL) is the.number of pages a 
segment currently contains; it is determined on the basis of the highest 
numbered page of the segment that is not full of zeroes (null page), as shown 


in the following figure. 


C)snul page CRU = 3 
CZZZLLZLL non-null page CSL = 6 


MSL = 8 


Finally, the current-record-usage (CRU) of a-segment indicates how many pages 
are not null. The user is charged for the space. occupied by his. segment.on 
the basis.of this quantity. He pays only. for non-null pages:because null 
pages are not actually allocated. If a page is null, the page table word - 
(PTW) that describes it does not denote: anything. The: page. has no image and 
occupies no physical space. Physical’ space: is allocated and. the user is 
charged for it only if and when the page contains some non-zero bit. 
Address Spaces. 

Now comes the question of how a user references a segment. Every user. 
process has its ow address’ space. This address space is: implemented. by a 
descriptor segment (DSG). A descriptor segment: has a fixed, small MSL. Every 


entry in a. descriptor segment is called a segment descriptor word (SDW). and is: 
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indexed by segment number. A SDW is represented schematically below. 


current segment length 


Every SDW describes one segment. It tells the user about the absolute page 


table address (PTA) and the CSL of the segment. It also indicates the access 
modes (read mode, write mode, execute mode, etc...) that constrain what the 
user can do with the segment. The meaning of -the fault tag is examined later. 
While the process of a user is running on a physical processor, the PTA of the 
process DSG is loaded into the distinguished descriptor base register (DBR) of 
the processor. The user process then references a piece of information by a 
(segment number, word number) pair indirectly through the DBR, a SDW and a 
PTW. The segment number is used to index the DSG and set ee the spw of the 
desired segment. The word number is divided by the page length to obtain the 
number of the desired PTW within the page table of the desired segment. And 
the remainder of the division is used as an index for: the.desired word within 
the desired page. Retrieving. the SDW and the PTW on every. reference is 
speeded up by the use of hardware associative memories: that hold the most 
recently used SDWs and PTWs [Schroeder71].° 

If a user references a segment beyond its CSL, a processor. exception 
known as a bound fault occurs. As a result of it, the CSL attribute of the 
segment is increased unless it is already equal to the MSL. In the latter 
case, a bound violation is signalled to the user and the computation is 
aborted, 

Since there may be very many segments in the system, it is impossible to 
keep the page table of each of them at a fixed address in primary memory all 


the time, When a segment is. not- being used, its page table is removed from 
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primary memory and stored on secondary storage, where it is called the file 
map. This is called deactivating the sauaeee (the inverse seecaenga tts called 
activation). 

It is now time to explain the first role of the fault tag in a SDW. The 
first role is to signal changes in the physical sereibaces of a segment across 
processes. If a bound fault or a deactivation occurs, all processes that have 
a SDW for the segment must be notified so they can update this SDW if they 
care to. To signal bound faults and deactivations, the fault tag is turned on 
in all the SDWs that denote the segment that is affected, to cause processors 
to trap if they try to access the segment. This is called disconnection (the 


reverse operation is called connection). If any of the disconnected processes 


later references the segment, it causes a processor exception known asa 
segment fault. As a result, that process is made aware that something has 
changed. Either it has to update the bound of the segment it referenced in 
the SDW it eemhaes on or it has to etcteds and perhaps reactivate the segment 
page table, 7 . 

The obvious question to ask now is: how does a process reconnect itself 
to a segment? It must be able to retrieve the page table of the segment and 
to recompute its CSL. For this purpose, the system maintains aysteuswide data 
bases (to be described soon) where it records the CSL and the current PTA of 
wie asencut: On a segment fault, the fsatting seeeaus must extract from 
these data bases the information it needs to ere the connection. This 
requires that the process be able to translate the Fuiethe hardware 
tite epeeuanne segment number, which identifies the sament within the process 
address space, into some sort of unique name that identifies Lig aoeanne 
within the entire system and permits the process to address the. system-wide 


data bases. For this purpose, every process owns a table called a known 
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segment table (KST) that maps every segment number into a unique name. In 
fact the KST maps each segment number into two unique names chat. are 
synonymous in denoting the same segment but are meaningful at different levels 
of the system, as will be see. (The implementation may confer more functions 
to the KST, but these have no effect on the user interface.) 

Both the DSG and the KST exist only as ong as the user process exists. 
Every time a process is created , a new KST and DSG are provided. The | 
connection boca ni described earlier fabricates a SDW in the DSG from 
information that is in the KST entry with the corresponding aceaont number. 
The next meee ton to answer is: how does that information get into the KST 
entry in the first place or, in other words, how ts a segment added to the 
address space of a process? 

Directories. 

The file aystem is composed of a set of system-wide data bases called 
directories. Although directories appear different from segments to the user, 
they are stored like segments by the system. Directories are used for four 
giabeiona: naming, addressing, protection, and resource accounting. 

The naming function consists of acoviding aietetwide ia dale ales for 
denoting segments. Each directory entry dune ihes either another dtbectary or 
a segment. Thus, the file system appears to the ‘eae asa hierarchical tree 
of directories (nodes) and segments (leaves). (1) The tide. ie-wooked at a 
distinguished directory called "root" that is not deueribed in any directory 
entry. Every entry in a directory bears two names: a symbolic name (character 
string) that is unique within the Siveutdes and the (numerical) unique 
(G1) The Multics terminology is often unfortunate, particularly about segments. 
Most of the time, a segment means a logical collection of pages. But in the 


context of the file system, a segment means a leaf of the. tree. We will try 
to make clear what kind of segment we mean when we use the word. 
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identifier (UID) of the segment or directory described by the directory entry. 
UIDs are unique over the entire system. Thus, a directory entry is uniquely 
defined by its path name in the tree and uniquely recognized by the UID it © 
contains. The path name is user oriented; the UID is system oriented. UIDs 
are easy to store and use within the system but path names are provided to 
users as they are easier to use to name directory entries. Adding a segment 
to an address space is called initiating the segment (the. inverse operation is 
called terminating). (Initiating a segment is somewhat synonymous to opening 
a file on other systems.) When a user requests that the segment described by 
a given directory entry be initiated, a KST entry is allocated, the symbolic 
name of the directory entry and the UID of the segment it describes are copied 
into the KST entry, and the corresponding segment number is returned to the 
user. Notice that path names and UIDs are entirely decoupled ways to identify 
a directory entry in the sense that. the path-name may change while the UID 
remains the same. If a user has initiated a segment with a given UID, he can 
still use that UID to refer to the segment even if the name of some directory 
entry along the tree path for reaching the segment has changed. 

The addressing function of the file system consists of providing.a way 
for the user to get at the physical attributes of a segment (PTA, CSL). This 
function is required to activate a segment or to reecompute its CSL,. as 
mentioned in the description of the connection operation. The directories are 
the system-wide data bases mentioned there. 

The protection function consists of providing an access control list for 
every segment. and for every directory. An access control list determines what 
PLIDs can acquire access to the associated segment or directory and how. The 
exact functionality of the access control list mechanism is of no interest 


here [see Saltzer’s paper in Multics74]. The only point that deserves 
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attention here is the revocation of access. A user A can cause the access of 
another user B to. some segment to be revoked by changing what the access 
control list says. The functionality of Muitics. requires that this change be 
effective immediately even if user B has initiated the segment. and is 
currently connected to it. Access revocation is the second purpose of the 
fault tag in a SDW. It is turned on if access is revoked. When trying to 
reconnect a disconnected segment, the system recomputes the access of the 


faulting process and denies reconnection, signalling an access violation if 


access has been revoked. 

Finally, the resource accounting function consists of providing system 
administrators with a means to bill users: for the space used by their 
segments. It also provides a means to project administrators or individual 
users to control their own resource usage. The resource accounting function, 
otherwise known as quota mechanism, poses many design problems and is 
extremely complex to describe. The following is a simplified description of 
the mechanism that preserves the design challenges of the original mechanigm 
while trying to eliminate some of the complexity of its functionality. . 
Quota Mechanism. 

Resource accounting is done on a per directory basis. Every directory 
has associated with it a quota cell. The resource unit is one page. (Notice 
that users do not pay for directory pages in the current implementation of 
Multics.) 

There are two kinds of directories: quota directories and non-quota 
directories. Although the following restriction does not quite hold in theory 
in Multics, let us assume for simplicity that a directory can be a quota 
directory only if its parent is a quota directory. This restriction appears 


to hold in practice, as far as users are concerned. Thus, quota directories 
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are aggregated at the higher levels of the directory hierarchy as in the 


following example. 


ROOT (has to be a quota directory) 


CSR (quota directory for project) 


JANSON (quota directory for user) 


THESIS (non-quota directory) 


«q———- segments 


| ane aemementtl -= 


The quota.cell of a non-quota directory contains only a running total U of the 
number of pages used by all the segments (sum of their CRUs) described in that 
and inferior directories. For example, the quota cell of THESIS. indicates the 
number of pages. used by segments in. subtree ST1. The quota cell of a quota 
directory contains resource usage, resource control and.resource accounting 
information. The resource usage information, eureher réterred to. as usage 
(U), consists of the running total of the number of pages used by segments in 
that and inferior non-quota directories. Thus, for CSR, U is the number of 
pages used by segments in subtree ST2. The resource control information, also 
known as quota (Q),.is an upper bound for U. The resource accounting 
information,-also known as the time-record-product (TRP), is,.the integral over 
time of J.. 

The quota mechanism supports three functions: reset usage product (RU), 


move quota (MQ) and change usage (CU). 


The RU function performs accounting. It is-eclear from the above 
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discussion that the sum of the TRPs of all quota directories is equal to the 
integral of resource usage for the whole system. Thus, by periodically 
extracting the TRP of all quota directories and resetting them to zero, system 
administrators can bill the owners of those quota directories for the 
resources they have used and recover the Motulcoae.of pages used during the 
elapsed accounting period. This is the purpose of the RU operation. 

The MQ operation is intended to allow project administrators and users to 
put upper bounds on the amount of pages they are willing = pay for in any 
directory or subtree of directories. The MQ operation moves portions of Q 
from a parent directory to its Son or vice versa. The parent directory must 
be a quota directory. As a result of a MQ operation, the son directory may 
change status from stele to non-quéta or vice versa. In either case, and in 
order to preserve the meaning of Q relative to U, the MQ primitive must update 
the U value of the parent directory. If Q is delegated to a son that becomes 
a quota directory, then U (son) must be subtracted from U (parent) as it is 
now charged against Q (son). If all Q is removed from a son that becomes a 
non=quota directory, then U (son) must be added to U (parent) as it is now 
charged against Q (parent) and Q (son) is zero. 

Finally, the purpose of the CU operation is to update the U of quota — 
cells when segments are grown or shrunk. Again, to preserve the meaning of a 
Q with respect to the associated U, when a segment is grown/shrunk, a page 
must be added to/subtracted from the U of the quota cell of every directory 
above the affected segment up to and including the lowest quota directory. If 
U = Q in that directory, then the segment may not be grown and a quota - 
overflow condition is signalled to the user. 


Removable disk packs. mage 


We are now almost done with our description of the functionality of the 
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Multics virtual memory mechanism. We must yet describe the removable disk 
pack feature. This description will be extremely simplified for two reasons: 
as we are writing this thesis, the exact functionality of removing disk packs 
is not defined because the implementation of NSS is not completed, and the 
functionality - we perceive re does not seem - pose a2 major design 
challenge. 

The purpose of having removable disk packs is to be able to not have all 
segments on-line all the time, i.e. to extend the available virtual wader to 
off-line packs. 

' The organization of disk packs is governed by two concepts: physical and 
logical volumes. Physical volumes are physical packs. Logical volumes are 
collections of physical volumes. Two rules apply to the organization of 
information on volumes, First, all the pages of a sepesntomuet reside on one 
physical volume. Every sosment nae as a tag the physical volume its pages 
belong in. Second, all the segments in one directory must vesiae in one 
logical volume. Every directory a waaued with a logical volume attribute 
defining the logical volume its son segments belong in. When a segment is 
created, its home logical volume is determined from the logical volume 
attribute of its parent directory. The home physical volume is selected as 
the least full of the siyekeal volumes in the home logical volume. If the 
system lacks physical space to grow a segment on its home physical volume : 
(ou ots phyalealeyetans (OOPV) condition), 4¢ may move he entire segment to 
the -~ then -- least full physical volume of the home logical volume. 

The removability of disk packs is governed by two rules, First, they 
must be moun ted/demounted by entire logical volumes so that all the segments 
es as directory ee either on-line or off-line at the same time. Second, one 


logical volume, which is called the root logical volume and contains all 
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directories and some segments critical to system operation, can never be 
demounted. Thus, the skeleton of the file system hierarchy, i.e. the 
directories, is paiwancat ty accessible on-line, As a consequence, it is 
always possible to find out about the unique names, the secondary storage 
address and the access control list of a segment, and. to access a quota cell. 
However, it is not always possible to access or find out about the attributes 
(DTU, DIM, CSL, MSL, CRU) of any segment. This is possible only for segments 
stored in logical volumes that are on-line. If a user ehied to access the | 
content or the attributes of a segment that is off-line, he will receive at 
error message indicating that the desired logical volume is not on-line. In 
order to reference an off-line segment or its attributes, it is necessary b6 
first request explicitly that the right logical volume be mounted. 

For each logical volume, there existe registration data (LVRD). The LVRD 
specify which physical volumes are in the logical volume. These physical 
volumes cannot be mounted individually. The LVRD also specify what 
directories of the file ayacen are iauted dicebtories for the logical volume: 
The segments ina directory D are normally seared in the same logical volune 
as the segments in the parent directory of D. ‘However , if D isa master 
directory for some logical volume, the seghents in D are stored in that 
logical volume, In other words, a master directory is Veccaatead be the fact 
that its LVID attribute was not inher ited from its parent but is determined by 
some LVRD. | | 

There is an obvious connection between the space that is physically 
available in a logical volume and the fact Ene ghee epace will be shared by 
‘segments described only in ie asater directories of the logical volume and in 
inferior non-master directories. In view of thie connection, quota on a 


master directory cannot be adjusted by moving it to/from its parent directory 
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since the parent directory, by definition, controls resource allocation on a 
different logical volume, Thus, a master directory is a boundary for the MQ 
operation: quota cannot move between a master directory and its parent. in 
reality, it will be possible to adjust quota on a master directory by moving 
it to/from the quota pools of a space partition defined in the LVRD of the 
corresponding logical volume. However, the functionality of this mechanism is 
not yet fully defined and the mechanism is not yet implemented. Since the 
mechanism does not seem to pose dae design challenge in a system based on type 
extension, we will ignore its details ond taba assume for simplicity in this 
thesis that quota on the master directories of a logical volume can be 
adjusted externally, in an unspecified way, by the executives (see below) of 
the logical volume. ae 

For every logical volume, there is also an access: control, list. This 
access control list specifies the authorized "users" and.."executives" of the 
logical volume. The "users" can mount (uae) ad demount the logical volume. 
The "executives" can move quota between the master directories of the logical 
volume and quota pools. defined in the LVRD off the logical volume. Only the . 


person known as the '' 


‘owmmer" of the logical volume can set the access control 
list of the logical volume. 


3. Study of NSS. 


The purpose of this section is to examine how the virtual memory 
mechanism that was described in the previous section is implemented in NSS. 


While studying NSS, which is not well organized and not based on type 


extension, may sound irrelevant to the topic of this thesis, there are two 
reasons for doing so. First, MSS will be evolved directly from NSS with 


amazingly few changes. Thus, it is interesting to describe NSS as it is the 
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basis for MSS and is very similar to it in many respects. Second, in studying 
NSS, we will point out the problem areas in its organization. This will allow 
us to concentrate later on these areas to analyze the nature of the problems 
and solve them in MSS. 

To characterize NSS, we will first describe its mechanical operation by 
surveying the data bases it contains and their management. We will then step 
back from the detailed mechanical description of NSS to give a somewhat 
abstract description of its organization. This will allow us, in a third 
step, to point out examples of problems associated with the modularity of NSS. 
And finally, we will isolate problems associated with its structure, 
Mechanical operation of NSS. 

Our objective here is to describe the mechanical operation of NSS in a 
way that will prepare the reader to later visualize data abstractions in NSS, 
which was not designed with type extension in mind, and to evolve it towards 
MSS, which is explicitly based on type extension. From chapter II, we know 
that an abstract object is a repository for data, thus, in more common terms, 
an abstract object is a data base or a data item. ‘Therefore, to arrive at a 
data abstraction view of NSS, it may be helpful to describe its mechanical 
operation from a data base point of view. Adopting such a data baee view is 
exactly what helped us to produce MSS from NSS in reality. Thus, the 
following discussion will gravitate around NSS data bases and their 
interconnections. This discussion does not pretend to give a full description 
of all data bases. First, it provides only information necessary to gain an 
overall understanding of the mechanical operation of the system. And second, 
it omits the description of specific Spavations that cause organizational 


problems as these operations are described later in more detail. 
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a. Logical volumes. (1) 

When a user wants to operate on a logical volume, he can name it by a 
path name. The -path name denotes a Segment in the file system hierarchy that 
contains the LVRD for the logical volume to be operated on. This LVRD 
contains, first of all, a logical volume identifier (LVID) for the logical 
volume under concern, The LVID of a logical volume is a system oriented name 
for talking about a iagieah-watune: While users never see LVIDs, the system 
never uses path names to dictinks logical volumes. The LVRD of a logical volume 
also contains a list of physical volume identifiers (PVID) that specifies 
which physical volumes compose the logical volume, and a list of path names 
that specifies which ieccetics of the file system are master directories for 
the logical volumes and how much quota these master directories may have. 
Every time a user wants to mount /demount a logical volume, the list of PVIDs 
is used to mount/demount the physical volumes of the logical volume. Every 
time a user wants to create a master directory for some logical volume, the 
list of master directories is used to determine if the directory to be created 
may be a master directory for ne given logical volume and if so, to set the 
quota on it. The LVRD finally specifies if the logical volume is demountable. 
b. Physical volumes. 

Thanks to a hash table associated with a data base called the Disk Table 
(DT), every PVID is mapped into an entry of that DT. This entry describes the 
corresponding physical volume (device type, size, configuration, ete...). In 


particular, the entry indicates if the physical volume is demountable and if 


(1) The information in this section may not reflect the true implementation of 
NSS because that implementation does not yet exist as we write these lines. 
The implementation that is described here is believed to be a close 
approximation to what will eventually happen ‘to be a real ‘Implementation. At 
any rate, the functionality of the mechanism is respected. 
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it is currently mounted. If the physical volume is currently mounted, the 


entry specifies which drive it is mounted on by giving the index (PVIX) of the 


entry corresponding to that drive in a table called the physical volume table 
(Pvt). | | 
c. Configured volumes. 

The PVT is a system table that contains one entry for every disk drive. 
Thus, a PVIX identifies one drive. A PVT entry indicates if the corresponding 
drive is currently used. If it is, the entry indicates whether the configured 
volume (the physical volume mounted on it) may ‘be demounted. (This 
information duplicates what is in the pT and the LVRD.) The entry also 
indicates the PVID of the configured volume and the LVID of the logical ¢olume 
of which the configured volume is a component. The PVT contains two more 
pieces of information. First, it contains a hash table that. atlows searching 
the PVE to find out what drive (PVTX) a physical volume with a given PVID is 
mounted on. While it is possible to find what drive (PVTX) a PVID is bound to 
by looking up the description of the given physical volume in the DT, it is 
also possible to find out about this binding by searching for the drive 
description in the PVT. (Notice that while a PVID is given and a PVTX is 
expected in return, this operation is not an operation on a physical volume. 
It does not affect any physical volume in any way. It concerns a configured 
volume. This seemingly irrelevant comment will have a tremendous importance 
later.) Second, when a logical volume is mounted, all PVT entries that are 
allocated to mount its physical volumes are threaded into a circular list. 
Thus, given a PVIX for one configured volume of a logical volume, it is 
possible to get the PVIXs for all phase: “The above, two pieces of information 
are used to create and move (OOPV) segments, and to activate then, as will be 


seen soon. 
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d. Directories. 

A user may refer to a directory by its path name. However, as soon as he 
has initiated the directory in his process, he will address it by segment 
number, as does the system internally. A directory contains three data areas: 
an entry name hash table, a UID hash table and directory entries. The entry 
name hash table is used to find an entry in the directory, given its symbolic 
name. The UID hash table is used to find an entry in the directory, given its 
UID. 

As mentioned in section 2. of this chapter, every directory is also tagged 
with the LVID of a logical volume. That LVID indicates: the logical volume on 
which the son segments of the directory should be stored. (Notice that the 
LVID is never used to operate on (mount/demount, etc...) the logical volume. 
It is only used as a common tag for ali the segments in the directory. This 
observation will have a fundamental impact on the design of MSS.) 

Every entry in a directory describes a file. (The name file is used to 
mean either a directory or a segment.) A directory entry associates its own 
symbolic name with the UID, the secondary storage, location and the. access 
control list of the file it describes. The access control list is a list 
associating PLIDs with the access they should be granted to the file denoted . 
by the entry. The secondary storage location of a file is defined as follows. 
Every physical volume is divided into two zones: the paging zone and the 
cataloging zone called the volume table of content (VTOC). The paging zone is 
used to store file pages and the cataloging .zone is used to store file maps. 

A VTOC entry contains one file map. The secondary storage location of a file 
is defined by the PVID of the. physical volume where the file is stored and an 
index (VTOCX) to the entry where. the map of the. file.ig stored in the VTOC. 


_ To .create an entry in a directory, i.e. to create a file, the LVID tag of 
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the directory is used to search the PVT until a configured volume with a 
matching LVID is found. {If none is found, a logical~volume-not-mounted error 
is returned.) The circular list of configured volumes with that LVID tag is 
tthen searched to find the least full configured volume. A VTOC entry is then 
allocated on tio volume. A new UID is created. And the (UID, PVID, VTOCx) 
for the new file are stored in the new directory entry. 

e. Processes. 

While we are interested in the virtual memory mechanism of Multics, we 
need to say a few words about the virtual processor mechanism insofar as it 
interacts with the virtual memory mechanism. (More information on the virtual 
processor mechanism can be found in [Reed76]}.) 

Every user attached to the system is represented by a process. The 
system maintains a table called Active Process Table (APT) of which each entry 
describes the state of one process. An APT entry bears as a name the PLID of 
the user owning the process, It binds the PLID to a DSG and a KST for the 
user process. The DSG and the KST are permanently connected segments, i.e. 
there always is a SDW to address them in the DSG. If they were not 
permanently connected, the system could never connect them because connecting 
a segment requires addressing a DSG and a KST, as will be seen. 

f. Initiated segments. 

In order to address a file by hardware, it is necessary to acquire a 
segment number for it. This is the initiation operation mentioned earlier. 

It is impossible to initiate a file in a process unless its parent directory 
is already initiated in that process because initiating a file requires 
addressing the directory entry that describes it. To initiate a file, the 
user must supply the segment number of its parent diréctory and the symbolic 


name of the entry describing the-file in the parent directory. An entry is 
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then allocated in the KST, and the segment number of the parent directory, the 
UID of the directory entry and the symbolic name of the directory entry are 
stored into it. The parent directory segment number in every KST entry binds 
that entry to the KST entry for the parent and the (parent directory segment 
number, UID, entry name) Stare binds the KST entry to the directory entry 
both by name and by UID. From then on, the file is said to be known with a 
segment snabee equal to the sequence number of the KST entry allocated to it. 

While it is known, it cannot be addressed yet because it is not connected 
and it may be inactive. When the user first uses the segment number just 
allocated to the file, he takes a segment fault. As a result, the system 
looks up the faulting segment number in the KST. It follows the (directory 
segment number, UID) binding from the KST entry to the directory entry to find 
the access control list and the (PVLD, VTOCX) of the faulting segment. It 
uses these infomation items to activate the segment if necessary and to 
connect it in this process, as explained below. (Notice that the system 
follows the UID binding rather than the entry name binding from the KST entry 
to the directory entry. Thus, it is not affected by potential changes in the 
name of the directory entry.) 
Be Sapentws 

NSS is ambiguous about the definition of segments. In this paragraph, we 
mean to talk about stored segments, i.e. logical collections of pages, as 
opposed to file system segments, i.e. leaves in the hierarchical file system. 
In the quiescent state, a segment is materialized by its VIOC entry. The VTOC 
entry contains its UID, its file ia and its storage attributes (DTU, DIM, 
CSL, MSL, CRU). = 

To activate a segment, the system uses the (PVID, VIOCX) stored in the 


directory entry describing the segment. It first searches the PVT to find the 
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PVIX corresponding to the given PVID. It then uses the resulting (PVTX, 
VIOCX) to access the VTOC entry of the segment. It proceeds to find a free 
entry in a core resident table called the Active Segment Table (AST). (If 
there is no free entry, it deactivates another segment, as explained later.) 
It finally copies the VTOC entry into the AST entry, thereby bringing the page 
table of the activated segment in core. It also adds an entry to the UID hash 
table (UHT) of the AST to map the UID of the activated segment into a relative 
pointer (ASTEP) to its AST entry. 

In addition to the page table and the storage attributes of the active 
segment it describes, an AST entry also contains the (PVIX, VTOCX) denoting 
the secondary storage home of the segment. If the segment page table or ite 
storage attributes change while the segment is active, they are copied back to 
the home VTOC entry when the segment is deactivated. Finally, an AST entry 
contains a trailer list. A trailer is an (ASTEP, segment number) pair that 
identifies a SDW (denoted by its segment number) inside a DSG (denoted by the 
ASTEP to its AST entry ). The trailer list of an AST entry denotes all SDWs 
in any DSG that are connected to the active segment. It is used to disconnect 
these SDWs if access to the segment is revoked, if its bound changes or if it 
is deactivated. 

h. Connected segments. 

For every KST entry, there is one SDW. (1) Having initiated a segment is 

sufficient to address it by segment number. * However, a segment fault occurs 


when a disconnected SDW is used. On a segment fault, the system follows the 


(1) Notice that the inverse is not true. Some SDWs that are permanently 
connected permit addressing of certain System segments that are not described 
in any KST entry. Segment faults and bound faults oa auth segments cannot be 
taken because. they require the existence of a KST (entry to be handled 
properly. 
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binding from the KST entry with the faulting segment number to the directory 
entry describing the segment that must. now be connected. In a way to be 
explained later, it inspects the access control list to determine the access 
mode of the faulting process to the faulting segment and it copies the 
computed mode into the SDW.. It then uses the (UID, PVID, VIOCX) of the 
segment to retrieve its CSL and page table. If the segment is active, the UID 
hashes directly into an ASTEP. Otherwise, the segment is first activated, by 
using the (PVID, VTOCX), to get an ASTEP for it. In either case, the system 
then finds the CSL and the page table in the AST entry denoted by the ASTEP, 
stores the PTA and the CSL in the SDW, and turns off the fault tag in the SDW. 

(When a bound fault occurs, the system proceeds as for a segment fault to 
retrieve the CSL of the segment to be grown.) 
i. Pages. 

The paging mechanism is based on three data bases: PIWs, the Core Map 


(CMAP) and the File System Device Configuration Table (FSDCT). For every 


configured volume, the FSDCT contains a bitmap indicating the allocated/free 
Status of every disk record on that volume. The CMAP contains one entry per 
core block. If a core block is used, its associated. CMAP. entry points to the 
PTW that denotes the core block and to the disk record that is the home of the 
page currently in the core block. A PTW contains the disk or core address of 
the page it stands for and a "used" flag and a "modified" flag that describe 
the state of the page. These flags are maintained by the hardware as the PTW 
is indirected through. 

The paging mechanism operates as follows. Ona page fault, if the PIW 
faulted on is null and if the quota mechanism (see later) allows creation of a 
page, the system looks in the AST entry containing the faulting PTW for the 


PVIX of the home volume of the segment being grown. It searches a free disk 
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record in the bitmap associated with this volume in the FSDCT. If there is no 
free disk record, it signals an OOPV condition (see later). If there is a 
free record, it allocates it and copies its address in the PTW. 

If, on a page fault, the PTW faulted on denotes a disk record, that 
record must be copied into a core block. The system searches the CMAP for a 
free entry. If it finds one, it copies the address of the disk record into 
the free entry; it copies the absolute address of the faulting PTW into the: 
free entry; it copies the address of the associated core block into the PTW; 
and it threads the CMAP entry to a circular list of used CMAP entries. 

If no CMAP entry could be found, a page must be thrown out of core to 
free a core block. The system walks around the list of used CMAP entries. 
From each CMAP entry, it follows the binding to the PTW that uses the 
associated core block. If the "used" flag is on in that PTW, the system turns 
it off. If it is off, meaning that the page has not been used since the 
system last revolved around the circular list of used CMAP entries, the system 
frees the CMAP entry. To do so, it looks at the "modified" flag in the PTW. 
If it is off, the system restores the PTW to its quiescent state by copying 
into it the disk address that was earlier saved in the CMAP entry associated 
with the core block denoted by the PTW. It then frees the CMAP entry. If the 
"modified" flag is on, the system first copies the core block it is freeing 
back into the disk record home of the page it is removing from core, and it 
restores the PTW to its quiescent state. It then frees the CMAP entry. 

j. Summary. 

Figure 4.1 summarizes the data bases involved in the operation of NSS and 
their interconnections. Boxes stand for data bases or parts of data bases. 
Since these boxes will later be identified with abstract types, we might as 


well think of them now as denoting various kinds of objects. Every arc 
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Figure 4.1: NSS data bases and interconnections. 


indicates a binding between two objects of different kinds. Single lines 
indicate explicit bindings or stored Aeaveatecaas,, For instance, a SDW denotes 
a page table. Double lines indicate implicit bindings or correspondances. 
For instance, a PVT entry corresponds to a collection of disk records and VTOC 
entries in the sense that it describes a configured volume that is composed of 
these disk records and VTOC entries. The distinction between single and 
double lines is purely informative. It hawine. significance for the later use 
of the figure. The dashed line deserves a. special comment. A (PVID, VTOCX) 
in a directory entry binds that entry to a VTOC entry only on the condition 
that the physical volume denoted by. the -PVID is mounted, i.e. only ie the PVT 
maps the PVID into some PVIX. The dashed line stands for this condition on 
the binding. ji 

While figure 4.1 is only a sulmary of what was described in this section, 
adds no knowledge to the dedceiption-Of Wee: and may: seem of little importance. 
now, we will see in the next section of this dhepvar ‘the interest it presents | 
for deriving a first approximation of a:type structure siesh.oe MSS. 
Organization of NSS. | 

The purpose of this section is to try to see a modular decomposition and 
a dependency structure in NSS, i.e. to ) try to group the procedures of NSS 
around the data bases they manage and ‘see how: they snteract 

Since NSS actually is neither modular nor structured, we cannot see a 
perfeétly modular and structured organization where there Perr The 
organization discussed here is the’ one that best fits the real organization of 
NSS. It will be. the purpose of later paragraphs “to. _show how the real NSS 
differs from the model we try to see here, thereby causing violations of 


modularity and structure. 
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volume control LVRD, DT 


directory control DIRECTORIES 
address space control KSTS 
segment control PVT, AST HASH TABLE 


VTOCS, AST, DSGS 


page control PTWS, FSDCT, CMAP 


traffic control APT 


Figure 4.2: best fit model of the organization of NSS. 
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The model that best fits the organization of NSS is given in figure 4.2. 
Every line describes one module. For every module, we have indicated a name 
and the list of data bases it manages. Every module depends on the modules 
below it. The partially ordered dependency structure is thus a total ordering 
in the case of NSS. 

Volume control manages the LVRD of all logical volumes and the DT. It 
implements the operations for creating, deleting, mount ing and demounting 
logical and physical volumes. It also supports the operations for controlling 
the use of master directories, although the management of these directories is 
obviously done by directory control. Volume control depends on directory 
control because LVRD files and the DT are segments stored in the file system 
and the concept of a master directory requires the existence of the file 
system. 

Directory control manages all directories. It implements the operations 
for creating and deleting directory entries, and for managing their names and 
their access control lists. It depends on address space control because 
directories must be initiated by every user in his own process in order for 
the system to be able to address them on the user’s behalf. 

Address space control manages KSTs. It implements the operations for 
initiating and terminating segments and for handling segment faults and bound 
faults. It depends on segment control because handling segment and bound 
faults requires activating and ennecting seemeates 

Segment control manages the AST and the VTOCs, the PVT, and the DSGs. It 
implements the operations for creating, deleting, activating, deactivating, 
connecting and disconnecting segments. It also controls the allocation of 


disk drives by managing the PVT. It depends on page control because most of 
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its code resides in paged segments. 

Page control manages page tables and individual PTWs, the FSDCT and the 
CMAP. It implements the page allocation, the page fault and the page removal 
algorithms. It depends on traffic eoniwolbecaiee one cannot afford to keep a 
processor idle, waiting in a loop for an I/0 operation to complete on a page. 
Thies page control depends on traffic control to multiplex processors among 
ready processes while other processes wait for I/O on a page to complete. 

Finally, traffic control besiege the APT. ‘It supports the creation, 
deletion and scheduling of processes and the multiplexing of processors. 
Modularity violations in NSS. 

Modularity violations occur when a procedure in one module references a 
data base in another module. Such violations are innumerable in NSS. It is 
impossible to mention them all here and in addition, it would be uninteresting 
to mention them all as most of these violations are benign. and could easily be 
fixed. 

Our purpose here is to pick two illustrative examples of violations of 
modularity and to discuss them with respect to the understandability of the 
system. 

Consider the case of the AST. The AST as a whole is managed by the 
segment control module. Yet, page tables are stored in the AST and are 
managed by page control. Thus, we have a case of two modules managing one 
data base. The problem would not be too bad if each module managed only a 
distinct area of the AST. In essence, they would be managing distinct data 
bases. Unfortunately, this is not even true. Segment control never touches 
PIWs, but page control does touch AST information that belongs in the segment 
control module. In particular, for every segment, page control maintains a 


"file-modified" switch, a "file-map-modified" switch and a running total of 
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the number of pages that are currently in core. These pieces of information | 
are used by segment. control to deactivate segments. The "modified" switches 
are used by segment control to decide whether to update the DIM and the file 
map of a segment in its VIOC entry when it deactivates it. The number of 
pages in core is used by segment control as an approximate measure of the 
segment usage rate. This measure is used to select for deactivation the 
segment with the smallest number of pages in core so as to minimize the paging 
activity that is required to deactivate a segment. The sharing of the AST | 
complicates the understanding and the verification ‘of NSS because there is an 
implicit interaction between page control and segment. control over data items 
they share access to. Also, the primary function of page control is to manage 
PTWs but it cannot ignore totally the fact that pages are logically grouped 
into entities called segments at a higher level. As a result, the interface © 
between segment control and page control is very hard to define completely and 
correctly. 

Second, we would like to mention the case of one procedure whose function 
is to translate almost any kind of segment identifier into any other kind and. 
to return any segment attribute given any kind of segment identifier. Such a 
procedure really cuts across all modules of NSS. It knows about the formats 
of directories, KSTs, DSGs and the AST. it is: not a functional abstraction . 
that is usable at different levels. It is a cluster of functions belonging in 
different levels and glued together in one procedure. Understanding such a8 
procedure is extremely awkward as it requires a good deal of knowledge about 
several levels of NSS. | | 
Structure violations in NSS. 

In the rest of this section, we will examine violations of the partial 


ordering of the dependency structure in NSS. ‘There are only a few instances 
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of such violations. Therefore we will study them all. We study them all 
because they all constitute major problem areas in NSS and we want to analyze 
them to focus on their solution in MSS. 

a. Process loading. 

As mentioned earlier, page control depends on traffic control to 
multiplex processors among processes while waiting for 1/0 operations to 
complete on pages. Unfortunately, traffic control also depends on page 
ciateel to load processes. The address space of a process, as materialized by 
its DSG, contains SDWs not only for segments the user has initiated and 
referenced, but in addition for all system programs, which are thus in every 
user address space. (Such programs are of course not accessible in the user 
protection environment.) In order for a process to run at all, that page of. 
the DSG which contains the SDWs for system programs must be wired in core. 
Otherwise, the process could not handle its page faults and bring in core any 
page it references, including the DSG page, since the programs required to 
handle page faults are system programs described by SDWs in the DSG page 
itself. Thus, prior to switching a processor.to a new process, the traffic 
control module (executed in the old proceas) must invoke the page control 
module to "load" (read in and wire the DSG page of) the new process, This 
causes a first upward dependency violating the structure of figure 4.2. It is 
due to an upward call. It is a manifestation of a dependency loop encountered 
in many systems between the virtual memory mechanism and the processor 
multiplexing mechanism, and analyzed in [Saxena76} and in [Reed76]. 

b. Page fault handling.. . 
When a. process references a page of a segment that. is not in core, a flag 
in the PTW causes a page fault. As a result, the state of the processor is 


saved to record what caused the fault. The processor abandons the user 
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computation and it traps -- within the user process -- to the page control 
module of which the function is to bring in the page. Unfortunately, to do 
80, page control is dependent upon address space control (and segment control 
by transitivity). 

Iwo processes cannot be in page control at the same time, This is to 
preserve the consistency of PTWs as a whole. Synchronization is obtained by 
using a global page control lock. Every process must test and set that lock 
before entering page control code. Unfortunately, there is always a time 
window between the moment a process takes a page fault and the moment it sets 
the page control lock. Even if the page control lock is not set when a 
process P takes a page fault, it may be set by some other process Q by the 
time P gets a chance to test it. In some rare but possible cases, the 
activity of Q in page control may precisely be pertinent to the PTW that P 
faulted on. In particular, Q may have entered page control to deactivate or 
simply delete the whole page table containing the PTW that P faulted on. AS 
soon as Q leaves page control, P may set the page control lock and enter page 
control, However, to determine what PTW originally caused the fault, P cannot 
use the absolute address of the PTW that may have been saved in the processor 
state. That absolute address may now denote a PTW in the page table of 
another segment or simply a free PTW. Thus, to make sure it finds the correct 
PTW, page control must repeat the whole address translation operation that was 
originally performed by the processor before it took the fault. This includes 
interpreting the segment number to get to the SDW and from there to the page 
table. (Of course, if the segment has indeed been deleted or deactivated, the 
SDW will be disconnected. At that point, page control must quit and restore 
the processor state, which will cause P to retry the operation and this time 


take a segment fault.) The upward dependency of page control on address space 
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control resides in the fact that page control relies on the meaning of segment 
numbers and SDWs to get at a faulting PTW. Yet, page control operates at a 
very low level, should not know about segment numbers and should not use SDWs 
as they are stored in the paged DSG, which makes possible the accumulation of 
page faults. This upward dependency corresponds to a violation of the 
information level rule mentioned earlier. Debugging has of course shown that 
NSS works, but understanding and verifying the system are more complex due to 
the above violation. 
c. OOPV conditions. 

The next upward dependency is is to OOPV conditions mentioned earlier. 
When a segment needs to be grown but the physical volume it is on is full, the 
segment must be moved to another physical volume prior to being grow. The 
overall mechanism for doing so follows. When a user process touches a zero 
(null) page of a segment, it causes a page fault. Page control is invoked to 
grow the segment. If it discovers an OOPV condition, it posts it in the AST 
entry of the segment (this is another violation of modularity) and it invokes 
segment control to disconnect the segment (this constitutes a first upward 
dependency). Page control then restores the processor state. The process — 
retries referencing the segment and this time takes a segment fault since it 
is disconnected. Address space control is entered to process the segment 
fault and invokes segment control to reconnect the SDW. Segment control » 
eventually discovers that an OOPV condition was posted by page control. It 
follows the circular list of threaded PVT entries from the original home 
configured volume to the currently least full configured volume within the. 
same logical volume and proceeds to move the segment from the original home to 
the new one. Finally, the move must. be reflected at directory control level 


where the (PVID, VTOCX) of the segment must be changed. To do-so, segment 
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control reaches up and writes into the directory entry describing the moved 
segment, violating both modularity and dependency. Dependency is violated in 
the following way. In order to write into the directory, segment control 
obtains the segment number of the directory and the UID of the appropriate 
directory entry from the KST. In doing so, it relies on address space control 
for having stored the right parent directory segment number and the right 
entry UID at the right place. Furthermore, a (directory segment number, UID) 
pair denotes a directory entry and should be meaningful only at directory 
control level. It can be stored at lower levels, but it should remain unused 
because it denotes a directory control data base that should, from a type 
extension point of view, remain unknown to lower modules according to the 
information level rule. By interpreting the pair, segment control becomes 
dependent on directory control as it does not know (or should not ahah 
anything about a data base like a directory that belongs in a higher level 
module. Notice that a low level module touching a high level data base 
results in a violation of modularity on top of which there is a violation of 
dependency structure due to violating the information level rule. This was 
the case both in the handling of page faults and of OOPV conditions. 

d. Access recalculation on segment faults. 

The main role of the KST is to bind segment numbers to directory aaeeis 
so that, on a segment fault or a bound fault, one can go to the directory to 
recalculate access or reactivate the segment, or to the AST/VTOC to access its 
CSL. On a segment fault, address space control uses the (parent segment 
number, UID) pair in the KST entry to access the directory entry, obtain the 
(PVLD,VTOCX) and compute the access mode from the access control list. Since 
reading an access control list and extracting from it the desired information 


for one process is an expensive operation, the following mechanism is used. 
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The KST is used as a sort of software cache for the access information | 
residing iaadvectey entries. The access infomation for one process to one 
segment resides in the access control. list of the directory entry. describing 
the segment and is stored in a more accessible and readable form in the 
corresponding KST entry. In addition, both the directory entry and the KST 
entry contain a date-and-time-entry-was-last-modified (DTEM). On a segment 
fault, address space control uses the (directory segment number, UID) pair to 
access the directory entry and read its DIEM. If this.DTEM is more recent 
than the DTEM in the KST entry, access must effectively be recomputed from the 
access control list as it may have changed. (The DTEM.is also updated in the 
KST entry). Otherwise, the access information in the KST entry is still up to 
date and can readily be used without recomputation. -Address space control 
depends on directory control again because of a violation of the information 
level rule on top of a violation of modularity. Address space control should 
not touch directories and should moreover never use (interpret) a (parent 
segment number, UID) pair because, even though it knows about segment numbers, 
it should in principle not know what directories are and should not assume 
anything about their usage or their management (format). 

e. The quota problen. 

The implementation of the quota mechanism in NSS is the biggest source of 
modularity and dependency violations. The quota mechanism involves every. 
module from page control to directory control, In short, the cause of the 
problem is the following. Quota cells are organized into a hierarchy that is _. 
defined at directory control level; they are stored in the VIOCs and the AST 
at segment control level; they are managed at, page control level; and 
processing page-faults that require growing some segment requires address 
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space control level information (SDWs) as explained earlier.. Thus, page 
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control depends on address space control to interpret SDWs (see earlier). 

Page control also depends on segment control becausé that is where the quota 
cells it manages are stored. And segment control depends on directory control 
because it cannot ignore the quota cell hierarchy, which ts in fact defined at. 
directory control level.” 

To understand the above implementation, one must consider the CU 
operation. The CU operation is invoked in two cases, First, when a segment 
is deactivated or truncated (on a user request), the pages that (may) have 
become null are deleted. Second, when a user references a null PTW, a page is 
created. In the above tues sivuarions the CRU of the segment changes and 
therefore the CU operation must be applied to the quota cells of all superior 
directories up to and including the lowest quota dicectity: Unfortunately, 
the hardware that supports Multics does not: distinguish normal page faults 
from page faults on null PTWs (further referred to as guota faults). Thus, 
page control is entered on a quota fault and page control is responsible for 
the CU operation. Since two processes must not update a quota cell at the 
same time, quota cells must be protected by some lock. Since the CU operation 
is performed under the protection of the page control lock, all other quota 
operations must be performed under the protection of the page control lock as 
well. This is the argument that was used to justify why page control actually 
manages quota cells. 

The next question concerns the storage of quota cells. In the original 
Multics implementation, quota cells were stored in directories themselves 
since each directory has its own quota cell. However’, this implementation was 
deemed inefficient because updating’ a potentially’ large set of quota cells on 
a CU operation was likely to cause a flurry of page faults on directories, 


which is undesirable while a process is already processing a page fault. In 
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NSS, it was decided to store a quota cell in the VTOC entry of its directory 
rather than in the directory itself. And in order to. avoid delays due to 1/0 
on VIOC entries, it was decided to keep active any directory that has at least 
one son. active and to copy the quota cell oe au active directory into the AST 
entry for the directory. (For this and other reasons, any directory with 
active sons was also kept active in the original Multics design so that NSS 
did not change that aspect of the implementation of the Multics virtual memory 
mechanism.) Thus, when a quota fault is taken on some segment, the quota 
cells of all superior directories are guaranteed to be in core and readily 
accessible, Since segment control must not arbitrarily deactivate 
directories, every AST entry describing a directory must contain a count of 
the number of segments below that directory that are active. Also, to allow 
page control to walk up the quota cell hierarchy on a CU operation, the AST 
entry of any segment/directory is threaded to the AST entry for its parent. 
Consequently, page control depends on segment control because it uses AST 
entry threads that are supplied by segment control and manages quota 
information stored in. segment control data bases. 

_ Finally, segment control depends on directory control because, for 
various reasons that will not be described here as they lack interest, it may 
at times operate on inactive quota cells in VTOC entries. Since these 
inactive quota cells are not threaded into a hierarchy as are the active quota 
cells in the AST, segment control invokes directory to find out about the 
structure of the directory hierarchy. 

In addition to being hard to understand, the above design is inefficient 
in that it requires many directories to remain active, even though they are 
not sede when all that needs to be accessible is their quota cell, which 


represents only a few words out of each AST entry. 
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f£. Program, address space and interpreter dependencies. 

Although NSS is not based on type extension, the programs, the address 
space and the interpreter of a module should still be implemented in terms of 
mechanisms defined at or below the level of the module. Yet, NSS contains 
innumerable instances of dependency structure violations resulting from 
program, address space and interpreter dependencies. 

To name only one such instance, consider the case of the page control 
module. The page control module contains certain programs stored into 
segments that for obvious reasons need to be permanently active and have all 
their pages wired in core to avoid infinitely recursive page faults. 
Unfortunately, there does not exist an abstraction equivalent to a permanently 
active, wired down segment. Thus, page control uses regular segments and 
assumes that segment control will not deactivate or otherwise damage the PTWs 
of these segments. Also, the page control module runs in the user address 
Space as materialized by a DSG. That DSG should also be a permanently active, 
wired down segment. Short of having such objects, the DSG is implemented by a 
paged segment. Thus, again, page control trusts segment control not to 
deactivate or otherwise damage the DSG it uses to define its address space. 
Finally, the page control module depends on processes implemented by the 
traffic control module to interpret its code, while the traffic control module 
depends on the page control module for loading and unloading (paging in and 
out the state of) processes it schedules. 


4. Design of MSS. 


The objective of this section is to discuss the design! of MSS. 
In a first step, we will try to visualize data abstractions in NSS and 


after briefly discussing the problems associated with these abstractions, we 
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will slightly modify them to yield the type structure graph of MSS. The 
transition from NSS to. MSS was a painfully long Soceaa in reality, which we 
cannot afford to retrace completely here. Thus, we will not say in detail how 
and why we chose to modify the fictitious type structure of NSS the way we did 
to arrive at the real type structure graph of MSS. However, by giving a brief 
summary of the transition, we hope to communicate to the reader the basic 
operations involved in designing a well-organized system that is based on type 
extension and we hope to convince the reader that MSS is close enough to NSS 
that it could be implemented in practice. | 

In a second step, we will build the complete dependency graph of MSS. To 
do so, as recommended in chapter III, we will take the type structure graph of 
MSS and add to it dependency arcs corresponding to map, program, address space 
and interpreter dependencies for each type manager. We will see that the 
graph so constructed is partially ordered. 

In.a last step, we will look back at the problem areas encountered in the 
organization of NSS and see how they are no longer problem areas in MSS. 
Considering the problem areas last departs from the way we constructed MSS in. 
reality. In designing MSS, we considered the problems first and in trying to 
solve them, we progressively arrived at the type structure graph and the 
dependency graph to be presented at the beginning of this section. We have 
decided to present the design of MSS first and to discuss the problems it 
solves then for two reasons. First, some readers might not be interested in 
the specific system design problems that MSS solves, in which case they may 
skip the end of this section without loss of continuity. Second, talking 
about the specific problems first and then discussing the organization would 
present the risk of distracting the.reader from the importance of the 


partially ordered structure of modules. 
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Development of MSS type structure, 


In order to develop the type structure graph for MSS, we want to look at 
NSS from a type extension point of view to see if we can distinguish abstract 
types in it. Of course, such types cannot be formally stuctured and are 
probably not well-defined. But they may provide us with a first cut idea of a 


type structure graph for MSS. It will then be possible to formalize those 


types and to improve their organization to derive a well formed type structure. 


graph for MSS. 

The basic process for evolving NSS towards a system based on type 
extension consists of regarding its data bases as abstract objects and their 
interconnections as component relationships. “We will first associate every 
kind of data base in NSS with an abstract type and we will define informally 
the semantics of every abstract type. We will then examine the 
interconnections between the various kinds of data bases in NSS to see how the 
different abstract types are related, i.e. what the type structure graph of 
NSS is. We will finally discuss the structure violations found in that type 
structure graph and indicate what can be done about them to arrive at a well 
Structured graph for MSS. 

a. Choice of abstractions. 

In this section, we associate every kind of data base with an abstract 
type and we define informally the semantics and the “raison d’@tre" of that 
type. Unless otherwise stated, these semantics will be preserved in MSS. We 
are not concerned here about the relation bétween the various abstract types. 

Logical volumes represent what the user sees as single (logical) disk 
packs and associate these atomic (logical) packs with sets of (physical) disk’ 
packs and with master directories controlling the use of space on these disk 


packs. A logical volume is associated with a LVRD File. A logical volume is 
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named by the path name of its LVRD. It is also named by a LVID tag. However, 
this tag only identifies the logical volume. — It is insufficient to retrieve 
its LVRD and operate on it. Logical volumes are base level, C/D objects. 
Logical volumes can be created, deleted, mounted and demounted. In addition, 
it is possible to define master directories for logical volumes. 

Physical volumes represent the physical disk packs that compose the 
logical volume objects defined above, A physical volume is associated with an 
entry of the DI. A physical volume is named by its PVID, which, thanks to the 
DT hash table, denotes the associated entry in the DT. Physical volumes are 
C/D objects. (There can be very many entries in the DT.) They can be 
created, deleted, mounted and demounted. The operations defined on physical 
volumes are the operations used to implement the operations defined on logical 
volumes for each of the physical volumes that compose them. 

Configured volumes represent disk drives, The allocation of configured 
volumes to physical volumes is intended to model the allocation of disk drives 
to mount disk packs. A configured volume is associated with ees of the 
PVI. A configured volume is named by its PVTX. Configured volumes are A/F 
objects. A configured volume can be allocated to mount a physical volume and 
deallocated when the corresponding physical volume is demounted. In addition, 
it is possible to search all allocated configured volumes, i.e. all mounted 
disk packs, for one that bears a given PVID. This operation corresponds to 
searching the PVI, as explained earlier. 

Directories are the places where users catalog files. Directories are 
the nodes of the file system. A directory is named by its path name. 
Directories are base level C/D objects. The operations defined on directories 
are those defined at the interface of the directory control module in NSS 


(e.g., create, delete, create entry, delete entry, rename entry, set access 


128 


control list, move quota, etc...). If a directory is initiated in.a process, 
that process can also name the directory by segment number. 

User process objects are the internal representation of users and carry 
out inside the system the intentions of the users. The user process concept 
is associated with an entry of the APT (later renamed the User Process Table 
(UPT) in MSS). A user process is named by the PLID of its APT entry. User 
processes are base level C/D objects. (The system supports a limited number 
of processes at a time.) User processes are subject to -synchronization 
operations of which one purpose is to multiplex the processors of the system. 

A known segment is a slot in the address space of a user process. Every 
user process has a finite set of known segments available in his address 
space. The user can request the allocation and the deallocation of known - 
segments but he cannot read or write known segments. Such operations are not 
defined on this type of abstraction. The known segment concept is associated 
with a KST entry. A known segment is named by the segment number denoting its 
KST entry. (Note that a segment number must be interpreted with respect to 
the KST of a specific process. That specific process is implicitly defined as 
being the one interpreting the segment number.) Known segments are base level 
A/F objects. Known segments are allocated/freed in response to a user’s 
request to initiate/terminate files. ‘Segment faults and bound faults are 
events defined on known segments. (So are quota faults in MSS, as will be 
seen later.) 

The segment abstraction stands for a logical collection of fixed size 
physical information containers. A Segment is associated with a UHT entry. A 
segment is named by a UID. Segments are C/D objects. Segments can be 
created, deleted, activated and deactivated. Segments implement the segments 


and directories defined in the file system. 
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A connected segment is also a slot in the address space of a user 
process. Every user process has as many connected segments as he has known 
segments and they are in a one-to-one correspondance. The allocation of 
connected segments is implicitly controlled by the allocation of known 
segments because of this one-to-one correspondance. Thus, the user cannot 
explicitly request the allocation or the deallocation of a connected segment, 
However, he can read or write connected segments. The connected segment 
concept is associated with a SDW. A connected segment is named by the segment 
number of its SDW. (Note that a. segment number for a connected segment must 
be interpreted with respect. to the psc of a specific process. This specific. 
process is defined as being the one interpreting the segment number.) 
Connected.segments are base level A/F objects. In addition to read, write and 
execute, two operations defined on connected segments are.connection and 
disconnection. They can be invoked only by the system. 

The passive segment abstraction stands for. the disk image of a segment. 

A passive segment is associated with a VTOC entry. A passive segment is named 
by a (UID, PVIX, VIOCX) triple denoting its VTOC entry. Notice that the 
(PVIX, VIOCX) pair is sufficient to retrieve the VTOC entry but not to 
identify it as corresponding to the right passive segment. The importance of 
this remark will become clear soon. Passive segments are A/F objects. One 
can read or write their VIOC entry. 

The active segment abstraction stands for the image of a segment of which 
the page table is in core. An active segment is associated with an AST entry. 
An active segment is named by its ASTEP. Active. segments are A/F objects. 

One can read or write their associated AST entry and cause their CSL, MSL, 
CRU, DIM. and DIU attributes to be updated. Notice that in MSS some active 


segments are not the image of any segment. They are stand-alone objects used 
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by the system. Such active segments are not components or subcomponents of 
any segment, known segment or directory. Segment, bound ‘and quota faults are 
not defined on them. They cannot be deactivated (deallocated) because the 
segment manager, which multiplexes active segments among passive segment and 
implements the segment deactivation algorithm, is unaware of them and has no 
ASTEP to name diay 

The page frame abstraction stands for a block of contiguous words of 
storage. A page frame is associated with a PTW. A page frame is named by the 
absolute address of its PTW. Page frames are A/F objects, One can read or 
write the PIW of a page frame. Page faults’ are events defined on page frames. 
We will see in MSS that PTWs are no longer stored’ in the AST. Instead, they 
are stored in a separate table called the Page Frame Table (PFT). The PFT is 
an array of PTWs. The concept of a segment as a logical collection of page 
frames is totally lost at this level. All the page frame manager knows about 
is a page table, i.e. a collection of page frames with sequential names (the 
absolute addresses of their PTWs). It can allocate and free page frames with 
sequential names. It can inspect several page frames at a time given the name 
of the first one (PTA) and the number of page frames to be inspected (CSL) but 
it never knows what segment a page frame is part of. - 

The concept of a disk record is associated with a block of storage on 
disk and one bit in the FSDCT. A disk record is named by its disk address. 
Disk records are bottom level A/F objects. They can be allocated, freed, read 
and written. 

The concept of a core block is associated with a block of ‘storage in core 
and one entry of the CMAP. A core block is denoted by its core address. Core 
blocks are bottom level A/F objects. They can be allocated, freed, read and 


written. 
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b. Type structure of NSS. 

We now turn our attention to the relation between abstractions in NSS. 
In other words, we want to find out what a type structure graph for NSS would 
be. 

We will say that a data base A is bound to a data base B if A contains a 
name denoting B. The basic technique for constructing the type structure 
graph of NSS consists of saying that if a data base A is bound to a data base 
B then a procedure operating on A may follow the binding from A to B and 
request that some operation be performed on B. Thus,. the abstraction 
associated with B should be regarded as a component of the abstraction 
associated with A since operations on A may. eventually affect B when the 
binding is followed to it. 

In fact, not all bindings should be viewed as component relationships. 


Consider a data base A that is bound to a data base B. 


The binding between A and B can fulfill one of two mutually exclusive roles. 
First, it may be there so that the programs managing A may find B and invoke 
the programs managing B to perform some operation on B. In type extension 
terms, this means that the management of A may, on occasions, require 
operating on B. The binding exist to record the name of the specific object 
(B) that should be operated on ag part of operating on A. The type manager of 
A may use this binding to request the type manager of B to operate on B. In 
other words, B is a component of A. A binding of this first kind will be 
called an interpreted binding. Second, the binding may be stored in A by the 
programs managing A only to record some association between A and B (not a. 


component relationship) but not to ever operate on B. In type extension 
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terms, either the type manager for A does not care at all about this binding 
and the binding is stored there on behalf of some othér module, or the type 
manager for A cares about the binding only insofar as it establishes a 
relation between A and B but not a component relation. This latter case would 
be indicated by the fact that the type manager for A never needs to invoke the 
type manager for B to operate on B because it cares about B only as an object 
somehow related to A but not as a component’ of A. A binding that does not 
correspond to a component relationship will be calied an uninterpreted 
binding. Examples of interpreted and uninterpreted’ bindings in a real system 
will be discussed soon. 

Thus, when considering a binding between two data bases in NSS, we must 
wonder whether the binding is interpreted or not by the programs managing the 
type of data base at the origin of the binding. 

In order to develop a fictitious type structure ‘graph for NSS, we 
consider figure 4.1, which shows all the data bases in NSS and summarizes all 
the bindings between them. We regard every kind of data base represented in 
that figure as corresponding to one of the ‘abstract dita types defined ‘above. 
And we must carefully review every binding between any two data bases to 
decide whether it is interpreted or not. The result of this process is shown 
in figure 4.3. Every box stands for an abstra¢t type and every (solid) arc 
for a component relationship. We cannot afford to justify here every 
component relationship in figure 4.3. From the description of the mechanical 
operation of NSS, the reader may, if he cares, verify that every component 
relationship indeed corresponds to an interpreted binding. However, we will 
discuss here the uninterpreted bindings of Figure 4.1 that are represented by 
dashed lines in figure 4.3 and are not component relationships. 


First of all, a comment is necessary to interpret the abstraction marked 
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Figure 4.3: fictitious type structure for NSS. 
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X. This abstraction maps the (PVID, VIOCX) stored in a directory entry to the 
(PVIX, VTOCX) necessary to access a VT0C entry. ‘Tn reality, it maps a PVID 
into a PVTX. This mapping is determined by the DT and duplicated in the PVT. 
As expressed in figure 4.1, this mapping is conditional on the physical volume 
with the given PVID being mounted, f.e. on the PVID being bound to some PVTX. 
Thus, abstraction X implements a mapping that already exists in the PVT. As 
will be seen in MSS, abstraction X is merged with the Segment abstraction. A 
segment will be named by a (UID, PVID, VTOCX) triple. vets Ging the segment 
“manager is invoked to operate on a segment denoted by such a triple, it first 
uses the UID alone in the hope that the Sepmeatites active and will be found in 
che UHT. If this search fails, it invokes a primitive of the configured 
volume manager to siadiine at contiguued volumes and see if any corresponds to 
the physical volume with the given PVID. If such a Seneioused volume ‘is. | 
found, its PVTX is retarned. The segment manager then uses the (PVIX, VPOCX) 
it now has to request operations on the corresponding passive segment. In 
other words, the segment manager is dependent on the configured volume manager 
to map a scpuene into its passive component beeauas the mapping relation is 
‘stored in the PVI that is maintained by the configured volume manager. This 
will later appear as an appropriate map Pe ren It is not the 
“responsibility of the segment manager to guarantee against the loss of its 
objects. ies only responsibility is io guatanted that the integrity of its 
objects is always preserved even if they are lost. Notice that losses can be 
recovered from if the higher level mechanisms that Cause them care to correct 
them and retrieve the lost objects. | 

Now, consider arcs (1), (2) and (3) of figure 4.3. They are all 


uninterpreted bindings for the same reason; they are never used by any 
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program to operate on the target 6by aces they denote. Arc (1) is the LVID tag 
of a directory. AS ment ioned earlier, it is never used to operate on the 
logical volume it denotes. It is used as a sort of color tag that the 
directory manager wants to be common to all segments in a directory. The 
directory manager does not care about what logical volume it sentra Se 
fact, it does not care about what logical volumes are. Al it knows is that 
every directory has a color tag and that to apinge a segment in ‘ directory, 
it is necessary to match that tag with a similar tag in the PVE entry of the 
configured volume on which the segment is created. In the PVT, arc (2) stands 
for this matching tag. Again, it is an uninterpreted binding. 1a fact, it is 
the inverse of a component relationship. The configured segment manager does 
not care about what logical volumes are. It only knows that every configured 
volume bears a LVID color tag and that all configured volumes with the same 
tag are threaded in a circular list. The same sort of argument could be made 
for arc (3), which stands for the PVID tag of a configured volume, yet saphiee 
sort of color tag used to retrieve passive siewenes as expressed in tia 
previous paragraph. | | 

One might believe that, in MSS, the directory manager and the segment 
manager would depend on the meaning of color tags that are really determined 
at the physical volume and logical volume levels. This is sat the case. The 
directory manager and the segment manager use the tags to group segments into 
directories and pages into segments respectively. Thus, tags provide a 
strategy for physically organizing, storing and retrieving iitehadetors 
However, the directory and segment managers do not depend on them to guarantee 
the integrity of the logical objects they manage because the ateinate dicen 
that associates directory entries to segments and to VTOC ee is a UID. 


UIDs are not sufficient to retrieve segments but they are sufficent to 
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identify them. Thus, if tags got mixed up somehow by the logical or the 
physical volume manager, the segment manager would not be able to retrieve its 
segments. However, it would never damage them accidentally thanks to the 
ultimate integrity check provided by UIDs. Consequently, the segment manager 
could signal dicerepancdtes in the associations of color ‘tags it sees with 
respect to associations it previously saw. “But as soon as these discrepancies 
would be Piso for instance, by salvaging some LVRD or the DT, the segment — 
manager would recover its full capacity and no eapaent. would have been damaged 


or lost in the meantime. UIDs essentially constitute a protection mechanism 


that prevents the segment manager from suffering from malfunctions in the 


logical or physical volume managers. aie gamanties of the segment manager 
euscantes the integrity of all segments but do not guarantee that all segments 
can always be accessed, This latter property may be imposed and verified only 
at the level of the logical volume manager. 

Now consider arcs (4) and (5). These bindings are used by the page 
renoval sipecichn: as explained earlier. Since the purpose of this algorithm 
is to throw pages out of core when necessary, which requires manipulating the 
PTWs that represent the pages, the algorithm is part of what should be called 
the page frame manager. (4) and (5) are stored in CMAP entries by the core 
Bioé Manager only on behalf of the page removal algorithm. © ‘The core block 
manager never uses these bindings to operate on PTWs or on disk records. (4) 
is only a way to save the address of the home of a pause (4°) while the page is 
in core. (5) is only the inverse of the component relattonship (5°). 

While arcs (6) clearly establish an identity between segment numbers of 
KST entries and ‘segment: wuabers of SDWs, chey’are not’ component relationships. 
While operating on a KST entry with segment number Ni the KST management 


programs never invoke the DSG management programs to operate on the SDW with 
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number N, Conversely, while operating on an SDW with number N, the DSC. 
Management programs never depend on the KST management programs to operate on 
the KST entry with number N. 

We now have a fictitious type structure graph for NSS. It is fictitious 
in the sense that NSS does not really respect any type extension formalism and 
the type structure graph is not well structured. The partial ordering of 
abstract types.is violated in two places, First, an AST entry is composed of 
a collection of PTWs but its is also possible to get to an AST entry (7) from 
any of its PTWs, to operate on it. This is indeed what the paging mechanism 
does to maintain for every segment a "file-modified" switch, a 
“file-map-modified" switch and.a number of pages in core, as described 
earlier. Second, there is a loop of component relationships between . 
directories, processes and. known segments. 

c. Type structure of MSS. 

To construct the type structure graph of MSS by evolving that of NSS, we 
consider figure 4.3. 

We first consider the dashed lines. Lines (1), (2), (3) and (6) can be 
discarded as no module ever interprets them as component relationships. Line 
(5) can be discarded as it is interpreted by the page frame manager, as the 
inverse of a component relationship represented by line (5’). Line (4) can be 
discarded as it is interpreted by the page frame manager, as a component 
relationship already represented by line (4°). We then remove line (7) as it 
violates partial ordering. This is to say that it is now impossible to go 
from a PTW to the containing AST entry. In other words, PIWs are now stored 
in a separate table, the PFT, as announced earlier. We also remove line (8) 
for the same reason. This is to say that it is now impossible to go from a- 


KST entry to the corresponding directory:entry. In other words, the known 
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Segment manager will not be allowed to invoke the directory manager to operate 
on a directory entry or to extract information from it. The impact of the 
blunt deletion of the two lines mentioned above will be studied later. 
Finally, we merge abstraction X with the segment abstraction, as explained 
earlier. The result of this evolution process is show in figure 4.4, which 
shows the complete type structure graph of MSS. The names of the data bases 
under certain abstract typés denote the data base(s) managed within the type 
managers for the corresponding types. As we proceed, we will see that these 
data bases really implement the maps of the objects of the corresponding 
abstract types. 

The informal semantics of abstract types defined in NSS are preserved in 
MSS. Some new abstract types are defined in figure 4.4. Their purpose will 
be justified and their semantics will be given later, as we examine the 
problem areas in NSS and take care of them in MSS. The details of the 
mechanical sequence of operations for handling such events as. page faults, 
quota faults, OOPV conditions, bound faults and segment faults will also be 
given in the third part of this section on MSS, as we discuss how MSS handles 
situations that caused problems in NSS. Notice that two component 
relationships have been slightly moved in figure:4.4. -A UHT entry rather than 
the AST entry it points at is designed to contain the trailer list of an. 
active segment and the (PVIX, VIOCX) denoting the home of the segment. These 
bindings have been moved from the AST to the BHT because they will yield 
component dependencies that would conflict with the partial ordering of the 
dependency graph of MSS if they were not moved. (Specifically, they would 
conflict with map dependencies to be described: later.) 


MSS dependency structure. 
A basic dependency graph for MSS is given in figure 4.5. This graph 
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CSM 


contains only the component dependencies that are derived directly from the 
type structure of figure 4.4 by drawing one type manager for each abstract 
type and: one component dependency for each component relationship, Each node 
gives the name of the internal data base(s) of the type manager. 

a. Map dependencies. 

The dependency graph of figure 4.5. shows only component dependencies. We 
are now concerned with adding to that graph dependencies due to the 
implementation of the maps of objects of each abstract type. We must ete 
the system so that none of the map dependencies to be introduced cause a 
dependency loop with any of the component dependencies that we already have 

drawn. | . 

The map of a logical volume is in its LVRD, which binds the logical 
volume to a collection of physical volumes and of master directories. The 
LVRD is implemented by a segment that is cataloged in some directory. Thus, 
to implement maps of. logical volumes, the logical volume manager is dependent 
on the directory manager. 

The map of a physical volume is stored in a DT entry, which binds the 
physical volume to a configured volume if it is mounted . The DT is also 
implemented by a segment that is cataloged in some directory so it can be 
backed up like all files of the file system by a mechanism (not described 
here) operating above the virtual memory mechanism, which periodically orders 
copies of every recently modified file to be made on a tape. Thus, to 
implement maps of physical volumes, the physical valume manager depends on the 
directory manager. 

Of course, LVRD segments and the DT must be stored on the root logical 


volume to be on-line at all times. The root logical volume is guaranteed to 
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be on-line at all times by the configured volume manager. Each configured 
volume corresponding to a physical volume of the root logical volume is marked 
with a special "root" tag that is set at system initialization and prevents 
that volume from being demounted even if the logical volume manager or the 
physical volume manager accidentally requested that it be demounted. 

The map of a configured volume is in an entry of the PVT, which. specifies 
what portion of the configured volume constitutes the disk record pool and 
what portion constitutes the disk sector pool (see later). The PVT is 
implemented by a core segment. Thus, the configured volume manager depends on 
the core segment manager for implementing maps of configured volumes. 

A core segment is a new type of segment that is introduced now for the 
first time but will often be needed later at places where NSS used permanently 
active, wired down segments. A core segment is an unpaged collection of 
contiguous words in core. Core segments are core resident information 
containers. They reside in a portion of core that is determined as the system 
is initialized and is distinct from the portion of core used by core blocks. 
Core segments are used exclusively by system modules, as. will be seen. They 
are defined and initialized when the system is brought up. They are never 
allocated or freed thereafter. They are fixed size information containers. 
The only operations defined on core segments are READ, WRITE, and EXECUTE. 

The core segment manager is implemented entirely by hardware operations. Core 
segments are named by their absolute core address. They can be addressed in 
hardware by SDWs of which a dedicated bit indicates that the field normally 
containing a PTA denotes the base of the segment itself rather than the base 
of its page table. 

The map of a directory is the data base that binds the directory to the 


set of (UID, PVID, VTOCX) triples of the segments described in the directory 
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and to the set of PLIDs of the users allowed to access these segments. This 
data base is the segment containing the directory entries, Thus, the 
directory manager depends on the segment manager for implementing directory 
maps. 

The map of a user process is its UPT entry. A UPT entry occasionally 
binds a user process to a virtual processor (see later). It also binds the 
user process to a collection of known segments and to a collection of 
connected segments. (In fact, it binds the user process to the image of a 
DBR, i.e. to a DSG. Thus, it indirectly binds the user process to a set of 
SDWs and to a set of KST entries. A user process is indirectly bound to a KST 
because every DSG contains a SDW with a conventional, fixed segment number 
that denotes the KST of the correspond ing process. There is no reason to 
regard DSGs and KSTs as abstractions maintained separately from connected _ 
segments and known segments because the management of such tables is concerned 
solely with management of SDWs and KST entries respectively. In consequence, 
figure 4.5, which maps user processes directly into known segments and 
connected segments is a simplified view of the reality but it is absolutely 
correct: user processes are bound (indirectly and implicitly) to sets of 
known segments and connected segments.) The UPT is implemented by an active 
segment. Thus, the user process manager depends on the active segment manager 
for implementing maps of user processes. An active segment is not cataloged 
in the file system, which means that it has no secondary storage home and 
vanishes when the system is brought down. This poses no problem because, when 
the system is shut down, all user processes are deleted and the UPT is empty _ 
anyway. 

The map of a known segment is contained in a KST entry, which binds the 


known segment to a segment UID. (In fact, we will see later that a KST entry 
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binds the known segment to the (UID, PVID, VTOCX) triple of a segment.) A KST 
is a connected segment that should never be disconnected because the operation 
of connecting a segment requires the presence of a connected KST. Thus, the 
known segment manager depends on the connected segment manager for 
implementing the maps of known segments. 

The map of a connected segment is its SDW. The DSG containing the SDW is 
also a connected segment that may never be disconnected for the same reasons 
as the KST. Thus, the connected segment manager déperids on itself to 
implement the maps for connected segments. Although this unquestionably 
constitutes a dependency loop, this loop does not pose a conceptual problem, 
as explained below. 

In reality, a permanently connected segment should be regarded as an ~ 
abstract type different from other connected segments on which segment faults 
can be taken. Then, there would be no dependency of the connected segment | 
manager on itself. Furthermore, the type checking mechanism could distinguish 
permanently connected segments from other connected segments, which is 
important since the system will operate correctly only if it can be verified 
that KSTs and DSGs are never disconnected. While regarding permanently 
connected segments as an abstract type different from connected segments is 
the only rigorously correct approach to-type extension, we have taken the 
liberty to depart from such strict formalism for two reasons. First, 
permanently connected segments are very much like connected segments and by 
slightly modifying the connected segment manager, it can also support 
permanently connected segments. Second; there need be only three permanently 
connected segments per process. Therefore, it is easy to declare and build 
into the type checking mechanism that three SDWs with identical, fixed segment 


numbers in each DSG are dedicated to implementing permanently connected 
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segments. The connected segment manager may be coded to never disconnect 
these segments even if it were accidentally requested to do so. And the type 
checking mechanism may recognize the three fixed segment numbers as denoting 
the equivalent of permanently connected segments. In essence, when a user 
process is created, the user process manager invokes an initialization 
primitive of the connected segment manager. This primitive first invokes the 
active segment manager to allocate and build three active segments with given 
lengths (CSL). It then manufactures three SDWs for these segments. It stores 
the three SDWs in one of the. three active segments, to become the DSG, ata 
location corresponding to the three reserved segment numbers, It finally 
returns an image of the SDW for the DSG to the user process manager. That 
image binds the process to its DSG and implicitly to its KST and will serve to 
load the DBR of a processor every time the process is scheduled. 

The map of a segment is constituted partly by a UHT entry, which binds 
the segment to its active component, if any, and partly by information 
embedded in the PVT, which binds the PVID tag of the segment to a PVIX tag. 
The UHT is implemented as an active segment. Thus, the segment manager 
depends on the active segment manager and on the configured volume manager for 
mapping segments into their components, a 

The map of a passive segment is its file map in its VTOC entry. (In . 
fact, it is the whole VTOC entry if one considers that the storage attributes 
of the segment (DTU, DIM, etc...) that reside in the VIOC entry are what we 
called in chapter II the sual! components of the Segment and are stored 
eppaehay waehcehs map.) A VTOC is implemented by disk seetaear ‘Thus, the 
passive segment manager depends on the disk sector manager to implement the 
maps of passive segments. 


.. Although the concept of a disk sector already existed in NSS, it was not 
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recognized as an independent data type. Disk sectors were managed by the page 
control module. Every disk is divided into a paging zone and a cataloging 
zone, as explained earlier. The paging zone is the disk record pool. The 
cataloging zone, i.e. the VTOC; is the disk sector pool. Disk sectors are 
containers smaller than disk records. A VTOC entry is implemented by three 
disk sectors that are contiguous. Since disk sectors are used solely to 
implement VTIOC entries, there is no need to keep track of their A/F status. 

It is implicitly determined by the A/F status of the corresponding VTOC entry. 
All the disk sector manager does is READ and WRITE disk sectors and configure 
them when told to by the configured volume manager. Configuring disk sectors 
consists only in remembering how many sectors are associated with a given PVTX 
tag. 

The map of an active segment is its AST entry, which contains the small 
components of the segment and binds it to a collection of page frames (PTA, 
CSL). The AST must be a core segment because the active segment manager would 
depend on itself if the AST were an active segment that had to be maintained 
permanently active. 

The map of a page frame is its PTW. PTWs are collected in the PFT, which 
must be a core segment because the page frame manager may not take a page 
fault on the table it maintains to handle page faults. 

Disk sectors, disk records, core blocks and core segments are bottom 
level objects and have no map. The quota cell table (QCT) and the virtual 
processor table (VPT), which serve to store the maps of quota cells and 
virtual processors respectively, will be discussed later. Let us say for now 
that the QCT is an active segment and the VPT a core segment. 

b. Program dependencies. 


Program dependencies are those that make any type manager dependent on 
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one or more other type managers for storing the procedures and data bases that 
implement it. By examining the implementation of maps, we have answered the 
question of the implementation of every data base in figure 4.5 except the 
CMAP and the FSDCT. Since these tables are used below the level of the paging 
mechanism, they must be core resident. Thus, they are core segments. 

We must now discuss the implementation of the procedures and the working 
storage for each type manager. In Multics, the working storage is constituted 
by an Algol-like push-down stack for storing the local variables and the ; 
argument lists of pending procedure invocations. 

For the implementation of procedures in MSS, one must consider two 
environments of execution, the core resident environment and the. paged, 
permanently active (paged for short) environment. The core resident 
environment is implemented entirely by core segments and the paged environment 
is implemented entirely by active segments, These active segments are in ~ 
practice permanently active because the segment deactivation algorithm, which 
operates in the segment manager, can only deactivate (i.e. request the 
deallocation of) active suuacnts that are components of segments. It does not 
see and cannot operate on any other active segment because it does not have 
any ASTEPs to name them. 

The core segment manager is implemented entirely by hardware operations. 
Thus, it is in neither the resident nor the paged environment. It is ina 
hardware environment below both. The core resident environment comprises the 
disk sector manager, the disk record manager, the active segment manager, the 
page frame manager, the core block manager and the virtual processor manager. 
All other type managers are in the paged environment. 

The active segment manager must execute in the paged environment because 


it would depend on itself if it executed in the other. The page frame 
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manager, the core block manager and the disk record manager must execute in 
the resident environment because they implement the mechanism for supporting 
non-core resident information containers and cannot depend on this mechanism, 
The disk sector manager executes in the resident environment fore fie (andy 
only to avoid taking page faults when READing or WRITing a disk sector. The 
virtual processor manager executes in the resident environment by construction 
(see later). All other type managers can safely operate in the paged 
environment. 

Now consider the implementation of stacks. The type managers executing 
in the core resident environment obviously require a core resident stack. The 
implication of this statement is that any procedure in the paged environment 
that calls a procedure in the resident environment must pass its arguments to 
the called procedure on the core resident stack. This ig se praxtieal 
consequence of the information level rule. Since the resident environment 
knows only about core segments, it cannot accept arguments that are not in a 
core segment. This constraint is enforced by the tyee checking mechanism, 
which will refuse to compile a type manager that passes non-resident arguments 
to a resident type manager. | 

A priori, one resident stack per user process can be used to pile the 
pending invoeabions of all resident type managers in that process. This stack 
must be stored in a core segment that is of a size sufficient to hold the 
deepest pile of pending invocations that can possibly occur along any 
computation path through the resident type managers. NSS embodies a similar 
design constraint in that the resident part of the system (traffic control and 
page control) must use a special stack that is stored in a core resident 
(actually permanently active and non-pageable) segment. In fact, in NSS, 


there need not be one such stack for each process that can execute resident 
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code because, by design, only one process at a time can execute in traffic 
control and one in page control. In practice, there is one such stack for 
each physical processor. Even though only two processors may be executing 
resident code (one in traffie control and one in page control) at the same 
time, every processor needs. its own stack because, while two processors are 
executing resident code, all others might be waiting (e.g..on the traffic 
control lock) in an idle loop to start executing that resident code and. while 
doing so need to store-the arguments that will be passed .to the resident code. 
as soon as it is entered. Thus, we recommend an analogous design for MSS,. 
where traffic control is:to be read as the virtual. processor: manager (see 
further) and page control is to be read as‘the other. resident type managers. 

‘The implementation of a stack for the paged environment: is somewhat more 
tricky. Whatever the type of that stack is, every argument passed from the 
user..environment into the paged environment must be stored into. the stack for 
the paged environment. A type manager (e.z., the connected segment. manager) 
of the paged environment cannot access an argument stored in a random segment 
because that segment. may be of a type defined at a higher level (e.g. known 
Segment). This is again an information level problem. But this time, the. 
user who passes the argument is not.subject to the compile-time type checking 
mechanism that the system programs are subjeet.to. Thus, it may in effect 
pass an argument stored in a random segment. Consequently, at the user 
interface but inside the paged (type checked) environment, there must éxist 
conversion routines that accept user. supplied :arguments stored in any type of 
segment and copy them into the paged stack. The need for ‘such routines was 
not felt in the early days: of Multics and many. system problems (including 
crashes) resulted from the. absence of such routines. 


A priori, one would be tempted to implement one: -paged- stack per user 
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process with an active segment having.a number of pages (CSL) sufficient to 
hold the deepest possible pile of invocations in that process along any 
computation path through the paged environment. In fact, it is necessary that 
the per process stack be a (permanently) active segment. However, this is not. 
sufficient. The stack under concern is used, among other cases, while 
handling segment faults. Thus, a process must never take a segment fault on 
its paged stack to avoid infinitely recursive segment faults. In other words, 
the paged stack must be implemented by a permanently connected segment (that 
is itself implemented by a permanently active segment). With the DSG and the 
KST, the paged stack of a process is the third and last. permanently connected 
segment needed in every process.. The obvious. question to ask now is: why do 
we explicitly state that the stack is a permanently connected segment while we 
do not explicitly state that the procedures of the known segment manager, 
which handles segment faults, are permanently connected? . The answer to this 
question will become clear in the next paragraphs. In short, two. kinds of 
address spaces are defined: per process address spaces and per processor | 
address spaces. Since all user processes share the same stored procedures to 
- implement the paged type managers, SDWs for such procedures may be stored in 
per processor address spaces, which contain only: permanently connected SDWs, 
as will be seen. Thus, the procedures of all paged type managers are de facto 
permanently connected. However, the. working storage of. the: paged environment 
cannot be shared by all user processes like the procedures are. Every process 
may be doing its ow computation in the paged environment at a given time. 
Thus, the SDWs for the paged stacks may not be stored in per. processor address 
Spaces because a per processor address: space is shared. by all. the processes 
that at one time or another get to execute on the corresponding processor. - 


SDWs for paged stacks must. therefore be stored :in per process. address spaces, 


¥51 


i.e. in what we have called so far DSGs. We explicitly insist: that SDWs for | 
paged stacks be permanently connected because SDWs in user DSGs normally are 
not. 

c. Address space dependencies. 

This fourth kind of dependency is due to the implementation of the 
address space of a type manager. .In.NSS, the address space is implemented on 
a per process basis. The address space of a sg -kipeasewastevactiiea by a DSG. 
Because DSGs are permanently connected segments in MSS,:at least all type 
managers below the connected segment manager cannot use a DSG as. the 
realization of their address space. This is example of a situation where the 
dependency graph suggests that the NSS design is inadequate and another 
abstraction (namely core segments) must be used to implement the address space 
that part of the virtual memory mechanism will be executing in. 

To achieve a proper design for MSS, we recommend the:.following: hardware. 
architecture. Rather than. using sniipcons banaue conus quautsy one. .DSG while 
it executes, a processor should use two DBRs, DBRO.and.-DBRI, defining 
essentially two domains of. execution, Any segment number below a fixed . 
boundary. is interpreted. by the hardware.as an index denoting a SDW in the DSG 
denoted by DBRO. The value of the fixed boundary. is subtracted from any 
segment number superior or equal to it and the:result is used as an index 
denoting a SDW in the DSG denoted by DBRl1. The DBR1 is similar to the DBR in 
NSS. It denotes a DSG that is a permanently connected: segment and contains 
the map of ali connected segments. It is used to address:all segments that. 
may be connected, the paged stack, the KST and the: DSG itself: within the 
running process. The DBRO is not a per process DBR but a per processor DBR 
that denotes a core descriptor segment (CDSG) implemented by.a core segment. 


The CDSG is a repository for the. SDWs of all.the active and core. segments 
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implementing all system procedures, data bases and maps, except the paged 
stack, the KST and the DSG of every process, precisely because there is one of 
each per process and their SDWs cannot be stored in per processor CDSGs. One 
CDSG is defined and initialized for each processor. It contains the SDW for 
the core stack of the corresponding processor. The use ofa per processor 
CDSG eliminates the need to load and unload processes in MSS. Indeed, SDWs 
for the core segments implementing the active eébacnt Matased and lower level 
type managers are in the CDSG that is a core resident segment and never needs 
to be loaded and unloaded. 

d. Interpreter dependencies. 

Every type manager of the virtual. memory mechanism has to depend on an 
abstract code interpreter to execute its procedures. On the other hand, 
modules implementing abstract code interpreters: (virtual: processor type 
managers) must depend on some virtual memory type managers to: implement their 
maps, programs and address spaces. One must. therefore pay attention not to 
introduce any dependency loop in the system’ by making a type manager P 
implementing a abstract code interpreter depend on a type manager M 
implementing an abstract information container and at the same time making M 
dependent on P to implement its code interpreter. 

This dependency loop between the virtual memory and virtual processor 
mechanisms is present in most existing systems in one form or another. In 
NSS, it is.manifested among other instances by the loop between. traffic 
control and page control, where page control depends on traffic control to do 
processor multiplexing while traffic control depends on page control to load 
and unload processes. : 

Solutions are proposed to solve the problem of mutual dependency between 


the virtual memory and virtual processor méchanisms both in [Saxena76} and in 
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{Reed76]. The two solutions are very similar in nature. They consist of 
interleaving layers of the virtual memory and virtual processor mechanisms. 
Reed’s solution is interesting because it implicitly uses a type extension 
concept very similar to ours to implement abstract. code interpreters in two 
layers (see figure 4.5). The top layer implements user processes as we have 
defined them in the description of NSS. The bottom layer implements virtual 
processors. User processes are implemented in terms of virtual processors and 
virtual processors are implemented in terms of physical prseeacons (not 
represented in figure 4.5 because they are implemented in hardware, entirely 
below the virtual memory mechanism described by the figure). The virtual 
processor. manager multiplexes physical processors among. virtual processors. 
The user process manager multiplexes virtual processors among user processes. 
User processes are bound to virtual processors at the request of the 
scheduler, which is a piece of the user process manager that executes in a 
dedicated (permanently allocated) virtual processor. A.user process is 
unbound from its virtual processer.component whenever that component "finishes 
its current task", i.e. when it goes blocked, waiting for a user generated 
event. 

The dependency loop between the. virtual memory and virtual processor 
mechanisms is avoided in the following way.. The user process manager freely 
takes advantage of virtual memory facilities... However, no virtual Memory type 
‘manager depends on it to interpret its code. Virtual memory type managers can 
be entered only-as a result of.user initiated calls or as.a result of taking a 
processor exception that. always leads to either handling the. exception and 
restoring the processor state or aborting the computation and signalling an 
error to the user. Thus, while executing in the virtual memory mechanism, a 


user process may temporarily lose its physical processor subcomponent (e.g., 


154 


while waiting for paging 1/0). However, it wili never loose its virtual 
processor component as all computation paths in: the virtual memory mechanism 
are finite and ultimately return control to user modules without ever. putting 
themselves in a situation of waiting for a-usSer generated event. .In addition, 
the user process manager could not accidentally unbind a.user process from its 
virtual processor component while the latter executes system code because the 
virtual processor manager refuses to deallocate (unbind) any virtual processor 
of which the instruction register currently points: to a SDW in the CDSG, 
thereby indicating that it is executing system code. Thus,.virtual memory . 
type managers depend on the virtual processor manager to interpret their code 
and not on the user process manager. In turn, the virtual processor manager 
depends only on the core segment manager to implement its. maps, programe and 
address space, i.e. it is entirely core resident. (As explained earlier, the 
core segment manager does not depend on the virtual processor manager to 
interpret its code because it is implemented entirely in hardware. ‘Thus, the 
core segment manager depends only ea hardware-processors, which in turn do not 
depend on anything because they are bottom level objects.) 

With these last dependencies, we have a complete list of the dependencies 
in MSS. Figure 4.6 represents the dependency graph of MSS. The line cutting 
across the figure separates the paged environment from the resident 
environment. Every box represents a type manager. Solid lines represent 
component dependencies.’ Dashed lines represent map dependencies. Certain map 
and all program, address space and interpreter dependencies. are omitted from 
the figure to avoid confusion. The dependencies. that. are omitted are- trivial 
anyway. The graph summarizes component dependencies and some non-trivial 


dependencies for maps. 
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Solutions to problem areas. 
In this last section on MSS, we will discuss how MSS handles the 


situations that caused modularity and structure problems in NSS. While doing 


so, we will describe the mechanical sequence of operations for handling all 
system events, i.e. page faults, quota faults, OOPV conditions, bound faults 
and segment faults. | 

a. Page fault pending: 

In NSS, the page fault handler was required cos etaulace the ‘addressing 
hardware to get at the PTW that caused a Rane fault. The page fault handler 
could not use directly the absolute address of the PIW left in chia copy of the 
processor state at the time of the: fault because that PEW might have been 
deallocated between the time it.was faulted on sua ei cies the page fault 
handler could actually process the fault. As a rine the fault handler’ in 
page control had to depend upon the meaning of SDWs in address space control. 

An apparent solution to the problem in MSS would be for the hardware to 
signal page faults to the connected segment ddiseen so that it could interpret ; 
the SDW and then pass the fault down with cig: Gheckate address of the faulting 
PTW to the page frame manager. In fact, this does not solve the problem. It 
is still possible for the page frame to be deal located between the time the 
SDW is interpreted in the conneeted segment manager and the time control is 
given to the page frame manager, for instance, if the segment containing the 
page frame is deactivated during that time window. 

Instead, a way is needed to guarantee that a page frame cannot be 
deallocated between the time it is faulted on ana the time its disk record 
component is copied into a core block. Thus, ve: recommend that when a 


physical processor faults on a PTW, the PIW be locked so as to indicate that 
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the corresponding page frame cannot be deallocated until the I/O operation it 
is subject to completes. 

This. solution is adequate but raises one ‘problem. By setting a lock by 
hardware in a PTW, a virtual processor can prevent the page frame from being 
deallocated. But it will not prevent other virtual processors executing on 
other physical processors from faulting on the page frame. What strategy must 
be used in this case? If a virtual processor faults on a PTW that is locked, 
it cannot afford to wait in an idle loop for the lock to be reset because this 
lock will be set for the entire deeetion of the 1/0 operation on the page 
frame. Thus, if a faulting virtual processor sees a lock set in a PTW, it 
must invoke the virtual processor manager to put itself on a waiting list for ~ 
the occurrence of the 1/0 completion event corresponding to the page frame it 
faulted on. When the event occurs, the PTW is unlocked and all virtual 
processors waiting for the event are be notified. At this point, these 
virtual processors should not lock the PTW but stiould simply restore the 
processor state that existed before the fault they took to retry referencing 
"the page frame. Chances are high that the page frame will be in coré: If so 
there is no need to lock the PTW. Or the page frame may have been deallocated 
between the time it was unlocked and the time the waiting virtual processors 
were notified, which is why these virtual processors should not lock it anyway 
and must restart the faulting computation. 

Another problem is now raised. This is a traffic control problem 
examined by Saltzer [Saltzer66] and called the wakeup waiting problem. Assume 
a virtual processor A faults on and locks a PTW. Towards the end of the 1/0 
operation on'the affected page frame, a virtual processor B faults on the PTW 
and finds the lock set. Assume further: that the I/0 operation completes then 


and is notified to all waiting virtual processors before B has had a chance to 
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put itself on the waiting list for the event, If so, B will go blocked and 
wait for ever for an event that has already occurred. Saltzer has described 
the following solution to this problem. 

A so called wakeup waiting switch for the 1/0 event is associated with B. 
The virtual processor manager first notifies all waiting virtual processors of 
the 1/0 completion event and then sets the switch of B. On its part, B first 
resets its switch and then calls the virtual processor manager to put itself 
on the waiting list. The virtual processor manager will do so only if the 
wakeup waiting switch of B is still off. If it were.on,.it would mean that 
the event. B was going to be waiting for has just occurred and it is not 
necessary for B to wait any longer. 

The question is; how does the virtual processor manager know what virtual 
processors (like B) are interested in an 1/0 completion event it is 
signalling? The answer is simpler than it may seem. Since virtual processors 
cannot be preempted while executing system code, as explained earlier, a 
virtual processor handling a page fault either is currently running on a 
physical processor or.is already waiting for some 1/0 completion event. Thus, 
virtual processors interested in a specific 1/0 completion event and not yet 
on the waiting list for it can only be among the virtual processors that are 
currently running on a physical processor. Thus, the wakeup waiting problem 
for PTW locks in MSS can be solved with two hardware registers in each 
physical processor. When a physical processor takes a page fault and finds 
the PIW locked, it posts the absolute address of the faulting PTW in the first 
register and turns off the wakeup waiting switch in the other register, all in 
one atomic operation, to prepare itself to invoke the wait primitive of the 
virtual processor manager. On its part, the notify primitive of the virtual 


processor manager first notifies waiting virtual processors and then 
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broadcasts to all physical processors the identity of the PTW event it just 
notified. If this Anas matenes the one in the first register of a physical 
processor, that processor turns on its switch in ‘the accord register. “This — 
will indicate to the wait primitive of the virtual processor manager that the 
event the virtual processor wanted to wait on has already occurred. 

In fact, the lock in a PTW serves a more general purpose. It means that 
some (any) I/O operation is going on on the PIW, as a result of a page fault 
or of a decision of the page removal algorithm. ‘The reader can verify fot 
himself that the operation of the wakeup waiting switch is not affected by the 
more general meaning of the PTW lock. The page removal algorithm operates, as 
¢eceanended by Huber [Huber76], in a virtual processor that’ is dedicated to 
executing just that algorithm. The algorithm is implemented as part’ of the 
page frame manager even though the circular list of core blocks that is the” 
basis of the algorithm is maintained by threading CMAP entries together in the 
core block @ansner, The core block Siksact acts as a subroutine to the page 
frame manager both for allocating and deallocating core blocks. However, the 
driving procedures both for the page fault and the page removal algorithms are 
part of the page frame manager. this explains why the core block to page 
frame and core block to disk record bindings that are kept in CMAP entries’ 
remain uninterpreted at the core block level. They are kept only on behalf of 
the page frame manager. 

In the implementation of NSS (and MSS by inference), the mechanism for 
deactivating a segment is triggered only after the ségitent is disconnected in 
all processes. Since a virtual processor needs a SDW to get at a PTW, a 
virtual processor could never take a page fault on a segment being © 
deactivated. Thus, it is not necessary that the page frame deallocation 


algorithm, which is invoked to "deactivate™ the page tabte of a segment, set — 


160 


the PIW locks while it cleans up the page table. However, not setting the 
locks is assuming something about the Segment disconnection algorithm and thus 
depending on the correctness of higher type managers. Hence, = sectasead | 
setting PTW locks while deallocating a collection of page frones as desirable 
for clarity although not necessary for proper operation. | | 

b. The quota mechanism. 

The manipulation of quota cells in NSS is a major source of problems 
because it occurs at page control level while quota cells are stored at 
segment control level and related by a hierarchy defined at directory control 
level. 

There are two reasons why quota cells are manipulated by page control in 
NSS. First, quota faults are not distinguished from page faults by the 
hardware. Thus, they are passed to the page fault handler in page ee 
Second, in response to a quota fault, a disk record must be allocated acid made 
a component of a page frame. Since this part of quota fault handling occurs 
in page control anyway, NSS implements all of quota handling in page control 
so that the manipulation of quota cells is protected by the page control lock. 
The above reasons are plausible excuses for manipulating quota cells in page 
control but they are not sufficient to warrant doing it that way in a 
well-organized system. 

In MSS, the hardware is modified so that quota faults are distinguished 
from page faults. (The hardware is also modified so as to avoid taking a 
quota. fault when only reading a zero (null) page. A word of rere is simply 
returned.) Quota faults should not be regarded as page related events since 
no page exists when they occur. Quota faults should instead be regarded as 
segment related events. Thus, quota faults do not involve locking a PTW. 


They are directed into the known segment manager and appear as an error return 
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from an operation to write into a connected #egment. the known segment 
‘manager translates the segment number of the segment to be grown into a UID 
and then invokes the segment manager, which will handle the fault. If the 
segment to be grown is deactivated by then, the segment manager simply returns 
and the reference that caused the quota fault must be retried. 

If the segment to be grown is active, the segment manager will drive the 
operations to allocate the page frame and manipulate the quota cell. However, 
the operations themselves are carried out by the page frame manager on one 
hand and by a new type manager, called the quota cell manager, on the other 
hand (see figure 4.6). 

The quota cell manager manages the QCT, which contains one entry per 
quota cell. A quota‘cell is named by the relative pointer (QCTEP) to the 
entry that implements it in the QCT. The quota cell manager supports the-CU, 
MQ and RU operations. The quota cell manager is designed to fulfill the lack 
of a type manager dedicated to implementing concepts (quota faults and quota 
cells) that are logically related but are scattered across several modules in 
NSS. Under its quiescent state, the quota information associated with a 
directory is not called a quota cell and is stored as uninterpreted bits in 
the VIOC eritry of the directory. The quota infdérmation is copied into a quota 
cell of the quota cell manager only while it might be- used, i.e. while a 
segment below the directory is active. Thus, the quota cell manager really. 
implements the concept of an active quota cell. The segment manager maintains 
the UHT to map UIDs of-segments into corresponding ASTEPs and (PVTX, VTOCX) 
pairs. It. also maintains, in a similar way’, a hash table associated with the 
UHT, which maps UIDs of segments representing directories into corresponding ~ 
QCTEPs and (PVIX, VIOCX) pairs. In eS8sence, this second UID: hash table maps 


UIDs of quota cells into-passive quota cells and active quota cells. The 
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activation of quota cells is done as follows. 

When the segment manager is invoked to activate a segment, it must be . 
given the (UID, PVID, VIOCX) for that segment and the list of similar triples 
for all superior directories, in order. (We will see soon that it is always 
possible to generate this list because the only type manager to ever request 
that a segment be activated is the known segment manager and every KST entry 
contains the triple for the corresponding segment as well as the segment 
number of the KST entry describing the parent of that segment.) After the 
segment is activated, the segment manager searches the table associated with 
the UHT for the UIDs of all superior directories to find out what superior 
quota cells are already active. It activates those that are not, using the 
list of (PVID, VIOCX) pairs. The procedure for deactivating quota cells will 
be explained soon. 

At this point, the following has been gained over NSS. First, thanks to | 
a separate quota fault mechanism and the creation of a dedicated quota cell 
manager, the actual allocation of a page frame occurs in the page frame 
manager while the manipulation and the storage of (active) quota cells is 
under the responsibility of the quota cell manager. Second, since (active) _ 
quota cells are stored in the QCT of the quota cell manager as opposed to the 
AST, segments and directories can be deactivated uniformly, without any 
consideration of hierarchy at the segment manager level. However, three 
problems remain. 

First, while the segment manager and the passive. segment manager see 
quota information, the quota cell manager is responsible for handling quota | 
cells. Thus, when a request to access a quota cell is passed to the segment 
manager, the segment manager may not directly reference the quota information. 


A strict type extension view says that the segment manager contains the 
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mechanism to activate segments and quota cells but not to manipulate them. 
Thus, the segment manager may never directly updaté quota information. It 
must always activate the quota cell first and then operate on it via requests 
to the: quota cell manager. The quota’ cell manager guarantees the correct 
Management of-a queta cell given the- information in that cell; But the 
segment manager is responsible for the integtity of that information. (To 
parallel this situation, the active segment manager guarantees the semantics 
of the CSL, MSL and CRU of an active segment while the segment manager is — 
responsible for the integrity of those items between activations.) 

‘Second, in order to support the’CU operation to grow and” shrink segments, 
every segment that is active (susceptible to grow or shrink) must now be bound 
to the quota cell of its parent directory. Every UHT entry {1) could contain 
the QCTEP of its parent directory quota cell. On a quota fault, the segment: 
manager would then extract this QCTEP from the’ UHT entry and present it to the- 
quota cell manager to perform the CU operation. 

Finally, there is the problem of the quota cell hierarchy. This 
hierarchy is fundamental to the CU operation and it must be used to decide how 
quota cells may be deactivated. Indeed, ‘directories and segments can be 
deactivated uniformly only because quota cells have been removed‘ from the AST. 
However, the concept’ of a hierarchy must now éxist among quota cells in the’ 
QCT to allow a CU operation to walk up the hterarchy-of quota cells, updating 
all cells up to and including the ‘quota eéll of the lowest quota directory, 
and to prevent quota célls from being deactivated as léng as’ any’ segment that 
is lower in the hierarchy is active. Thus, quota cells in the QCT must be 
(1) This is true cole for UHT Snevies corccaponding to sagnente chee are 
charged to a quota-cell. Directory segments: and é¢ven: some’ user: segments are © 


never charged to any quota cell. The UHT entries for such segments point to 
no quota ‘cell. Be ay &, ee ES Ae ein etter ee Meta gs 
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threaded to their parent just as AST.entries were in NSS and they must contain 
a count of inferior active segments. This defjnes a.hierarchy-of. quota cells. 
.,. The quota cell deactivation algorithm may be part of the segment | 

deactivation algorithm. Every time a segment is. successfully deactivated, -the 
segment manager calls the quota cell. manager,.to find out whether. the quota. 
cell associated with the parent,directory of the deactivated segment has any 
other segment charged to. it currently. active... If not, the segment manager 
requests the deactivation of the .quota cell. and. repeatedly calls the quota 
cell manager to walk up.the hierarchy of quota cells: until.a cell is found., 
that cannot be.deactivated because, it has a segment charged to it currently 
active. . J 

While this design is plausible, it has several disadvantages. First, the 
ability to deactivate segments and directories uniformly isan advantage but 
the price we have paid for this advantage is dear. A list of. (UID, PVID, 
VTOCX) triples must be given to activate any, segment so that the hierarchy of 
quota cells above that segment can be reconstructed. Second, the sheer idea 
of maintaining a hierarchy of quota cells. is a source of.complexity for the | 
quota cell manager. Of course, the hierarchy is necessary.to support the MQ 
operation but it would appear redundant to keep a duplicate copy.of that 
hierarchy in the quota cell manager while it also exists. (in a less accessible 
form) in the directory manager, Would it. not be possible to have a quota cell 
manager that can move quota between any two quota cells. and let the direetory 
manager constrain which two quota cells can.be subject to a specific MQ 
operation? The following paragraphs explain how this is possible. 

The hierarchy of quota cells is kept in the quota cell manager so that 
when a CU Seevavion 46 performed, the U field. of the.chain of affected quota 


cells may be updated. “However, the CU operation updates the U in the chain .of | 
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indirect quota cells not for itself but to support the MQ operation. When a 
directory changes status from quota to non-quota or vice-versa asa result of 
a MQ operation, the U of its associated quota cell has to be added 
to/subtracted from the U of the quota cell of its parent. If the CU operation 
did not maintain the U for all quota cells, changing the quota status of a 
directory on a MQ operation would require computing its U at the time of the 
operation. This means adding the CRU of all the segments in the subtree below 
the affected directory, which may be a very expensive task. In fact, it is an 
impossible task because it would require "freezing" the subtree and the CRU of 
every segment in the subtree so that the computation would be consistent and 
look atomic. "Freezing" would require the use of a lock keeping every process 
temporarily out of both the segment manager and the directoty manager since 
the computation requires adding quantities that are defined at the segment 
level but are related by a hierarchy defined at the directory level. Such a 
lock would violate modularity and is thus ruled out. — 

Based on the observation that all quota céll threads and the associated © 
complexity in the quota cell manager result from the need to support the MQ 
operation, we suggest a slight change to the definition of the MQ operation 
that will eliminate these problems, When the directory manager is invoked by 
a user to move quota between a parent directory P and one of its sons S, it 
passes the call down through the segment manager to the quota cell manager and 
tells the quéta cell manager whether S contains any entry. If as a result of © 
the MQ operation defined in NSS, S would not change quota status (i.e. from 
quota directory to non-quota or vice-versa), the new MQ is defined to perform 
like the original one. But if S would change quota status according to the 
original functionality of MQ, the new MQ will letthe change occur as expected 


only if the directory manager indicated that S is empty (contains no entry). 
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If S is not empty, the new MQ operation is defined to abort and return an 
error code indicating that the move is illegal. Thus, the new MQ operation is 
identical to the original one except for the fact that one may not move any 
quota to a non-quota directory or remove all quota from a quota directory if 
that directory contains one or more entries. This modification has two 

conse quences. 

First, when the quota cell manager moves quota down from P to S, which is 
assumed empty and non—quota, it need not read the U of S to subtract it from 
the U of P because the U of S is guaranteed to be null since S is empty. In 
other words, it is not necessary to ever maintain the quota cell of a 
non-quota directory because the only useful item it used to contain was the U 
field and the new MQ operation never looks at it anyway. 

Second, in addition to not maintaining the quota cell of a non-quota 
directory, it is not necessary to thread quota cells together. Since a quota 
directory can become a non-quota directory only if it is empty, it is 
guaranteed to not change status as long as there is any segment charged to it. 
Thus, a segment can be charged directly to the same quota cell during its 
whole life because the existence of the segment guarantees that all 
directories above it are not empty and therefore cannot change status. 

In consequence, when a directory entry is created, it should be tagged 
with an integer N indicating how many levels higher in the file system 
hierarchy the lowest quota directory is. This. integer is incremented by one. 
at each level of the hierarchy unless a new quota directory is created, in 
which case the integer is reset to 0. When a segment is initiated, the KST 
entry should be tagged with the integer N of the corresponding directory 
entry. Finally, when the segment is activated, the known segment manager, 


which always requests the activation, as will be seen, need not construct a 
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whole list of (UID, PVID, VTOCX) triples but need only retrieve the triple for 
the iseccerhaseaaieeses above the segment being activated. Retrieving this 
triple is easy since every KST entry is bound by segment number to the KST 
entry for the parent directory of the segment it describes, the KST entry of 
the segment to be activated contains’ the integer N telling how many KST 
entries "above" the current one must be followed to reach the lowest quota 
directory, and the KST entry for that quota directory contains the desired 
triple, as will be seen soon. . To control the deactivation of quota cells, it 
is sufficient to have a count in each quota cell of the number of segments 
charged to it that are currently active. 

While the functionality change we recommend for the MQ operation may 
sound drastic, experience with Multics shows that it would not be in practice. 
A data collection experiment on Multics has shown that almost’ all quota 
directories are so-called project directories or user directories. (Each 
project on Multics has its own directory and @ach user has its ow directory 
that is a son of the directory of the project the user 1s working on.) Such 
directories are quota directories from their creation to their destruction, 
i.e. since a time when they are obviously: empty to’ a time when they have to bé 
emptied anyway. Only on the order of a dozen directories were made quota 
directories by individual users. For such users, it is still possible to © 
simulate NSS with MSS if they want to move quota to a non-empty non-quota 
directory or to remove ail quota from’a non-empty. quota directory. They ¢an 
create an empty directory named X, move quota-to it, then- move the subtree 
below: the original directory into X, delete the original aneeeuess and rename 
X after the original directory. This*is-an involved operation that requires 
extra quota for the transition state with two directories but: it should 


satisfy the: need of the few sophisticated users who would ever want to use it. 
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As we have designed it, the MSS quota mechanism is perfectly clear, 
structured and modular. The policy for the. MQ and RU operations, which are 
based on the existence of a hierarchy and are conditional on certain directory 
attributes, is defined at the directory level. However, the.directory manager 
does not know anything about the storage and the manipulation of quota cells. 
This mechanism is implemented by the quota cell manager, which in turn ignores 
everything about the hierarchy. All the quota cell manager needs is a count, 
in each quota cell, of how many inferior segments charged to it are active. 
This count is updated by the segment manager every. time a segment is activated 
or deactivated. The page frame manager is not at all involved in the 
management of quota cells. It only allocates page frames upon requests 
originating from the segment manager, after the quota cell manager has 
authorized such allocation. 

c. OOPV conditions and access recalculation. 

OOPV conditions and access recalculation cause modularity and structure 
violations in NSS because they require accessing information that resides at 
directory control level ((PVID, VIOCX) and access control list) but they are 
handled at lower levels (segment control and address space control). 

These two problems admit of similar solutions in MSS. It is tempting to 
say that OOPV conditions and segment faults should be reflected as high as the 
directory manager since that is where the necessary information is stored to 
handle those events. However, OOPV conditions are events detected on only a 
very small subset of quota faults. Since the occurrence of an OOPV. condition |. 
can be detected only after some processing has been-done, the proposed design 
would imply that all quota faults be. reflected as high as. the directory 
manager level. This design is not plausible because quota faults are error 


returns from operations on segments: and: have nothing to do with directories. 
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As to segment faults, it would be inappropriate to reflect them to the 
directory manager. Segment faults are PACTr involving the address Space of a 
process and not the whole file system. Thus, segment. faults as well as quota 
faults should be reflected no higher than the known segment manager. 

In NSS, the address space control module uses the (parent segment number, 
UID) pair in the KST entry of a faulting segment to update the (PVID, VTOCX) 
of the segment on an OOPV condition and to get the (PVID, VTOCX) and the 
access control list on a segment fault. Such a design. is ruled out in MSS 
since we declared earlier that the known segment manager may never interpret | 
the binding between a KST entry and a directory entry to access or operate on 
the directory. This would violate the partially ordered structure of the 
dependency graph. 

In MSS, not.only the UID and access information but also the (PVID, 
VIOCX) of a segment are stored in its KST entry. Thus, as long as. these 
attributes do not change, segment fault (and bound fault) handling is more 
efficient than in NSS as it does not require getting at the directory entry.at 
all for either the (PVID, VIOCX) or the access control list, Activation and 
connection of a segment can always be requested directly by the known segment. 
manager without requiring accessing. directories. 

Access must be recalculated in NSS when,,the. DTEM in the directory entry 
is more recent than the. DTEM in the KST entry. In -MSS,.the comparison between 
two such mixariees cannot be made by the, known segment manager since it 
cannot read the directory or invoke the directory manager to read it. Thus, 
instead of using DIEMs. to decide whether access must be, recalculated, we | 
propose. using a dedicated attribute, called date-timeraccess-modified (DTAM) , 
that is stored in the VTOC entry of every segment below the known segment _ 


manager level rather than in the directory entry above the known segment 
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manager level. Every time the access control list of a segment is modified, 
the DTEM and the DTAM must be modified. On a-segment fault, the known segment 
manager invokes the connected segment’ manager through the segment manager to 
reconnect the faulting segment. It passes to the segment manager the UID, the 
(PVID, VTOCX), the access information and the DIAM that are stored in the KST 
entry. If that DTAM happens to be less recent than the DTAM in the VTOC 
entry, indicating that the access control list has changed, the segment 
manager simply returns an access fault code to the khown segment manager. If 
the UID that is found in the VTOC entry denoted by the €PVID, VIOCX) is not 
the UID that was given by the known’ segment manager to the segment manager, 
indicating that the segment with the given UID has been moved, the segment 
manager returns a move fault code to the segment manager. In either case, 
when the known segment manager receives a fault code, it deduces that the KST 
entry is no more up to date. It thus returns to the quiescent state and 
notifies the directory manager that the KST entry needs to be updated if it - 
cares to proceed. 

One problem remains to be solved. Changing an access control list is the 
result of a user call to the directory axsecses The directory manager is ina 
position to request updating the DTAM in the VTOC entry and the access control 
list in the directory entry without causing violations of organization. 
However, changing a (PVID, VTOCX) is the result of an OOPV condition, which is 
detected by the disk record manager when it cannot find a disk record to 
satisfy a quota fault. Thus, the disk record manager must return an OOPV code 
to the page frame manager, the page frame manager returns the code to the 
active segment manager, the active segment manager to the segment manager and 
the segment manager to the known segment manager that originally intercepted 


the quota fault. Unfortunately, the known segment manager is not in a 
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position to move the affected segment, much less to update the (PVID, VTOCX) 
in the directory entry. Our design specifies that the ‘known. segment manager 
must again return to a quiescent state and notify the directory manager ‘to let 
the move happen and the directory be updated. 

The MSS answer to both access recalculation and OOPV handling is based -on 
the comparison of DTAMs or UIDs in KST and VIOC entries and on notifications 
from the known segment manager to the directory manager. The known segment 
manager transfers to the directory manager on quota faults it cannot handle 
because of OOPV conditions and ‘on segment faults it cannot handle because of 
an out of date KST entry. In both cases, when it. receives control, the 
directory manager can move the segment or update the KST entry as appropriate 
by invoking respectively the segment manager: or the known segment manager with 
information it keeps. After doing so, it can invoke the known segment manager 
to retry processing the quota/segment fault it was handling and restore the 
processor state that existed before the fault. Notice that the known segment 
manager does not depend on the directory manager because it cannot be hurt if 
the directory manager fails to call it to finish up its task. The known 
segment manager only performs a service for the directory manager. It 
notifies OOPV conditions and out-of-date KST entries and. is willing to support 
quota and segment fault if the directory manager cares to invoke it for that 
purpose. The known ‘segment manager is not dependent on the directory manager © 
any more than the hardware notifying quota and ‘segment faults is dependent on 
the known segment manager. 

d. Segment deactivation. 

So far, we have examined how dependency stucture violations: that existed 

in NSS were avoided in MSS. -All violations of modularity that. existed in NSS. 


are fixed in MSS in the sense that every module in MSS manages its own data - .. 


172 


bases. However, the radical decision not to share data bases may have an 
impact on the design in certain cages. It does. in the case of the AST. In 
NSS, segment control and page control. share access to the AST. For every 
segment in the AST, page control maintains a running total of the number of 
pages in core, a "file-modified" switch and a."file-map-modified" switch that 
are used to deactivate segments. Such items eannot be maintained by the page 
frame manager in MSS because it is totally unaware of the grouping of pages 
into segments. This is indicated by our earlier declaration that there is no 
binding from a PTW to the segment that contains it. 

In MSS, the segment deactivation algorithm is executed as part of.the 
segment manager but in a dedicated virtual processor that runs in parallel to 
virtual processors implementing user processes, Thus, in a way similar to the 
page removal activity, the segment deactivation activity is a task that is 
performed "on the side" and is asynchronous with the activity of. user 
processes, The segment deactivation algorithm consists of sequentially 
inspecting all active segments that are components of segments to find those 
that have been used. the least recently. This is a sort of.LRU algorithm. for 
segments, In order to record the identity of. all active segments that are 
components of segments, the active segment manager threads them together in a 
circular list on behalf of the segment manager as the core block manager 
threads together the core blocks. on behalf of the page frame manager. Thus, 
the segment manager will never accidentally deactivate an active segment that 
is not a component of a segment (i.e., an active segment used to store the. 
maps, procedures, or working storage of some type manager) because it simply | 
does not have names for them and-they 4re not threaded in the list of 
candidates for deactivation. The selection and deactivation of a segment are 


performed as follows. 
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First, consider the problem of evaluating the usage of a segment, which 
was possible in NSS thanks to the count of in-core pages maintained by page 
control for each segment. MSS answer to this problem is based on the 
observation that it is desirable that the paging activity be heavier than the 
segment activation activity, i.e. it is desirable that there always be many 
more AST entries than there are core blocks. Otherwise, deactivating a 
segment would often require throwing out of core several pages, which makes 
deactivation more expensive. Page removal would be driven mainly by segment 
deactivation and not so much by the page removal algorithm. The hypothesis 
that there should be many more AST entries than there are core blocks in a 
system is verified for all existing Multics installations. Under, this 
hypothesis, there will always be at least one segment that has no page in 
core. Thus, the segment deactivation algorithm that we propose for MSS, which 
looks for a segment with no page in core, performs in practice like the NSS 
segment deactivation algorithm, which looks for the segment with the least 
number of pages in core. The advantage of the algorithm we propose for MSS is 
that it does not require keeping a running total of in-core pages for each 
segment. Instead, to determine if a segment has any page in core, the page 
frame manager can be invoked with the name of the first page frame (PTA) and a 
number of page frames (CSL). Determining if any of these page frames is in 
core is extremely fast as it only requires "ORing" a collection of sequential 
PTWs together and checking if the result of the "OR" operation has the in-core 
flag on. To find a segment that has no page in core, the segment deactivation 
algorithm must repeatedly invoke the page frame manager until it finds a 
collection of page frames of which none is in core. Of course, the "ORing" 
operation may still be somewhat less efficient than directly looking up a 


pages-in-core count. However, experience with Multics indicates that the 
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average CSL of a segment is between one and two pages. Thus, only one or two 
PTWs must. be looked at on the average. 

Now consider the problem of deactivating a selected.segment. In MSS, 
like in NSS, segment deactivation is the time to update the DIM, DIU and. file 
map of a segment in its VTOC entry if necessary. DTU is always updated 
(because the segment would not have been activated if.it were not to be used). 
The DIM is updated only if the segment was written-into. In NSS, this 
situation was detected by looking at the "file-modified" switch. kept by page 
control in the AST entry. For the purpose of detecting this situation in MSS, 
each PTW contains not one but two "modified" bits. They are both set by 
hardware. When the page removal algorithm copies out a page that has been 
modified, it looks at and resets only one bit. The other serves as a-reminder. 
to tell the segment manager at segment deactivation time that the segment 
containing that PIW was modified. In NSS, the file map of the segment must be 
updated in its VIOC entry if the "file-map-modified" switch is on in the AST. 
In MSS, there can be no such switch. Thus, the segment manager proceeds as_ 
follows. The file map of a segment must. be updated if the segment has grown 
or if it has shrunk while it was active. A segment grows as the result of a 
quota fault. Since the segment manager is involved.in- handling quota faults, 
every time it handles a quota fault on. some segment, it can record that fact 
in the UHT entry for the segment to remind itself of later updating the file 
map when it deactivates the segment. A segment-shrinks when the page frame 
manager decides to throw out one of its pages and discovers that the page has 
become null while it was in core, in which case-the page frame manager. 
requests the deallocation of the home disk record of the page and zeroes out 
the disk address field of its PTW. When the time comes to deactivate a 


segment, the page frames of that segment.that: have become null during. the 
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latest activity period are recognized to the fact that their PIW contains a 
null disk address but has the second "modified" bit on. Thus, when the page 
frame manager is invoked to deallocate the collection of page frames of a 
segment being deactivated, it returns the number of the highest page frame 
that is not null and the number of page frames that have become null over the 
latest activity period. The former number becomes the new CSL of the segment. 
If the latter number is not zero, it is subtracted from the CRU of the segment 
and the U field of the quota cell to which the segment is charged. The file 
map is then updated in the VTOC entry. This overwrites the address of any 
disk record that was deallocated by the page frame manager, thereby 
guaranteeing horizontal protection of these disk records. 


5. Structural patterns. 


In producing the design of MSS, we have come across three interesting 
structural patterns that appear to be related to the nature of certain 
problems they solve. The objective of the present section is to review the 
nature of these three patterns and to discuss the Srableas they solve. 
Software caches. | 


The basic pattern is the following. 


container -  .. J. gontainer 
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On several occasions, two kinds of data abstractions are defined to contain 
the same sort of information. For one of them, called-the slow container, 
only two operations are defined. They are READ and WRITE, of . which: the 
purpose is ebviously to extract information. from or- to: pour: down. information 
into:a slow container. Many operations may be defined on: the.other, called 
the cache container. A third abstraction is defined on top of both, of which. 
the purpose is to move information from the: slow-container to. the cache 
container and vice-versa to allow operating. on: that: information while it 
resides in the pachaveantewers The top abstraction may be viewed as a 
functional abstraction if it implements only the movement: of: information — 
between the two lower types of containers... On the other hand, it may be 
viewed as a data abstraction (as we did in MSS) if it SURECEES:: for the nor 


level information containers all the PRSreel one that are supported for. the. 


cache information containers and oceans thes a moving the Gvecaation to 
be operated < on from a | slow container to a cache container and: chan “Lavoking 
the epenettone: on the cache container, thereby aren the encaching/decaching 
function transparent to the user. | : . 
This basic pattern manifests itself in MSS with disk records (slow) , core 
blocks (cache) and page frames (top), with setae pegucits (alow, active 
segments (cache) and segments (top) . It is also found with passive segments 
(slow), quota cells (cache) and.segments (top) from the point of view of quota 
cells. In fact, we could have Amplewentad the concepts of a passive quota 
cell, an active quota cell ania a ees colt dadependentiy from segments, which 
would have isolated the quota cell cache pattern from the ‘segment cache 
pattern totally. Yet, we decided not to do so because “the slow abstractions 
(passive segments and passive quota cells) are very atatler: an far as their 


implementation and maintenance are concerned, and the top abstractions 
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(segment and quota cell) are intimately related by the synchrony of their 
activations and deactivations. Separating the abstractions would have 
increased the complexity of the organization of the system while not reducing 
the size of the passive segment manager or the segment manager substantially. 
Thus, we estimated that it would be better to merge the abstractions at those 
levels. 

On occasions, the management of the slow containers requires so little 
data and is so simple that slow genta ante need not be managed explicitly by 
their own type uganeee: The concept of a slow container is collapsed into 


that of the top abstraction. The following. dependency graph results. 


container 


An example of this pattern is the configured volume manager (cache) and the 
physical volume manager (top and slow) case where a demounted physical volume 
is such a trivial abstraction that it is merged with. the physical volume 
abstraction, i.e. all DT entries are kept together, whether they correspond to 
mounted physical volumes or not. Another example of such collapsing can be 
found below. 

The software cache pattern is not limited to the virtual memory mechanism 
dependency structure. It also shows up in the virtual processor mechanism 


dependency structure, as noted in [Reed76]. Here, the pattern involves 
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abstract code interpreters instead of abstract information containers. The 
virtual processor structure is in fact a triple repetition with collapsing of 


the software cache pattern. 


user 
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Physical processors are high speed code interpreters. Physical processor 
states are loaded into real processors when possible. This represents an 
abstraction called a virtual processor, Virtual processors are capable of 
interpreting virtual processor states. Thus, virtual processor states are 
loaded into virtual processors as these are available, thereby implementing ‘a 
user: process abstraction. In fact, the management of the user process and — 
virtual processor state abstractions is so simple that these abstractions are 
collapsed into the user process concept in MSS. 

Interestingly, one notices that the "slow" type manager tends to depend 
on the "cache" type manager in a software cache pattern. This is betause it 
takes advantage of the software cache abstraction to implement its own 
programs, maps or interpreters. For instance, the passive segment manager 


depends on the active segment manager to implement its programs and the user 
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process manager depends on the virtual processor manager to interpret its 
code. 

The existence of the software cache pattern is. an. independent 
confirmation of the results observed by Parnas [Parnas76} who noted that a 
series of functions is often repeated at two levels within a-system in such a. 
way that the higher occurrence has more abstract resources available to it but 
the lower occurrence contains fumctione.that are. more,efficient and are used 
more frequently. 

Merging hierarchies. 

The second structural pattern that governs the erganization of several 
modules of MSS is the merging hierarchies. pattern. One’ can distinguish two 
hierarchies of abstractions in MSS: physical resources-and logical resources. 
The physical resources hierarchy is composed of logical volumes, physical 
volumes, configured volumes and disk records. A logical volume is a 
collection of physical volumes; a physical volume is the top abstraction of a. 
cache pattern of which the cache abstraction is a. configured volume; and a 
configured volume is a set of disk records. The logical resources hierarchy 
is composed of directories, segments, passive segments and disk records, A 
directory describes a collection of segments; a segment ig the top 
abstraction of a cache pattern of which the slow abstraction is a passive 
segment; and a passive segment is a set of disk records. .These hierarchies 
merge in the sense that they share, at the bottom level, the disk records, 
which can be viewed either as. physical resources gr as logical resources. 

The interesting fact about these merging hierarchies is-that they are not 
unrelated. As might be expected in almost any system, there exists:.a policy 
for grouping logical information containers into physical information 


containers. Logical resources are grouped in a way dictated by physical | 
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resources. In MSS, all the disk records of one segment must reside on the 
same physical volume and all the segments in one directory must reside in the 
same logical volume. One might suspect, as we did until we saw the final 
design of MSS, that. two situations would result from the tight coupling of the 
hierarchies... First, directories and segments would be composed of (dependent 
on) logical volumes and physical volumes since these physical containers 
dictate the grouping of those logical containers. (This would not be 
outrageous but disappointing since physical containers conceptuaily contain 
several logical containers rather than the other way around.).. Second, the 
coupling between the two hierarchies might in‘ fact be’ 80 tight that it would 
generate some unavoidable dependency loops. 

It is interesting to see that directories and segments are not components 
of volumes and it is satisfying to observe that there are no upward 
dependencies in MSS. This design was achieved by the simultaneous use of UIDs 
and of tags, as we called the LVIDs, PVIDs and PVIXs earlier. The tags serve 
as a means to retrieve and associate containers while the UIDs serve for’ 
naming them and ultimately validating their identity. Tags are viewed as mere 
bit strings on which to associate objects. They are not used for what they 
denote but only for what they are. If they get mixed up by their managers, 
the integrity of information will not be hurt because it is protected’ by the 
UIDs. In other words the directory manager, the segment manager and the 
passive segment manager are not dependent on the logical and physical volume 
manager because the latter can never cause the former ‘to operate in'a way 
different from that stated in their formal specifications. While these 
specifications do not guarantee that a piece of information can always be 
accessed, they-do guarantee that if it can el baeeaned cits integrity is 


unaltered. 
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Notifications. 

The last interesting pattern that is found in MSS is trivial but very 
useful. It consists of a low level module notifying a higher level module and 
abandoning control without making itself dependent on the higher level module. 

This pattern is of course very frequent in any processor in the form of — 
hardware processor exceptions. A processor exception is a notification from 
the bottom level code interpreter to some higher level type manager indicating 
that interpretation cannot proceed because some element necessary to proceed 
is not accessible to the code interpreter. If executing a hardware 
instruction is regarded, as it should be, as invoking an operation of the 
bottom level code interpreter, a processor exception may be viewed as an error 
return from an operation that could not be performed. 

The pattern is also used in software in MSS to notify OOPV conditions and 
out-of-date KST entries. Ta evthex case, the known segment Manager notities 
the directory. manager that it cannot praceed with what it is doing. In the 
OOPV case, the hardware first notifies the known segment manager that it 
cannot write into some page of some segment because the page does not exist. 
This is an indication that a reference to a connected segment could not be 
interpreted. The known segment manager knows how to cause changes in the 
connected segment that will make the reference succeed. In a few cases 
though, it is told that the connected segment wane be grown for lack of 
physical space. This implies that the segment should be moved and hence that 
the directory entry must be updated. Since the known segment manager does not 
know what directories are, it translates the original quota fault on a | 
connected segment into a move fault on.a known segment, which the directory 
manager intercepts and handles appropriately. The same sort of reasoning can 


be proposed for the case of access recalculation. The known segment manager 
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can handle segment faults on connected segments for which access has not 
changed. But it cannot handle other segment faults and therefore maps them 
into access faults on known segments that the directory manager intercepts and 
Kanaisec 


6. Conclusion. 


At this stage, it is probably aineceseary to review the modularity and 
the structure of MSS. It is clear from the preceding sections that none of 
the data bases are shared and that the dependency structure contains no 
directed loop. It is also clear that every: type manager is substantially 
simpler and smaller than the modules defined in NSS. The purpose of this 
concluding section is to discuss a few consequences of having used type 
extension to organize MSS. 

Performance. 

The ef ficiency aspects of MSS deserve some comments. It is impossible to 
rate the efficiency on an absolute scale as we have no unit of efficiency. It 
is even inappropriate to dare evaluate the efficiency of MSS versus that of 
NSS. MSS has not been implemented. Because it is so similar to NSS, we are 
convinced that MSS is a logically plausible system but it would be ambitious 
to make any firm statement about its performance versus that of NSS. Not only 
is it difficult to distinguish in MSS the areas that might be more or less 
efficient than their equivalent in NSS but it is impossible to predict the 
impact of MSS on the performance of the whole operating system. Regardless of 
the particular strong or weak points in the performance of MSS itself, certain 
design features that are individually more efficient may cause bottle necks in 
the overall system because their logical conception causes them to be executed 


more frequently. Conversely, certain functions that might be individually 
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less efficient in MSS may in fact nae nage a negative iasate on the overall 
ieien because they are sevesuied less often Gigs in NSS. | 
However, we would like to risks two aes, the per formance of MSS. 
First, we believe that ie would Be doapeeable to hae of NSS. To justify 
this, we observe several facts. The eyecait ene iss can be mapped 
into the overall structure of NSS so that tha ‘higher “level eype managers of 
MSS Serer ee to the higher evel modules of NSS. MSS naintains the same 
data bases as NSS, sea for ‘the fact that the pels phe QCT aaa: ehe PFT are 
separated in MSS. Those MSS data bases that have : an equivalent in NSS fulfill 
the same function as that equivalent except for a haw instances (e.Bes the | 
DTEM ina ditecteey entry is no Wehpee ised tee secaieiietiea, and ha 
number of in-core pages is no longer Sept: for es active segment). The | 
aeadsane.< of certain Situations in MSS is A ene than in NSS (e-8+5 OOPV 
cond Tetons and access ‘recalculations) because note computation goes on berore . 
. they are detecead:s On te other hand, tt those situations are rare pane the 
handling of the corresponding dituationa in WSs (Gaze fault pee segment Sra 
is more efficient because it is weaned a aries that the rare sirattons Mo 
not occur normally. (Page faults do not require sorting — quota faults Geae 
OOPV conditions and ca faults do not resuire. fetching the (PVID, VTOCX) 
from the directory encty on every: occurrence.) In addition, the handling of 
the quota Brobies in MSS has veleased the constraint that all che ar ec tor te ®:, 
above an active pepmate or directory 1 must be active. This represents a . 
soncues tin ibie saving of apace in the AST, which is Bound to be translated 
into an improvenent in ae performance Pr the system (less paging activity if 
the core block Boot is ‘increased or tees AST activity set the original AST size 


is preserved.) The point we are driving at is that the structure and the 


modularity are primarily -- though not exclusively -- abstract views of the 
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design. In essence, the resulting implementation is very close -- though not 
identical -- to that of NSS. tiecetore: we suspect that the performances of 
MSS and NSS should be in the same vicinity. 

Second, readers might object that the per formance of MSS may suffer from 
its modularity. Since data bases are never shared, a module can find out 
about some information residing in the data bases Ses some other module only’ by 
asking the other module about it. It cannot etreckty reference the data base. 
Calling the other module would of course be less éttinient than directly 
referencing the data Base, In reality, we do not bilieve that modularity at 
the level of the language used to code the system can. affect performance at 
the level of éhe aboniine language. Indeed, the type checking compiler may and 
aiidwia awetade macro expansion and global optimization fecteaes Thus, it is 
possible to have strict modules at the bevel of the coding language, which is 
all that counts for ind eeateaaine maintaining and secieying the system. And 
at the same time, the compiler may compile a module by substi tuting seas 
in-line. The resulting MSS dbjact code vould no ‘eager be a strict module, 
but this does not matter, and its performance could be as good as the 
equivalent code in NSS. | 
Modules as data abstractions. 

The nature of all the acduies in MSS deserves one comment. All modules 
happen to stand for data abaeractidna Ceype managers) anty because we have 
strictly respected the type extension view at all times and dave cussed 
every dnb from an object based otal ae view. sweak the type extension 
technique does not intrinsically rule out functional abstractions. We are | 
convinced that there may exist systems for which a certain aepece= cannot be 


properly designed if it is viewed from a data abstraction point of view, 
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Horizontal protection of internal objects. 


In chapter II, we made the point that the horizontal protection of 
internal type objects, i.e. the objects implemented by the virtual memory 
mechanism below the base level, was not guaranteed by their type manager. 
Instead, assertions must be verified about the modules using the internal type 
objects to show that they never use the uid of a deallocated/deleted object. 
We suggested then that, while the task of producing the assertions might seem 
hard, it was not in practice. In most cases, only one module ever sees the 
uid of an object provided by some type manager. Thus, assertions can easily 
be imposed on that module to guarantee that it destroys all copies of the uid 
of an object it releases. One can verify in this way the protection of all 
internal types except disk records and page frames, which are used by several 
modules in the sense that their uids may at times be seen by several modules. 
For the latter internal types, we suggested in chapter II that it nonetheless 
would be sufficient, in general, to produce assertions on only one module 
because, usually, only one module has caused the propagation of copies of the 
uids through several modules, is aware of the distribution of the uids and can 
cause their destruction. This is indeed the case of disk records and page 
frames. Disk records are shared by page frames and passive segments. The 
segment manager controls the propagation of their uids. Page frames are 
shared by active segments and connected segments. The segment manager also 
controls the propagation of their uids. 

Conclusion. 

This chapter has demonstrated the applicability of type extension as a 
technique for organizing the virtual memory mechanism of a real general 
purpose time-sharing system. In a first section of the chapter, we have 


presented the functionality of the mechanism as the user sees it. In a second 
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section, we have described the implementation of the mechanism as it exist in 
reality. We have pointed out where and why modular ity and structure were 
violated in this real implementation. In a third section, we have ere a 
new design based on type extension that preserves the eeiginal functionality 
of the mechanism. We have briefly characterized each module of the mechanism 
and we have systematically inspected the structure of the méchabign to 
conclude that the design was stvietiy wodulat and partially ordered by the 
dependency relation. We have then explained how the organization problems 
encountered in the real Daplenentaeion of the mechanism are eliminated in the 
proposed design. In a fourth section, we have ideausaed three structural 
patterns that seem to be fundamental in the design of a well-organized virtual 
memory mechanism for a general purpose time-shar ing eydteas The software 
cache pattern appears every time a scarce resource is audtipvexes among more 
abundant abstractions. The merging hierarchies pattern appears where the 
organization of logical containers ia -poveruad by the organization of physical 
containers. The notification pattern appears every time a aaduiie notifies an 
event upward to implement an error return from an operation that was, 


sometimes implicitly, invoked. 


187 


V. Conclusion, 
>: Ser we eg See 


1. Summary. 


oe oe ae ae ae ee 


This thesis has presented a technique for organizing the virtual memory 
mechanism of a computing utility. The technique is based on the concept of 
type extension. The virtual memory mechanigm:of a- system is"regarded as a‘ Bet 
of type managers supporting abstract information containers. These abstract 
containers are. implemented in terms’ of. more: primitive-containers such as core 
blocks and disk‘records.. Strictly applied to a virtual memory mechanism, the . 
formalism: of .type extension helps organize the design of the: mechanism into:a 
structured set of: modules.  The-modutes::are-the: type managers: for the abstract . 
containers utilized and supported by the virtual memory mechanism. The... 
structure of the mechanism reflects the structure of ‘the information 
containers it implements... 

In addition :to. reviewing some background notions and existing literature: 
on organization techniques. for computing systems,, chapter I justified why:a | 
technique for organizing virtual memory mechanisms. is desirable. Such ~ 
mechanisms are often complex and-require a fairly. large amount of code. Thus, 
it .is desirable that they be well-organized to facilitate understanding and 
maintaining them. In addition, the rise in‘interest for certifiably secure 
systems has fostered the need for systems of which the. security kernel can be 
verified correct. A verification of :¢orrectness:cannat be carried out unless | 
the security kernel is well-organized.: Since the virtual mencry. mechanism of 
a system is, in general, part of. the ‘security kernel, it is necesgary to 
organize it so it can be verified cerrect. 

Chapter II has defined the meaning of type extension in the-environment.. 


of a virtual. memory mechanism. -It has examined the nature of the abstractions. 
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one may encounter in such an environment. In particular, it has introduced 
the idea of abstract types providing a limited. supply of objects that have an 
essentially unbounded lifetime. Such abstractions are necessary to model the 
behavior of storage resources that are scarce and need be multiplexed among 
all users over time. It has also pointed out the difficulty of providing a 
mechanism (e.g., capabilities) for protecting abstract information containers 
at run-time inside a virtual memory mechanism. Implementing run-time 
protection inside a virtual memory mechanism is difficult with. today’s 
technology because run-time protection depends. on addressing potentially large 
access control data bases while addressing of large data. bases depends on 
precisely having a. virtual memory mechanism.or.a. special purpose but then 
cumbersome I/0 mechanism. 

Chapter III has explained how the type extension concept can be exploited 
as an organization technique in a virtual memory mechanism, and what the 
advantages of this technique are. The usefulness of the technique for 
selecting abstractions to modularize a virtual memory: mechanism was pointed 
out. The property of type extension to foster modularity and structure in a 
virtual memory mechanism was discussed. In particular, it was explained how 
the environment of execution of a type manager (maps, programs, address space, 
code interpreter) should be set up to avoid violations of the partially 
ordered, object based dependency structure of the system. Finally, the 
advantages of type extension towards providing a strategy for avoiding deadly 
embraces when locking system data bases were stressed. 

In chapter IV, we have demonstrated the applicability and the usefulness 
of the type extension technique by exploiting it to (re)organize the virtual 
memory mechanism of a real computing utility, the Multics system. This case 


study is interesting because it showed the ability of the type extension 
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technique to cope with the complex functionality of a real system. Most 
existing techniques have been illustrated by examples ot applications 
involving "paper" systems. Such exeupies demonstrate only the conceptual 
aspects of the technique that is employed but fail to demonstrate its 
applicability to the organization of a real system. The functionality of the 
"paper" systems is in some sense built to fit iat thelx organization permits. 
In this thesis, we wanted to examine both the conceptual and the engineering 
aspects of the type extension technique. Thus, we took the unconst rained 
functionality of a viable system as granted and worked from there towards a 
clean organization. 


2. Results. 


The first contribution of the thesis is a technique for organizing the 
virtual memory mechanism of a computing utility. This techniqe has proved 
convenient to use and capable of yielding modular and structured designs for 
virtual memory mechanisms. It was demonstrated useful to organize even real 
systems with all the complexity and hardware constraints associated with them. 

The second contribution of the thesis is in the area of the design of 
general purpose, time-sharing systems. By illustrating the use of the type 
extension technique in chapter IV, we have at the same time produced a 
sel leorgantied design for the virtual memory mechanism of such a system. To 
the best of our knowledge, auch a clean design has never before been proposed 
for virtual memory mechanisms of the size and complexity of the Multics 
storage system. It is satisfying to know that well-organized designs for such 
mechanisms exist and could lead to reasonably efficient implementations. 

A third result of the thesis, which was not expected as an initial 


objective but came as an interesting conclusion, is the demonstration of the 
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analogy between the type extension concept we have used to organize MSS and 
the type extension concept that was used implicitly to organize the virtual 
processor mechanism of Multics [Reed76]. The two concepts serve somewhat 
different purposes. Reed used type extension to break a dependency loop 
between the virtual memory and the virtual processor mechanisms of Multics. 
We used type extension to break the virtual memory mechanism of Multics into a 
set of smaller and simpler mechanisms. However, for all practical purposes, 
the two concepts are equivalent. They deal with the same problem, the 
organization of a mechanism in the security kernel. They face the same 
issues, designing partially ordered modules in the constrained execution 
environment of the security kernel. They are equivalent with respect to the 
dependency relation in that the dependency structures that result from using) 
them are interleaved. And last but not Teast, the software cache structural 
pattern appears to be fundamental to the exploitation of type extension for 
multiplexing resources, be they storage or processing resources. 


3. Future research. 


ee et ee es ee ee ee 
. 


A first research topic that remains open is the practicality of virtual 
memory mechanisms based on type extension. We believe that a system like MSS 
is conceptually plausible and could achieve a reasonable per formance if it 
were implemented. However, we cannot assert cae until someone will have 
built such a system clear through the implementation, so that the system can 
be tested. Even with the type extension technique as it was described in this 
thesis, we have a long way to go to implement a system based on type 
extension. We lack the most elementary tools to achieve a correct and 
efficient implementation, namely a compiler that can perform type checking, 


verify uid conservation, do in-line substitution of macros and optimize code 
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across type managers to break the barriers of strict modules at the level of 
the object code. 

The thesis has developed a technique based on type extension for 
organizing the virtual memory mechanism of a system. This technique appears 
very similar in nature if not in origin to the technique used elsewhere 
[Reed76] to organize the virtual processor mechanism of a system. A question 
that naturally comes to the mind is: is the type extension technique used for 
virtual memory and virtual processor mechanisms also applicable to 1/0 
mechanisms? Could it be exploited to organize the external communication 
interfaces of a system, including the eventual network interfaces? In our ow 
mind, we suspect type extension is applicable to this area. Since it proved 
applicable to the organization of the virtual memory I/0 of a system, it is 
probably applicable to the non-virtual memory (external) I/0 of a system. 
However, we have given no further thoughts to the idea and we do not have any 
demonstration of its validity. 

As technology evolves, we observe a trend towards distributed computing 
and very large distributed data bases. Also, we may forecast for the not too 
distant future the introduction in the market of personal computers that can 
tap into a cable or be hooked to a network to communicate with distant hosts 
to access enhanced storage and processing facilities. Because of these 
observations, there is little doubt that what is called today the external 
network interface of a system will be looked at tomorrow as an internal 
interface in some distributed storage system. What looks today like a 
transfer of information between physically and logically separate storage 
systems might look tomorrow like a transfer of information between two 
components of a higher level abstract file in a physically distributed but 


logically integrated storage system. One may wonder whether the type 
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extension technique or some variation of it will be useable for organizing 
such distributed systems. In particular, will it be capable of coping with a 
storage system of which some parts may be inaccessible at times due to local 
failures while other parts must remain accessible and consistent? Will it be 
capable of collecting different local storage system architectures into a 
single global formalism of type extension? Many more questions could be 
formulated along these lines. 

Leaving the concept of type extension and returning to present systems, 
further research is necessary to produce certifiably secure systems. While 
the type extension technique, among others, represents a step in the direction 
of more understandable and reliable systems, it does in no way constitute the. 
final answer to all problems. Further research is needed in four directions: 
programming languages, specification techniques, security standards and 
verification techniques. 

As far as programming languages are concerned, it is desirable to have 
high-level languages with type extension features and a system programming 
orientation. CLU [Liskov76] includes. the desirable type extension features. 
- However, under its current implementation, it is not adequate for system 
programming purposes. The CLU system assumes the existence ote "heap" for 
storing all its variables. One of the main problems of doing type extension 
inside the kernel of a system is that such a heap is not available and 
variables must be stored in different kinds of containers with different 
addressing characteristics. 

While module specification techniques such as the one proposed by Parnas 
[Parnas72a] or the one used by SRI [Neumann75] seem appealing, they lack 
several features. First, they lack adequate semantics to express certain 


facts dealing with, for instance, parallelism and what Parnas calls the 
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"global properties" of a module (properties {avolving several of the functions 
supported by the module). Second, thay lack an adequate language to formulate 
specifications. Neither Parnas nor SRI claim the language they use is 
adequate. But the fact that it de Hee is an indication that we lack a 
language that is altogether powerful and readable, yet formal. 

Only one concept of security -- the U.S. Department of Defense security 
controls -- has been saeiyed to the point vhere commal models could be 
formulated for it (BelI73). While this concept is interesting for Beene 
purposes, it is not for most civilian uppldéattons: Protection mechanisns 
such as access control lists and wapabilities have peed built into various 
atoee that are designed mainly for divilien use. However, we have no idea | 
of what formal security models pices. néchaniens mare support. pafore we 
eabark: on certifying a erstcas we should know what we are "trying to cercity 
about it. ama | 

Finally, verification techniques will be necessary to prove the 
correctness and the security of systems. Some good work has already been 
produced in the area. However, we are not convinced that a system like MSS, 
for instance, could be verified with existing techniques, even if complete 
specifications existed for it. The same problem is encountered with 


verification techniques as with specification techniques. There is a lack of 


ability to handle problems like parallelism and "global properties". 


This thesis has attempted to present a technique for organizing virtual 
memory mechanisms to make them understandable and verifiable. Considering the 
crucial role played by the virtual memory mechanism of a system with respect 
to security, this is not a negligible result. However, it falls far short of 


achieving the objectives contemplated in our quest for certifiably secure 
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systems, as indicated by the previous paragraphs. All the tasks evoked 
earlier -- choice of a security model, formulation of specifications, 
verification of correctness and security, and certification -- are necessary 
steps towards a secure system but we do oe know how to take most of them. 
Yet, it is worthwhile attacking these problems because there will be a need to 
solve them for as long as there will be computers. Because of the ever 
expanding applications of computers in private and public sectors, and because 
of the ever increasfng costs of developing and maintaining software, computer 
systems that are easy to understand, to maintain and to verify are becoming a 
necessity. The times of perhaps efficient but "quick and dirty computer 
hacking" are over. Considering what evil computers can do to us, it is time 
that we consider what good we could do to them so they will be cheaper to 
maintain, they will be safer to use, they will be harder es break and they 


will serve us better. 
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ene « Military security controls in Multics. 
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Among the various aspects of the functionality of of Multics that we have 
ignored in the design of MSS is ite ‘Access Isolation Mechanism (AIM), which ie: 
a protection mechanism egeabile of Sigserciae isolated compartments for seovine 
information. The AIM was initially designed to a fie security controls 
defined by the U.S. Department of Defense. This mechanism was purposely i” 
ignored because ae extension does neither help nor Wifider its decieas No 
new modularity &e structural issues are sates by the AIM with respect to type 
extension. There is no interest in discussing the AIM from a eee sieved ori, 
point of view. | | . —_ | 

However, there are two reasons for eaeCUnS ie type extension from the AIM 
point: of view in an appendix. First, as eae security controls are the only 
concept of security for which there exists a formal nodel beth? 31: 

Therefore, chances are that the first Syste to ‘be certified secure will ee 
certified wth respect to that model. We wanted to demonstrate that the type 
extension technique, which was developed, aeons other Bcasone: to make ‘virtual 
memory mechanisms easier to certify, can be used to Sraattee die vareuer 
memory mechanism of the sort of system that will precisely be certified first. 
Second, this thesis is one result of a project aimed at producing a prototype 
security kernel for Multics [Schroeder75]. This project, om one 
piece of the U.S.A.F. security program that sponsored the development of the 
military secur ity controls model tern ote 

Military security controls. 

For more information - the functionality of ices controls, we paced the 
reader to the formal model [Be1173]. oe will only summarize the main 


concepts involved in the AIM. Four levels of security are defined in a total 
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ordering: unclassified, confidential, secret and top secret (four more may be 
defined in Multics). Several categories may be defined: e.g., AEC, NATO, US, 
etc.. Sets of categories are partially ordered by the set containment 
relation. The cross-product of a level and gccutendey bee defines a 
compartment. Compartments are thus also partially sedated by a relation that 
is the product of the set containment relation and the total ordering relation 
of levels. Every piece of information iG classified into some compartment. 
Every agent (user) is cleared for a given Soapatunene,”- ane security controls 
state that an agent can read a piece of information only if his clearance is 
greater than or equal to the classification of ee information. This is 
called the no-read-up rule. To confine a piece of information to its 
Coupactwent and higher compartments, the no-read-up rule is not sufficient. 

It is necessary to prevent an agent authorized to read the information from 
copying it down into lower compartments where unauthorized agents would be 
able to read it. This is called the nourite-dowm rule or more generally the 
*-property. These security controls are called non-diseretionary, which means 
that they not only prevent unauthorized access but they also prevent 
authorized agents from leaking information to unauthorized ones at their 
discretion. 

Computer environment. 

In a computer environment, the enforcement of the security controls may 
be implemented as follows. For the no-read-up rule, it is sufficient to never 
give a user READ access to information wtored in higher compartments. For the 
no-write-down rule, things are more complex. Of course, it is necessary to 
never give a user WRITE access to information stored in lower compartments. 
However, this is not suf ficient. This blocks only overt information channels 


between compartments. 
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There also exist covert channels. These channels are divided into 
storage channels and time channels. Storage channels are those involving 
stored data as the support for transmitting information. For instance, if a. 
low clearance user and a high clearance user. share the resources of a disk, 
they both depend on the disk manager for using the disk. By varying his usage 
of space on the disk, the high clearance user may transmit information to the 
low clearance user. The information is transmitted via the stored data kept.. 
by the disk manager to manage space on the disks. Time channels are those _. 
involving elapsed time between observable events as the support for 
transmitting information. For instance, if a high clearance user and a low 
clearance user share core, by varying heavily his page fault rate with time, 
the high clearance user may transmit information to the low clearance user. 
The information is transmitted via the variations with time of the page fault | 
rate, which might not be stored anywhere but causes delays observable by any . 
user. 

In general, it is demanded that, storage channels be blocked because: they . 
tend to have a relatively large bandwidth. There are two.ways to block, them. 
First, shared storage resources can be. preallocated by compartment so that ..the 
resource usage of one compartment is invisible to and cannot affect other 
compartments. Second, shared storage resources can be multiplexed over time 
in such a way that two compartments are never aware that they compete for the 
resources.On the other hand, it is not required, in general, that storage - 
channels be blocked because they tend to be relatively low bandwidth channels 
and because blocking them would imply preallaqcating.time. This would be. 
logically equivalent to. having an independent computer for each compartment so 
that time dependent. events and signals generated by a high clearance user 


could not be observed by low clearance users. This design would be grossly 
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inefficient as it ignores the fundamental principles of multiprogramming. As 
long as time channels are identified, they present a limited risk and are 
usually tolerated. Notice that this paragraph has only described current 
techniques for implementing the AIM. Since we are only interested in showing 
that type extension does neither help nor hinder implementing the AIM as it 
exists today, it is not our intention to formulate any judgement about the 
current implementation of the AIM nor to try do do better than current 
technology does. 

Application to MSS. 

Since the incarnation of an agent in MSS is a user process, the concept 
of clearance is attached to user processes. And since the mode of access 
(READ or WRITE) to information is controlled on a per segment basis, the 
concept of classification is attached to segments. In terms of MSS 
abstractions, we have the choice of attaching it to the directory entry that 
describes a segment or to the segment itself. If we are concerned about only 
non-discretionary controls, i.e. if we care to certify the system against only 
Bell’s model and do not care about the correctness of the discretionary access 
control list mechanism, it is better to attach classifications to segments. 

By doing so, the directory manager, which is a substantial module, and higher 
level modules are essentially outside the AIM security kernel. What they can 
access will be constrained entirely by the AIM built into the segment manager 
and lower level type managers. This is a vivid example of the interest of a 
partial ordering based on the dependency relation. Within the same system, 
one can consider two (or more) different security kernels. The discretionary 
security kernel is built on top of and includes the AIM security kernel. The 
interface of the discretionary security kernél is the interface presented to 


the users. The interface of the AIM security kernel is the interface 
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presented to the discretionary security kernel. It is defined by the 
specifications of the configured volume manager, the segment manager, the 
known segment manager, the connected segment manager and the user process 
manager. Thus, thanks to the partial ordering of modules, we can define 
layered security kernel interfaces. Every layer of a security kernel is 
responsible for the enforcement of a distinguished set of security properties. 
Each security kernel embodies more security properties than the lower one. 
Let us now consider the impact of the AIM on the design of MSS. 

Let us first consider the abstractions out side the AIM security kernel. 
The classification of a logical volume, a physical volume or a directory is 
defined by the classification of the segment that directly or indirectly 
implements its maps. (The DI is assumed to be split into as many Physical 
Volume Registration Data (PVRD) segments as there are physical volumes. Thus, 
every physical volume needs a path name denoting its PVRD segment in the file 
system.) A priori, a logical volume might contain physical volumes (1) and 
master directories in different compartments, a directory may describe sons in 
different compartments and a physical volume may contain disk records 
belonging to segments in different compartments. There is however one 
fundamental restriction on the possible classification of the components of 
such abstractions. The classification of the components of an object 0 must 


be higher than or equal to the classification of (the map of) 0. If this were 


(1) We do not see any use for having physical voglumes in different 
compartments inside the same logical volume. Since all physical volumes in a 
logical volume are logically equivalent as far as the user is concerned, we 
fail to see any situation that would justify classifying the physical volumes 
in a logical volume into different compartments. In addition, this would 
complicate the mounting/demounting operations as will soon become clear. 
Thus, even though it may be conceivable to have physical volumes in different 
compartments, we will assume that this is never desired in practice in the © 
remainder. of this appendix. 
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not the case, it would be impossible to access the components because of the . 
AIM. If a user had the clearance for 0, he would not be able to operate on 
the components by virtue of the *-property. And, if he had the clearance for 
the components, he would not be able to find out what they are because he 
would not be allowed to read the map of 0 by virtue of the no-read-up rule, 
The conclusion that the structure of an object must correspond to a 
non-decreasing hierarchy of compartments was arrived at independently in NSS, 
where the file system hierarchy of directories and segments must be 
non-decreasing in classification. 

In MSS, like in NSS, we have the concept of a transition object, which 
denotes an object of which the classification is higher than the 
classification of the object it is a component of. In MSS, like in NSS, the 
manipulation of transition objects is extremely delicate. Indeed, a user who 
is cleared to operate on a transition object T may read the map of the object 
O of which Tis a component but he. may not write into that map by virtue of 
the *-property. Thus, he cannot perform any operation on T that would require 
changing the map of 0. (In particular, he cannot delete/deallocate T unless 
he lowers his clearance or requests the assistance of a so-called trusted 
user, i.e. a user who has the privilege to write-down but is trusted not to 
abuse it to transmit sensitive information.) We will say that transition 
objects are frozen. Practical consequences of this statement for MSS as well 
as for NSS follow. A user cleared to manipulate a transition master directory 
cannot operate on it (e.g., set quota on it) in any way that would require 
modifying the LVRD of the logical volume composed of the master directory 
because this LVRD has a lower classification. A user cleared to use a 
transition segment (directory or file system segment) cannot operate on it in 


any fashion that would require modifying the directory entry that describes 
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the segment because this entry is part of a directory with a lower 
classification. In more specific terms, a transition segment implementing a... 
directory can never be subject to access control list changes or to moves 
resulting from OOPV conditions because this would require modifying the access 
control list or the PVID,VTOCX in the directory entry describing the 
transition directory, which is ruled out by the *-property. A transition. 
segment implementing a file system segment may never be subject to access. 
control list.changes or to OOPV moves and in addition may never be subject.to 
a quota fault because this would require updating the quota cell of some . 
superior quota directory that has, by definition, a lower classification. - 
Furthermore, every transition directory. should. be a quota directory to allow 
the inferior segments to be grown/shrunk,. If this were not the case, the CU 
operation would (because it should be coded so) refuse.to grow/shrink a 
segment if it discovered that the quota cell which it shouJd update has a 
lower classification than the segment charged to it. 

Until now, we have examined the impact of the AIM: primarily.on the type 
managers outside the AIM security kernel, As far.as this.security kernel] is 
concerned, we have only concluded that it should never: grant a user READ - 
access to segments in higher compartments and that it, should refuse to handle 
OOPV conditions and quota faults on transition segments. . 

Let us now examine in more details what.the AIM security kernel should do 
to enforce the AIM. In. particular, let us study what is necessary to block 
the covert storage channels. As explained earlier, it is necessary to 
guarantee that every type of shared storage resource be preallocated by 
compartment. Segments are not a problem. They are C/D resources, which means 
that every UID is given out only once. It is never. reused by (shared with) 


other users. Thus, whether it is used. or not cannot be exploited as a. storage 
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channel. A burst in the creation of segments would use up many UIDs at once, 
which might be exploited as a time channel. However, if UIDs were generated 
by reading a microsecond clock and if we assume that it is impossible to 
create more than one segment every microsecond, it would be impossible to tell 
whether a given UID is in use or not. Known and connected segments are not a 
problem as they are never shared by several user processes. Every process has 
its own. Thus, a process could never use its KST or DSG as a covert channel 
to another process. Core segments are not a problem either because they are 
used strictly inside the security kernel, which will obviously not try to 
exploit them to leak information. Active segments, quota cells, page frames 
and core blocks are not a problem because, even though they ave shared: by all 
processes, processes do not directly control their deallocation. Deallocation 
is under the control of the segment deactivation and page removal algorithms. 
The above abstractions might be exploited as time channels (e.g., varying page 
fault and segment activation rates) but such channels are very slow because of 
the noise introduced by the deallocation algorithms and by all processes 
competing for the same resources at once. 

Disk records could be a problem because: processes are in full control of 
their allocation and deallocation. For instance, a high classification 
process could use up all the records on a physical volume, thereby causing a 
low classification process to observe OOPV conditions on any segment it might 
try to grow. In fact, this sort of channel can be blocked in practice if the 
security officers of the system are careful not to overallocate quota. 

Indeed, if the sum of all. quota allocated to the compartments sharing a 
physical volume is no greater than the total amount of disk records available 
on the physical volume, then the disk records are essentially preallocated by 


compartment and OOPV conditions will never be observed. 
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Passive segments and disk sectors (i.e. VIOC entries) are a problem (in 
MSS as well as in NSS!) because there is no mechanism like quota for 
controlling their preallocation. Thus, by varying its usage of VTOC entries, 
a high classification process can transmit information to a low classification 
process, The only obvious way to block this channel ghort of introducing 
quota on VTOC entries is to require that all transition directories be master — 
directories and that all master directories for a logical volume be in the 
same compartment, or, in short, that each logical volume belong in a single _ | 
compartment. In other words, this says that all the segments of which the 
passive image is on one logical volume must be in the same compartments so 
that the VIOC entries (and the disk records too, by the way) on that logical 
volume are not, in practice, shared by several compartments. The latter 
Statement does not require that the logical volume, physical volume and 
directory entry managers be in the AIM security kernel. The compartment 
associated with a given logical volume and its component physical volumes may 
be recorded in the label of every physical volume. This label is secure 
because it can be accessed only by the configured volume manager, which is 
part of the security kernel. Thus, every time a user process requests the 
creation of a segment with a given classification on a given logical volume, 
the given classification is compared with the classification of the given 
logical volume. If they are not equal, creation is denied. 

Finally, configured volumes are not a problem. While it is true that 
they are shared and not preallocated, it would be hard to use them as channels 
to communicate information. Allocating and releasing configured volumes 
implies mounting and demounting physical volumes, which is a slow and easy to | 
monitor information channel. | 


In this appendix, we have not tried to propose any new solution to the 
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implementation of the AIM. We have not tried to design a new mechanism for 
better implementing the military security controls. We have simply attempted 
to show that the restrictions imposed by the AIM in a state of the art system, 
the problems of implementing the AIM and the solutions to these problems can 
be handled by the type extension concept. Whatever can be done in NSS can be 
done in MSS. And MSS is not particularily helpful to implement the AIM. Type 
extension neither helps nor hinders sealing off storage channels. Type 


extension and the military security controls are orthogonal issues. 
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